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			 Related Part Number
	
					PART	Description	Maker
	LR8808-3.1 LR8808-3.2 LR8808-3.0 LR8808-2.1 LR8808	Micropocessor Reset Circuits junction temperature range for operation
	Leshan Radio Company

	PI6C2409-LI PI6C2409 PI6C2409-1HL PI6C2409-1HW PI6	Zero-Delay Clock Buffer
Low Input Voltage Current Mode Step-Down DC/DC Controller; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Clock IC | 9 Output Zero-Delay Clock Driver. High Drive. Industrial Temp. Operation
Low Input Voltage Current Mode Step-Down DC/DC Controller; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 时钟IC | 9输出零延迟时钟驱动器。工业温度。操
16-Bit, 200ksps, Serial Sampling ADC; Package: SO; No of Pins: 20; Temperature Range: -40&deg;C to  85&deg;C 时钟IC | 9输出零延迟时钟驱动器
	Pericom Technology
PERICOM[Pericom Semiconductor Corporation]
Pericom Semiconductor Corp.
Pericom Semiconductor, Corp.

	AM27C040-120/BUA AM27C040-120/BXA AM27C040-120LIB 	Dual PowerPath Switch Driver; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Single and Dual Protected High Side Switches; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Differential Bus Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise, Switched Capacitor-Regulated Voltage Inverters; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
SIM Power Supplyand Level Translator; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Single and Dual PCMCIA Protected 3.3V/5V VCC Switches; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
1MHz/500kHz Continuous Time Low Noise, Lowpass Elliptic Filter; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Power RS485 Transceiver with Receiver Fail-Safe; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Very Low Noise, Low Distortion Active RC Quad Universal Filter; Package: SSOP; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Power RS485 Transceiver with Receiver Fail-Safe; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
1MHz/500kHz Continuous Time Low Noise, Lowpass Elliptic Filter; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
	Samsung Semiconductor Co., Ltd.
Advanced Micro Devices, Inc.

	EDI7P004FVA0300C15 EDI7P002FVA0400I15 EDI7P002FVA0	Dual Ultra Low Noise Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-PDIP
Peripheral Miscellaneous
Single 16-Channel/Differential 8-Channel, CMOS Analog Multiplexers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP 周边杂项
60MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-HMSOP T&amp;R 周边杂项
1M X 16 FLASH 5V PROM CARD, 100 ns, XMA68
Triple Differential Twisted-Pair Driver with Common-Mode Sync Encoding; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QSOP
	KEMET Corporation
Bourns, Inc.
MICROSEMI CORP-PMG MICROELECTRONICS

	AM27H010 AM27H010-45DEB AM27H010-45DIB AM27H010-45	x8 EPROM x8存储
Low Loss PowerPath Controller in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Differential Driver and Receiver Pair; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Negative Voltage Diode-OR Controller and Monitor; Package: DFN; No of Pins: 8; Temperature Range: 0°C to  70°C
36V, Low Loss PowerPath Controller for Large PFETs; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  85°C
1 Megabit (131,072 x 8-bit) High Speed CMOS EPROM
	Advanced Micro Devices, Inc.
AMD[Advanced Micro Devices]

	AM27C040-95DC AM27C040-95DI AM27C040-95EC AM27C040	x8 EPROM
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Active RC, 4th Order Lowpass Filter Family; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Dual Serial 12-Bit Multiplying DAC; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
	Amphenol, Corp.

	EDI414097C100LZM EDI414097C70LZM EDI414097C80LZM E	x1 Fast Page Mode DRAM
±15kV ESD Protected,  3.3V, 1µA, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -55°C to 125°C; Package: 20-CLCC
Video Distribution Amplifier; Temperature Range: -55°C to 125°C; Package: 10-FlatPack
±15kV ESD Protected,  3.3V, 1µA, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -55°C to 125°C; Package: 28-CLCC
2kx8 Asynchronous CMOS Static RAM; Temperature Range: -55°C to 125°C; Package: 24-CerDIP
±15kV ESD Protected,  5.0V, 1µA, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -55°C to 125°C; Package: 28-CLCC
1.4GHz Current Feedback Amplifiers with Enable; Temperature Range: -55&deg;C to 125&deg;C; Package: 10-FlatPack x1快速页面模式的DRAM
670MHz Low Noise Amplifiers; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-SBDIP x1快速页面模式的DRAM
	Hoffman

	BAW56W BAW56W-T3 BAW56W-T1 	Thermocouple Conditioner and Setpoint Controller Operates with Type J Thermocouple; Package: TO_100; No of Pins: 10; Temperature Range: Industrial 用J型热电偶工作的热耦调节器和设置控制器，TO_100封装; 10个管 温度范围:工业
Temperature Sensor: Serial Digital Output Thermometers CMOS/TTL Comp.; Package: SOIC; No of Pins: 8; Temperature Range: TBD
SURFACE MOUNT FAST SWITCHING DIODE
	EPCOS AG
Won-Top Electronics Co., Ltd.
WTE[Won-Top Electronics]

	PEEL18CV8C-30 PEEL18CV8P-30 PEEL18CV8J30 PEEL18CV8	Precision Reference; Package: METAL CAN; No of Pins: 8; Temperature Range: -55° to  125°C
Low Noise, High Speed Precision Operational Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
ASIC 专用集成电路
5V Bandgap Reference; Package: TO-92; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 电可擦除可编程逻辑器件
	Amphenol, Corp.
Rochester Electronics, LLC

	AM27C020 AM27C020-255DCB AM27C020-255DI AM27C020-1	Dual/Quad Precision Zero-Drift Operational Amplifiers With Internal Capacitors; Package: SO; No of Pins: 18; Temperature Range: 0&deg;C to  70&deg;C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C
Ultralow Power Single/Dual Comparator with Reference; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
Single-Ended 8-Channel/ Differential 4-Channel Analog Multiplexer with SMBus Interface; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
8-Channel Analog Multiplexer with Cascadable Serial Interface; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
3.3V Low Power EIA/TIA-562 Transceiver; Package: PDIP; No of Pins: 18; Temperature Range: -40°C to  85°C
3.3V Low Power EIA/TIA-562 Transceiver; Package: PDIP; No of Pins: 18; Temperature Range: 0°C to  70°C
Single Chip 10-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: 0°C to  70°C
Rail-to-Rail, Very Low Noise Universal Dual Filter Building Block; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
12-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C
14-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
1, 2, 6 and 8 Channel, 10-Bit Serial I/O Data Acquisition Systems; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 300ksps Sampling A/D Converters with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Dual/Quad Precision Zero-Drift Operational Amplifiers With Internal Capacitors; Package: SO; No of Pins: 18; Temperature Range: 0°C to  70°C
High Performance Switched Capacitor Universal Filter; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition Systems; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
IC,EPROM,256KX8,CMOS,DIP,32PIN,CERAMIC
	amd

	EE3700 EE3600 EE5700 EE5500 EE1100 	3.2 Microsecond Sample and Hold Amplifiers; Temperature Range: 0&degC to 70°C; Package: 14-CerDIP
3.2 Microsecond Sample and Hold Amplifiers; Temperature Range: -55°C to 125°C; Package: 14-CerDIP
1 Microsecond Precision Sample and Hold Amplifier; Temperature Range: 0&degC to 70°C; Package: 14-CerDIP
Low Noise, High Performance, Quad Operational Amplifier; Temperature Range: -55&deg;C to 125&deg;C; Package: 14-CerDIP 模拟IC
100MHz 100mA VCOM Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 模拟IC
	Intel, Corp.
Samtec, Inc.
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