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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	BLOCK 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	GBU 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	WP76761CSYC_J WP76761CSYC-J WP76761CSYC/J 	1. All dimensions are in millimeters (inches).
	Kingbright Corporation.
KINGBRIGHT[Kingbright Corporation]

	DA03-11 DA03 	1. All dimensions are in millimeters (inches)  2. Tolerance is ±0.25mm(0.01) unless otherwise noted.
1. All dimensions are in millimeters (inches)  2. Tolerance is 0.25mm(0.01") unless otherwise noted.
1. All dimensions are in millimeters (inches)  2. Tolerance is 【0.25mm(0.01") unless otherwise noted.
1. All dimensions are in millimeters (inches)  2. Tolerance is .25mm(0.01) unless otherwise noted.
	List of Unclassifed Manufacturers
Unknow
ETC[ETC]
Electronic Theatre Controls, Inc.

	GBPC-3 	   Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	KBU 	   Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	KT872N15 KT872N55 KT872P51 KT872P55 KT872T55 KT872	Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches. Electrical parameter A lead spacing .320 inches. Aperture width in front of sensor .010 inches. Aperture width in front of emitter .
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture in front of sensor .050inches. Aperture width in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320inches. Aperture in front of sensor .050inches. Aperture in front of emitter .050i
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture width in front of sensor .050inches. Aperture in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture  in front of sensor .010 inches. Aperture in front of emitter .0
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
	Optek Technology

	51ML72 	UNLESS OTHERWISE SPECIFIED DINENSIONS ARE IN INCHES
	List of Unclassifed Man...

	SS-73100-070 	HIGH PERFORMANCE UNSHIELDED STACK JACK 50MICRO INCHES GOLD, 12 PORTS (6 ON 6)
	Bel Fuse Inc.

	NL3224AC35-10 	14 cm 5.5 inches, 320 x 240 Pixels, Full color Incorporated backlight with inverter
14 cm 5.5 inches 320 x 240 Pixels Full color Incorporated backlight with inverter
	NEC[NEC]

	MSDW1031 MSDW100011 MSDW1011 MSDW1045 MSDW1012 MSD	DC/DC CONVERTER 2W, Small Footprit: 24.0 x 18.1 mm (0.94 x 0.71 inches)
   DC/DC CONVERTER 2W, Small Footprit: 24.0 x 18.1 mm (0.94 x 0.71 inches)
	Minmax Technology Co., Ltd.
Minmax Technology Co., ...
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