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			 Related Part Number
	
					PART	Description	Maker
	UT7R995-XWA UT7R995C-XWA UT7R995-XCA UT7R995-XCC U	RadHard 2.5V/3.3V 200MHz High-Speed Multi-phase PLL Clock Buffer RadHard 2.5V/3.3V00MHz的高速多相PLL时钟缓冲
	Aeroflex Inc.
Aeroflex, Inc.

	HPC-1420-ISSE 	Robust 1U Quad-Core Intel庐 Xeon庐 Processor with Innovative Cable-less Design
Robust 1U Quad-Core Intel? Xeon? Processor with Innovative Cable-less Design
	Advantech Co., Ltd.

	UT54ACS190PCC UT54ACS190PCX UT54ACS190UCA UT54ACS1	RadHard MSI. Synchronous 4-bit up/down BCD counter. CMOS compatible I/O level. Lead finish gold.
RadHard MSI. Synchronous 4-bit up/down BCD counter. CMOS compatible I/O level. Lead finish optional.
RadHard MSI. Synchronous 4-bit up/down BCD counter. CMOS compatible I/O level. Lead finish solder.
RadHard MSI. Synchronous 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish solder.
RadHard MSI. Synchronous 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish gold.
RadHard MSI. Synchronous 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish optional.
RadHard MSI. Synchronous 4-bit up/down dual clock counter. CMOS compatible I/O level. Lead finish optional.
RadHard MSI. Synchronous 4-bit up/down dual clock counter. CMOS compatible I/O level. Lead finish gold.
RadHard MSI. Synchronous 4-bit up/down dual clock counter. CMOS compatible I/O level. Lead finish solder.
RadHard MSI. Octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish optional.
RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish solder.
RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish gold.
RadHard MSI. Octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish gold.
RadHard MSI. Schmitt octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish optional.
RadHard MSI. Octal bus transceiver with 3-state outputs. TTL compatible I/O level. Lead finish solder.
RadHard MSI. Octal bus transceiver with 3-state outputs. CMOS compatible I/O level. Lead finish solder.
RadHard MSI. 1 of 8 data selector/multiplexer. CMOS compatible I/O level. Lead finish gold.
RadHard MSI. 1 of 8 data selector/multiplexer. CMOS compatible I/O level. Lead finish solder.
RadHard MSI. 1 of 8 data selector/multiplexer. CMOS compatible I/O level. Lead finish optional.
RadHard MSI. Octal DFF with 3-state outputs. TTL compatible I/O level. Lead finish solder.
RadHard MSI. Octal DFF with 3-state outputs. TTL compatible I/O level. Lead finish gold.
RadHard MSI. Octal DFF with 3-state outputs. CMOS compatible I/O level. Lead finish optional.
RadHard MSI. Octal DFF with 3-state outputs. CMOS compatible I/O level. Lead finish gold.
RadHard MSI. Octal DFF with 3-state outputs. CMOS compatible I/O level. Lead finish solder.
RadHard MSI. Look-ahead carry genrator for counter. CMOS compatible I/O level. Lead finish solder.
RadHard MSI. Look-ahead carry genrator for counter. CMOS compatible I/O level. Lead finish gold.
RadHard MSI. Look-ahead carry genrator for counter. CMOS compatible I/O level. Lead finish optional.
RadHard MSI. Look-ahead carry genrator for counter. TTL compatible I/O level. Lead finish gold.
RadHard MSI. Look-ahead carry genrator for counter. TTL compatible I/O level. Lead finish solder.
RadHard MSI. Look-ahead carry genrator for counter. TTL compatible I/O level. Lead finish optional.
RadHard MSI. Octal DFF with 3-state outputs. TTL compatible I/O level. Lead finish optional.
RadHard MSI. Quadruple 2 to 1 multiplexer. CMOS compatible I/O level. Lead finish optional.
RadHard MSI. Quadruple 2 to 1 multiplexer. CMOS compatible I/O level. Lead finish gold.
RadHard MSI. Quadruple 2 to 1 multiplexer. TTL compatible I/O level. Lead finish optional.
RadHard MSI. 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish solder.
RadHard MSI. Dual J-K flip-flop. CMOS compatible I/O level. Lead finish solder.
RadHard MSI. Dual 2-line to 4-line decoder/demultiplexer. CMOS compatible I/O level. Lead finish optional.
RadHard MSI. 4-bit up/down binary counter. CMOS compatible I/O level. Lead finish optional.
RadHard MSI. Quadruple S-R latch. CMOS compatible I/O level. Lead finish solder.
RadHard MSI. Quadruple S-R latch. CMOS compatible I/O level. Lead finish gold.
RadHard MSI. 4-bit up/down binary counter. TTL compatible I/O level. Lead finish optional.
RadHard MSI. Quadruple S-R latch. TTL compatible I/O level. Lead finish optional.
	Aeroflex Circuit Technology

	UT69R00012FCCG UT69R00012GCCG UT69R00012WCCG UT69R	RadHard microcontroller. 12 MHz operating frequency. Mil temp. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller. 12MHz operating frequency. Mil temp. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller. 16 MHz operating frequency. Mil temp. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller. 16MHz operating frequency. Mil temp. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish gold. Total dose 1E5 rads(Si).
RadHard microcontroller. 12 MHz operating frequency. Mil temp. Lead finish gold. Total dose 1E6 rads(Si).
RadHard microcontroller. 12MHz operating frequency. Mil temp. Lead finish gold. Total dose 1E6 rads(Si).
RadHard microcontroller. 16 MHz operating frequency. Mil temp. Lead finish gold. Total dose 1E6 rads(Si).
RadHard microcontroller. 16MHz operating frequency. Mil temp. Lead finish gold. Total dose 1E6 rads(Si).
RadHard microcontroller. 12MHz operating frequency. Phototype. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller. 16 MHz operating frequency. Phototype. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller. 16MHz operating frequency. Phototype. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish solred. Total dose 1E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish solder. Total dose none.
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish gold. Total dose none.
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish optional. Total dose none.
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish gold. Total dose 1E6 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish optional. Total dose 1E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish optional. Total dose 3E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish solder. Total dose 3E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish gold. Total dose 3E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish optional. Total dose 1E6 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class V. Lead finish solder. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class Q. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class Q. Lead finish solder. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class Q. Lead finish optional. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class Q. Lead finish optional. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class V. Lead finish optional. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class Q. Lead finish solder. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 16 MHz operating frequency. Class Q. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class V. Lead finish gold. Total dose 5E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class V. Lead finish gold. Total dose 1E6 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class V. Lead finish gold. Total dose none.
RadHard microcontroller: SMD. 12 MHz operating frequency. Class V. Lead finish gold. Total dose 3E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class V. Lead finish gold. Total dose 1E5 rads(Si).
RadHard microcontroller. 12 MHz operating frequency. Mil temp. Lead finish gold. Total dose none.
RadHard microcontroller. 12 MHz operating frequency. Mil temp. Lead finish solder. Total dose 1E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class Q. Lead finish gold. Total dose 1E5 rads(Si).
RadHard microcontroller. 12 MHz operating frequency. Mil temp. Lead finish optional. Total dose 1E6 rads(Si).
RadHard microcontroller. 12 MHz operating frequency. Phototype. Lead finish optional. Total dose 3E5 rads(Si).
RadHard microcontroller. 16 MHz operating frequency. Phototype. Lead finish optional. Total dose 3E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class V. Lead finish optional. Total dose 3E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class V. Lead finish optional. Total dose 1E6 rads(Si).
RadHard microcontroller. 12 MHz operating frequency. Mil temp. Lead finish optional. Total dose 3E5 rads(Si).
RadHard microcontroller. 16 MHz operating frequency. Mil temp. Lead finish optional. Total dose 3E5 rads(Si).
RadHard microcontroller: SMD. 12 MHz operating frequency. Class V. Lead finish solder. Total dose none.
RadHard microcontroller: SMD. 12 MHz operating frequency. Class Q. Lead finish gold. Total dose none.
RadHard microcontroller: SMD. 16 MHz operating frequency. Class Q. Lead finish gold. Total dose none.
	Aeroflex Circuit Technology

	AN-9738 	Design Guideline on 150W Power Supply for LED Street Lighting Design Using FL7930B and FAN7621S
	Fairchild Semiconductor

	BUY25CS45B-01 	HiRel RadHard Power-MOS
	Infineon Technologies A...

	5962-9657801QRX 	RadHard MSI: SMD. Octal D flip-flop w/clear. Class Q, QML. Lead finish optional. Total dose none.
	Aeroflex Circuit Technology

	5962-9656901QRX 	RadHard MSI: SMD. Octal buffer w/inverted three-state output. Class Q, QML. Lead finish optional. Total dose none.
	Aeroflex Circuit Technology

	5962H9651401QCC 	RadHard MSI: SMD. Quadruple 2-input NOR gates. Class Q, QML. Lead finish gold. Total dose 1E6 rads(Si).
	Aeroflex Circuit Technology

	5962H9651401QCA 	RadHard MSI: SMD. Quadruple 2-input NOR gates. Class Q, QML. Lead finish solder. Total dose 1E6 rads(Si).
	Aeroflex Circuit Technology

	5962H9651401QXX 	RadHard MSI: SMD. Quadruple 2-input NOR gates. Class Q, QML. Lead finish optional. Total dose 1E6 rads(Si).
	Aeroflex Circuit Technology
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