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			 Related Part Number
	
					PART	Description	Maker
	BD6376GUL 	1-Channel Lens Driver for Single-lens Reflex Cameras
	ROHM

	BD65499MUV BD65499MUV-E2 	1-2ch Lens Drivers for SLRs (Single-lens Reflex)
	Rohm

	BD65492MUV-E2 BD65491FV BD65491FV-E2 	1-2ch Lens Drivers for SLRs (Single-lens Reflex)
	Rohm

	JAN-60 1600-1 1600-19A JAN-75 4115-1B 1150-19A 456	   T- Lens-End Lamps, T-1 Lens-End Lamps
External Plug-In Power Supply; Series:; Output Voltage:24V; Output Power Max:65W; Output Current:2.7A; No. of Outputs:1; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 的T透镜完灯公司，T - 1透镜完灯
TV 6C 6#22D PIN PLUG
TV 8C 8#8(TWIN) SKT PLUG RECP
T- Lens-End Lamps/ T-1 Lens-End Lamps
	International Light Technologies, Inc.
International Light Technologies Inc.
Gilway Technical Lamp

	HA2-5135_883 HA-5135883 HA-5135_883 HA2-5135/883 	LED Indicator; Color:Yellow; Luminous Intensity (MSCP):1000foot lambert; Voltage Rating:5V; LED Color:Yellow; Leaded Process Compatible:No; Lens Style:(H x Dia) 35.6 x 19.80 mm; Lens Width:17.8; Mounting Type:Through Hole
Precision Operational Amplifier
	INTERSIL[Intersil Corporation]

	SM6611BBH SM6611BAH SM6611FBH SM6611 SM6611AAH SM6	Lens Cap; For Use With:XB2B 22mm Pushbutton Switches; Lens Color:Red; Color:Red; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
OPERATOR MUSHROOM KEY OPERATED RED 60MM
Miniature High-Precision Temperature Switch IC
	Seiko NPC Corporation
NPC[Nippon Precision Circuits Inc]

	APC3216XXX APC3216HC APC3216HD APC3216YD APC3216EC	3.2 x 1.6 mm SMD chip LED. Mega bright green. Lens type water clear.
3.2 x 1.6 mm SMD chip LED. Blue. Lens type water clear.
3.2 x 1.6 mm SMD chip LED. Bright red. Lens type water clear.
3.2 X 1.6MM(1206) SMD CHIP LED
3.2 x 1.6 mm SMD chip LED. Super bright green. Lens type green diffused.
	Kingbright Electronic
KINGBRIGHT[Kingbright Corporation]
Kingbright Corporation.

	AP134-501 	LED Lamp; Color:Orange; Luminous Intensity (MSCP):25; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3" 三频HBT功率放大器模
Tri-Band HBT Power Amplifier Module
	Alpha Industries, Inc.
Alpha Industries Inc

	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-1	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换
150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
	TE Connectivity, Ltd.
Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]

	LC503MBL1-45Q LC503MBG1-45Q 	Blue 45 degrees 5 mm LED lamp with water clear lens. Wavelength(typ.) 470 nm. Luminous intensity(typ.) 280 mcd.
Blue 45 5mm LED lamp with Water Clear lens. 45毫米LED灯与无色透明的镜头
	Marktech Optoelectronics
MARKTECH[Marktech Corporate]

	607-1112-130F 607-3132-340F 607-3132-130F 607-3132	LED Panel Mount Indicators for 7.2mm Mounting Hole w/ Optional Watertight Capability
LED Lamp; Color:Green; Luminous Intensity (MSCP):50mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Green; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):22mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
LED INDICATOR, PROM 6VDC YELLOWLED INDICATOR, PROM 6VDC YELLOW; Colour, LED:Yellow; Current, forward If:15mA; Depth, LED segment:4.07mm; Depth, external:22.10mm; Diameter, External:8.13mm; Diameter, fixing hole:7mm; Diameter,
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):66mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
	Dialight Corporation

	MXL1007 MXL1007ACN8 MXL1007AMH MXL1007AMJ8 MXL1007	; Color:Blue; Lens Color:Blue; Luminous Intensity (MSCP):2000ucd; Voltage Rating:28V; LED Color:Blue; Leaded Process Compatible:Yes; Lens Width:22" RoHS Compliant: Yes OP-AMP, 110 uV OFFSET-MAX, 8 MHz BAND WIDTH, PDSO16
Low-Noise Precision Op Amp
Low-Noise, Precision Op Amp
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm
MAXIM - Dallas Semiconductor
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