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			 Related Part Number
	
					PART	Description	Maker
	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
Mitsubishi Electric Semiconductor

	Q62705-K274 KPY33-RK 	Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Silicon Piezoresistive Relative Pressure Sensor
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	Q60103-Y32-E Q60103-Y32-F Q60103-Y23-F Q60103-Y23-	Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:50mA; Current, It av:6A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes PNP晶体管为自动输入
Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
PNP TRANSISTORS FOR AF INPUT STAGES
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	Q62703-Q3170 Q62703-Q3176 Q62703-Q3177 Q62703-Q355	Hyper 3 mm T1 LED Non Diffused Hyper-Bright LED
Hyper 3 mm T1 LED/ Non Diffused Hyper-Bright LED
FILTER CHIP 26 OHM 6A 0603
Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
50842042
Hyper 3 mm T1 LED, Non Diffused Hyper-Bright LED T-1 SINGLE COLOR LED, SUPER RED, 3 mm
Hyper 3 mm T1 LED, Non Diffused Hyper-Bright LED 3毫米T1的LED，不扩散超高亮LED
Hyper 3 mm T1 LED, Non Diffused Hyper-Bright LED 毫米T1的LED，不扩散超高亮LED
Hyper 3 mm T1 LED, Non Diffused Hyper-Bright LED T-1 SINGLE COLOR LED, ORANGE, 3 mm
	Siemens Semiconductor G...
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	X9241WP X9241WPI X9241WPM X9241WS X9241WSI X9241WS	Bridge Rectifier; Phases:Three; Repetitive Reverse Voltage Max, Vrrm:1600V; Forward Current Avg Rectified, IF(AV):150A; Forward Voltage Max, VF:1.35V; Package/Case:G18; Forward Current:150A; Forward Voltage:1.35V 四E2POT⑩非易失数字电位
Quad E2POT Nonvolatile Digital Potentiometer
Quad E2POT??Nonvolatile Digital Potentiometer
Quad E2POT⑩ Nonvolatile Digital Potentiometer
	PATLITE, Corp.
XICOR[Xicor Inc.]

	1N6612 1N6613 1N6614 1N6615 	1000 V rectifier 1.5 A forward current, 70 ns recovery time
800 V rectifier 1.5 A forward current, 70 ns recovery time
600 V rectifier 1.5 A forward current, 70 ns recovery time
400 V rectifier 1.5 A forward current, 70 ns recovery time
400 V - 1,000 V Rectifiers
	Voltage Multipliers
Electronic Theatre Controls, Inc.

	SMV1142 SMV1142-011 SMV1143-011 SMV1144-011 SMV114	LED Mount; Bulb Size:T-1; LED Color:Green; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2.2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
Hyperabrupt Junction Tuning Varactors
	Alpha Industries, Inc.
ALPHA[Alpha Industries]
Alpha Industries Inc

	HD74HC123 HD74HC123A HC123 	Bridge Rectifier; Repetitive Reverse Voltage Max, Vrrm:1000V; Package/Case:DO-27A; Current Rating:3A; Forward Current:3A; Forward Voltage:1.2V; Mounting Type:Through Hole; Terminal Type:Axial Leaded
Dual Retriggerable Monostable Multivibrators (with Clear)
	Hitachi,Ltd.
HITACHI[Hitachi Semiconductor]

	558-0302-001F 	LED Lamp; Bulb Size:3mm; LED Color:Yellow; Luminous Intensity:12.6mcd; Viewing Angle:60 ; Forward Current:12mA; Forward Voltage:5V; Operating Temperature Range:-40 C to  85 C; Color:Yellow RoHS Compliant: Yes T-1 SINGLE COLOR LED, YELLOW, 3 mm
	Dialight PLC

	RN5RZ54LA-TL RN5RZ41HA-TR RN5RZ30BA RN5RZ40BA-TL R	LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:75ucd; Viewing Angle:15 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-25 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Red; Luminous Intensity:10700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:1.85V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:9750mcd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Green; Luminous Intensity:700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-40 C to  C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Amber; Luminous Intensity:8000ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  100 C; Color:Amber; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:2500ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.35V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:No RoHS Compliant: No
LOW DROP-OUT AND LOW NOISE VOLTAGE REGULATOR 5 V FIXED POSITIVE LDO REGULATOR, 0.3 V DROPOUT, PDSO5
	RICOH electronics devic...
RICOH electronics devices division
Ricoh Co., Ltd.
http://

	586-2402-101 586-2402-105 	LED Lamp; Bulb Size:T-3 1/4; LED Color:Green; Luminous Intensity:2200ucd; Forward Current:15mA; Forward Voltage:6V; Operating Temperature Range:-30 C to  C; Color:Green; Leaded Process Compatible:No; Lens Width:5 RoHS Compliant: No
T-3 1/4 SINGLE COLOR LED, GREEN, 10.7 mm
	DIALIGHT CORP

	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-1	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换
150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
	TE Connectivity, Ltd.
Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]



				
	 
	 Related keyword From Full Text Search System
	

					
						VS-6CWQ10FNHM3 Operation	
						VS-6CWQ10FNHM3 Epitaxial	
						VS-6CWQ10FNHM3 hlmp	
						VS-6CWQ10FNHM3 Price	
						VS-6CWQ10FNHM3 Serie
	
						VS-6CWQ10FNHM3 programmable	
						VS-6CWQ10FNHM3 nec	
						VS-6CWQ10FNHM3 download	
						VS-6CWQ10FNHM3 参数网	
						VS-6CWQ10FNHM3 mosi program


				
	 



		 


	
		
Price & Availability of VS-6CWQ10FNHM3 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.14803099632263















