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			 Related Part Number
	
					PART	Description	Maker
	BA782S-GS08 	PIN SWIT 35V 2PIN SOD-323 - Tape and Reel
	Vishay Semiconductors

	DB300S DB300R DB300A SIDAC DB120A DB120R DB120S DB	   Bilateral Voltage triggered Switch
   Bilateral Voltage triggered Swit h Breakover Voltage:95-330Volts
   Bilateral Voltage triggered Swit h Breakover Voltage:95-330Volts c
	Jinan Jingheng (Group) ...
Jinan Jing Heng Electro...

	ISL54060IRUZ-T ISL54060IRTZ-T ISL54061 ISL54061IRT	   Negative Signal Swing, Sub-ohm, Dual SPST Single Supply Swit
 1.8V to  6.5V, Sub-ohm, Dual SPST Analog Switch with Negative Signal Capability; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN DUAL 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO10
Negative Signal Swing, Sub-ohm, Dual SPST Single Supply Switch
 1.8V to  6.5V, Sub-ohm, Dual SPST Analog Switch with Negative Signal Capability; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-uTQFN T&amp;R DUAL 1-CHANNEL, SGL POLE SGL THROW SWITCH, PQCC10
	Intersil Corporation
Intersil, Corp.
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