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			 Related Part Number
	
					PART	Description	Maker
	SLA-570MT SLA-570 SLA-570LT 	High Brightness Type 5.0 Circular Type LED Lamps 
	Rohm CO.,LTD.
ROHM[Rohm]

	535079-5 	Eurocard Type C and Enhanced Type C Connectors .100 Centerline - 3 Row; 120 EURO TYPE C RECEPT AP ASSY ( AMP )
	Tyco Electronics

	650458-5 	Eurocard Type C and Enhanced Type C Connectors .100 Centerline - 3 Row; 064 EURO TYPE C RECEPT ST ASSY ( AMP )
	Tyco Electronics

	AQY410EH AQY414EHAZ AQY410EHA AQY410EHAX AQY410EHA	PhotoMOS relay, GU (general use)-E type, 1-channel (form B). AC/DC type. I/O isolastion reinforced 5,000V. Output rating: load voltage 400 V, load current 120 mA.
GU (General Use)-E Type 1-Channel (Form B) 4-pin Type 顾（一般使用）- E通道（表B针型
GU (General Use)-E Type 1-Channel (Form B) 4-pin Type 顾（一般使用）- E1通道（表B针型
	Matsushita Electric Works(Nais)
NASI
NAIS[Nais(Matsushita Electric Works)]
Panasonic, Corp.
Electronic Theatre Controls, Inc.

	MX23L1611 MX23L1611MC-10 MX23L1611MC-12 MX23L1611T	CONNECTOR, MINIUSB, TYPE B, PANEL MNT; Connector type:USB; Gender:Socket; Ways, No. of:4; Plating, contact:Gold; Series:BUCCANEER; Mounting type:Rear
3.3 Volt 16-Mbit (2M x 8 / 1M x 16) Mask ROM with Page Mode
	Macronix International Co., Ltd.

	AQV414AX 	PhotoMOS relay, GU (general use) type [1-channel (form B) type]. AC/DC type. I/O isolation: 1.500 V AC. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal, tape and reel packing style, picked from the 1/2/3-pin
	Matsushita Electric Works(Nais)

	DRD1170518U80B00T DRD1270563U20B00T D2931302U80A00	DISC TYPE DIELECTRIC RESONATOR, 4560 MHz - 4960 MHz
DISC TYPE DIELECTRIC RESONATOR, 4200 MHz - 4560 MHz
DISC TYPE DIELECTRIC RESONATOR, 1820 MHz - 1980 MHz
DISC TYPE DIELECTRIC RESONATOR, 6380 MHz - 6930 MHz
DISC TYPE DIELECTRIC RESONATOR, 3860 MHz - 4200 MHz
DISC TYPE DIELECTRIC RESONATOR, 3270 MHz - 3550 MHz
DISC TYPE DIELECTRIC RESONATOR, 10540 MHz - 11460 MHz
DISC TYPE DIELECTRIC RESONATOR, 2340 MHz - 2540 MHz
	MURATA MANUFACTURING CO LTD

	SLI-570YT SLI-570 SLI-570DT SLI-570UT 	High Brightness Type 5.0 Circular Type LED Lamps &ltMid Focus Type 2 1/2:25>
High Brightness Type 5.0 Circular Type LED Lamps 
	Rohm CO.,LTD.
ROHM[Rohm]

	AQY210HLAZ AQY210HLAX AQY210HL AQY210HLA 	PhotoMOS relay, GU (general use) type. 1-channel(form A) current limit function type. AC/DC type. I/O isolation voltage 5,000V. Output rating: load voltage 350 V, load current 120 mA.
GU (General Use) Type 1-Channel (Form A) Current Limit Function 4-Pin Type
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	SLI-580YT SLI-580 SLI-580DT SLI-580UT 	High Brightness Type 5.0 Circular Type LED Lamps  Type 2 1/2:12
High Brightness Type 5.0 Circular Type LED Lamps 
	Rohm CO.,LTD.
ROHM[Rohm]

	LM32K10 LM32K101 	Medium Size Graphic Type LCD Module 中等大小图形型液晶显示模
Sensor Cable Assembly; Connector Type A:Straight Circular Plug, 3 Positions, Socket Contacts; Connector Type B:Stripped End Leads; Cable Length:6ft 中等大小图形型液晶显示模
	Sharp, Corp.

	BCR3AM 	LOW POWER USE NON-INSULATED TYPE, PLANAR PASSIVATION TYPE 低功率的用途非绝缘型，平面型钝
	Mitsubishi Electric, Corp.
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