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			 Related Part Number
	
					PART	Description	Maker
	ADG333A ADG333ABN ADG333ABR ADG333ABRS ADG333 	Quad SPDT Switch QUAD 1-CHANNEL, SGL POLE DOUBLE THROW SWITCH, PDIP20
5 V Quad SPST Switch
	Analog Devices, Inc.
AD[Analog Devices]

	MAX312 MAX312CUE MAX312ESE MAX312CSE MAX314MJE MAX	CLAMP
10 / Quad / SPST / CMOS Analog Switches
10 Quad SPST CMOS Analog Switches
10, Quad, SPST, CMOS Analog Switches
10? Quad, SPST, CMOS Analog Switches
8 PORT MODEM SHARING DEVICE SC
CABLE, COAX, 9248,  PER M; Impedance:75R; Conductor make-up:1/1.02mm; Diameter, External:6.86mm; Material, conductor:Copper; Material, primary insulation:Polyethylene; Coaxial cable type:RG6A/U; Alpha type number:9804C EQUIVALENT; RoHS Compliant: Yes
10з, Quad, SPST, CMOS Analog Switches QUAD 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO16
10蟹, Quad, SPST, CMOS Analog Switches
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	HCS08MS FN3047 HCS08 HCS08D HCS08DMSR HCS08HMSR HC	HC/UH SERIES, QUAD 2-INPUT AND GATE, CDFP14
From old datasheet system
Radiation Hardened　Quad 2-Input AND Gate
AND-Gate, 2-Input, Quad, Rad-Hard, High-Speed, CMOS, Logic
	INTERSIL[Intersil Corporation]

	AD7835ASZ-REEL ANALOGDEVICESINC-AD7835ASZ-REEL AD7	LC2MOS Quad 14-Bit DACs
LC2MOS Quad 14-Bit DAC; Package: MQFP (13.90mm wide); No of Pins: 44; Temperature Range: Commercial
LC MOS Quad 14-Bit DACs
	ANALOG DEVICES INC

	AD5307 AD5307BRU AD5317BRU AD5327BRU 	IC-SM-QUAD 12-BIT DAC 2.5V
IC-SM-QUAD 10-BIT DAC 2.5V
IC-SM-QUAD 8-BIT DAC 2.5V
2.5 V to 5.5 V, 400 A, Quad Voltage Output 8-Bit DAC in a 16-Lead TSSOP
	Analog Devices

	AD7835AP AD7835AS AD7834BN AD7835 AD7834AR 	14-Bit Quad DAC(14浣??D/A杞????
LC2MOS Quad 14-Bit DAC
2.35V-5.25V, 12 bit, 1MSPS, Serial ADC 6-SC70 -40 to 125 QUAD, SERIAL INPUT LOADING, 10 us SETTLING TIME, 14-BIT DAC, PDIP28
   LC2MOS Quad 14-Bit DAC
	http://
Analog Devices, Inc.

	ADG812YRUZ ADG813YRU ADG813YRU-REEL ADG813YRU-REEL	<0.8 &Omega; CMOS 1.6 V to 3.6V Quad SPST, NO Switch; Package: TSSOP; No of Pins: 16; Temperature Range: Industrial QUAD 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO16
0.5ohm CMOS, 1.65 V to 3.6 V, Quad SPST Switches
	Analog Devices, Inc.

	KA3403 KA3403D KA3303D KA3303 KA3403DTF 	IC,OP-AMP,QUAD,BIPOLAR,SOP,14PIN,PLASTIC
Quad Operational Amplifier
	FAIRCHILD[Fairchild Semiconductor]

	HA17902 HA17902FPJ HA17902FPK HA17902PJ 	QUAD OP-AMP, 8000 uV OFFSET-MAX, PDIP14
Quad Operational Amplifier
	Renesas Electronics Corporation

	KA2902 	Quad Operational Amplifier(四通道运算放大 QUAD OP-AMP, 10000 uV OFFSET-MAX, PDIP14
	Fairchild Semiconductor, Corp.

	ADG612YRUZ-REEL7 ADG611YRUZ-REEL71 ADG611YRUZ1 ADG	CMOS &#177;5 V/5 V/3 V Quad SPST Switches; Package: TSSOP; No of Pins: 16; Temperature Range: Automotive QUAD 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO16
1 pC Charge Injection, 100 pA Leakage, CMOS, ±5 V/ 5 V/ 3 V, Quad SPST Switches
	Analog Devices, Inc.
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