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			 Related Part Number
	
					PART	Description	Maker
	0885309300 	SMI Loopback Looping
MOLEX Connector
	Molex Electronics Ltd.

	106005-1001 	MPO Loopback, Multimode, 12 Fiber, 50/125m, Standard Pin Out
	Molex Electronics Ltd.

	106005-1002 	MPO Loopback, Multimode, 12 Fiber, 62.5/125m, Standard Pin Out
	Molex Electronics Ltd.

	SY58620L SY58620LMGTR SY58620LMG 	Precision 4.25Gbps CML Backplane Transceiver with Integrated Loopback
	MICREL[Micrel Semiconductor]

	MAX9394 MAX9394-MAX9395 MAX9395ETI MAX9394EHJ MAX9	2:1 Multiplexers and 1:2 Demultiplexers with Loopback
CB 2C 2#16S PIN RECP BOX
	http://
MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	SY58621LMG SY58621LMGTR SY58621L SY58620L 	Precision 3.2Gbps CML/LVPECL Backplane Transceiver with Integrated Loopback
	MICREL[Micrel Semiconductor]

	106005-1503 	MPO Loopback, Multimode, 8 Fiber, 50/125m, Standard Pin Out, 5dB Attenuation
	Molex Electronics Ltd.

	MAX3786UTJ-T 	1.5Gbps Serial ATA-Compatible Mux/Buffer with Loopback and Equalization SPECIALTY INTERFACE CIRCUIT, QCC32
	Maxim Integrated Products, Inc.

	OTS-1HD2DTR1 OTS-1HDT2DTR-B2_B3M-FC-IC OTS-1HDT2DT	Optiva Standard, 1 HD-SDI 270-1485 Mbps w/Loopback and 2 Duplex RS-232/422/485 Data
	Opticomm Corporation

	106005-1100 	QSFP  MTP Loopback, Multimode, 12 Fiber, 50/125m, QSFP Pin Out
	Molex Electronics Ltd.

	MAX9396EHJT 	2:1 Multiplexer and 1:2 Demultiplexer with Loopback 93 SERIES, 2 LINE TO 1 LINE MULTIPLEXER AND DEMUX/DECODER, COMPLEMENTARY OUTPUT, PQFP32
	Maxim Integrated Products, Inc.

	BU-65142-150 BUS-65143-850 BUS-65143-850L BUS-6514	Trisil" for telecom equipment protection
General purpose JFET quad operational amplifiers
General purpose JFET dual operational amplifiers
N-CHANNEL 200V 0.11 Ohm 20A POWERFLAT ULTRA LOW GATE CHARGE MDMESH II MOSFET
N-CHANNEL 100V - 0.23 Ohm - 9A DPAK/IPAK MOSFET TRANSISTOR
N-CHANNEL 300V 0.80 Ohm 5A TO-220 TO-220FP ZENER-PROTECTED SUPERMESH™ POWER MOSFET
TRIPOLAR OVERVOLTAGE PROTECTION FOT TELECOM LINE
Protection for Ethernet lines
OVERVOLTAGE AND OVERCURRENT PROTECTION FOR TELECOM LINE - (ASD)
DUAL ASYMMETRICAL OVERVOLTAGE PROTECTION FOR TELECOM LINE - (ASD)
Tripolar overvoltage protection for telecom line
Tripolar protection for ISDN interfaces
Precision Clock ConditionersLow-Noise Clock Jitter Cleaner with Cascaded PLLs, LLP-48, Reel
General purpose JFET single operational amplifiers
Low forward voltage TVS Transky"
Low forward voltage TVS: Transky"
N-CHANNEL 650 V - 0.38 Ohm - 13 A TO-220/I2SPAK Zener-Protected SuperMESH POWER MOSFET
N-CHANNEL 600V - 0.38 Ohm - 14A TO-220/I2SPAK / TO-247 Zener-Protected SuperMESH POWER MOSFET
N-channel 600 V, 3.3 O, 2.4 A, DPAK SuperFREDMesh™ Power MOSFET
N-channel 600 V - 0.85 O - 7 A - D²PAK, TO-220FP, TO-220 SuperFREDMesh™ Power MOSFET
CA YCbCr VIDEO 3 RCA M/M 25'
N-channel 300 V, 0.037 O, 60 A, TO-247 low gate charge STripFET™ Power MOSFET
30 A - 1200 V - very fast IGBT
N-CHANNEL 200V 0.022 Ohm 100A ISOTOP MESH OVERLAY POWER MOSFET
LOW POWER QUAD CMOS VOLTAGE COMPARATOR
Low power single voltage comparator
N-channel 55V - 6.5m Ohm - 80A - DPAK - IPAK - D2PAK - TO-220- TO-220FP - STripFET Power MOSFET
Low power dual operational amplifiers
N-channel 200V - 0.15 Ohm - 15A - TO-220 - D2PAK MESH OVERLAY Power MOSFET
Pushbutton Switch,STRAIGHT,SPDT,ON-(ON),SOLDER Terminal RoHS Compliant: Yes
N-CHANNEL 100V - 0.019 Ohm - 80A D2PAK/TO-220/I2PAK STripFET™ II Power MOSFET
Pushbutton Switch,RIGHT ANGLE,SPDT,ON-(ON),PC TAIL Terminal,PCB Hole Count:5
Tactile Switch; Circuitry:SPST; Contact Current Max:100mA; Leaded Process Compatible:Yes; Mounting Type:PCB; Features:Vertical Actuator RoHS Compliant: Yes
Wide band, low power operational amplifier with standby function
Precision dual operational amplifier
Low power dual voltage comparators
Toggle Switch; Circuitry:SPDT; Switch Operation:(On)-Off-(On); Actuator Style:Bat; Switch Terminals:Through Hole; Leaded Process Compatible:No; Mounting Type:PCB Surface Mount; Operating Temp. Min:-30 C RoHS Compliant: No
High junction temperature Transil
N-channel 30 V, 0.006 O, 20 A, PolarPAK® STripFET™V Power MOSFET
N-channel 30 V, 0.0029 O, 28 A, PolarPAK® STripFET™V Power MOSFET
CBL DVI-A - HD15  2 MD6 M-M 2M
CA SC-SC 62.5/125 DPX GRN 3M
CA SC-SC 62.5/125 DPX GRN 5M
ADPT, GNDR CHGR MINI-DIN 8 F/F
CA LC-LC 62.5/125 DPX YLW 1M
CA VIDEO EVC M/(5) BNC M 5'
CA ST-ST 50/125 DPX RED 1M
CA ST-ST 50/125 DPX RED 4M
CA VIDEO EVC M/(5) BNC M 3'
CA SC-SC 62.5/125 DUPLEX 2M
CA LC-LC 62.5/125 DPX YLW 5M
CA DVI-D M/DFP M W/FERR 15'
CA DVI-D M/DFP M W/FERR 5'
CA VIDEO EVC M/(5) BNC M 15'
CA LC-LC 62.5/125 DPX YLW 3M
CBL DVI-A - HD15  2 MD6 M-M 5M
LOW POWER QUAD BIPOLAR OP-AMPS
CONNECTOR DUAL BANANA PLUG
PLUG, RJ11 (6X4) RND CBL 100PK
JACK CAT3 RJ12 BLACK
BRIDGING ADAPTOR 12 PORT(6X6)
HP26M/V.35F DCE 10'
Tactile Switch; Operating Force Max:1.7N; Circuitry:DPDT; Switch Operation:2 ChangeOver Contact On; Actuator Style:Extended Plunger; Contact Current Max:100mA; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Function:DPDT
SVGA HD15M/F SUPR-THN PLEN 10'
CBL FIBER BKT 9/125SM 2CT
CBL FIBER BKT 62.5/125 12CT
CBL FIBER DIST 9/125SM 24CT
CBL FIBER BKT 9/125SM 6CT
CABLE, DB25M/F MOLDED 15'
EXTENDER, GPIB, M/F
CBL FIBER DST 62.5/125 12CT
ATTENUATOR, SC APC, 15DB
CBL FIBER 10G BKT 50/125 4CNT
CA LC-LC 9/125 DPX BLUE 1M
CA LC-LC 9/125 DPX BLUE 10M
2U PNL W/32 CAT 3 COUPLERS
CA LC-LC 9/125 DPX BLUE 4M
CBL FIBER DST 62.5/125 6CT
Rocker Switch; Circuitry:SPDT; Switch Operation:(On)-Off-(On); Contact Current Max:5A; Switch Terminals:Solder Lug; Actuator Color:Black; Leaded Process Compatible:Yes; Mounting Type:Panel; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Toggle Switch,RIGHT ANGLE,SPDT,ON-ON,PC TAIL Terminal,PADDLE,PCB Hole Count:5
Toggle Switch; Circuitry:SP3T; Switch Operation:(On)-Off-(On); Contact Current Max:5A; Actuator Style:Bat; Switch Terminals:Solder Lug; Leaded Process Compatible:Yes; Mounting Type:Panel; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Tactile Switch; Operating Force Max:2.2N; Circuitry:SPST-NO; Switch Operation:On-(On); Contact Current Max:50mA; Mounting Type:PCB Surface Mount; Size/Dimensions:5.3 x 11 mm; Switch Function:SPST-NO
Tactile Switch; Operating Force Max:2.2N; Circuitry:SPST-NO; Switch Operation:On-(On); Contact Current Max:50mA; Switch Terminals:SMT Gull Wing; Mounting Type:PCB Surface Mount; Size:5.3 x 11 mm RoHS Compliant: Yes
P-channel 20 V - 0.065 O - 5 A SOT23-6L 2.5 V-drive STripFET™ Power MOSFET
TOGGLE, SP, ON-NONE-ON, BOARD, SEALED, RIGHT ANGLE
10/100/1000 GIGE XSCVR
Rocker Switch,RIGHT ANGLE,SPDT,ON-ON,PC TAIL Terminal,ROCKER,PCB Hole Count:5
N-CHANNEL 900V - 1.56 Ohm - 5.8A TO-220/FP/D2PAK/TO-247 ZENER-PROTECTED SUPERMESH Power MOSFET
CA RGB 5 COAX BNC M/M 7.5' GRY
Toggle Switch,STRAIGHT,SPDT,ON-ON,PC TAIL Terminal,TOGGLE BAT,PCB Hole Count:7
Pushbutton Switch; Illumination:Illuminated; Actuator Diameter:0.13"; Circuitry:4PDT; Switch Operation:On; Contact Current Max:500mA; Features:Illuminated; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes
Rocker Switch; Circuitry:SPDT; Switch Operation:On-None-On; Switch Terminals:Through Hole; Actuator Color:Black; Leaded Process Compatible:Yes; Mounting Type:PCB; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Pushbutton Switch; Illumination:Illuminated; Actuator Diameter:0.13"; Circuitry:DPDT; Switch Operation:On-(On); Contact Current Max:500mA; Features:Illuminated; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes
SWITCH, DPDT, R/A, PCB, ON-OFF-ON; Switch function type:On-Off-On; Material, contact:Copper Alloy; Temp, op. max:85(degree C); Temp, op. min:-30(degree C); Length / Height, external:8.13mm; Width, external:10.11mm; Depth, RoHS Compliant: Yes
Rotary Keylock Switch; Contact Current Max:12A; No. of Poles:2; Indexing:90 ; Switch Terminals:Quick Connect; Circuitry:DPST; Leaded Process Compatible:Yes; No. of Switch Positions:2; Switch Features:DP, 90 degree RoHS Compliant: Yes
Pushbutton Switch; Illumination:Non-Illuminated; Actuator Style:Round; Actuator Diameter:1.32mm; Circuitry:SPST; Switch Operation:Off-(On); Switch Terminals:SMT; Actuator Height:1.98mm; Contact Rating:0.4 VA; Mounting Type:PCB RoHS Compliant: Yes
SWITCH, PCB, DPDT, CTR OFF; Thread size:1/4 x 40UNS-2A; Switch function type:DPDT On-Off-On; Current, contact @ contact voltage AC max:20A; Material, contact:Gold; Resistance, contact:20mR; Temp, op. max:85(degree C); Temp, op. RoHS Compliant: Yes
SWITCH, PCB, DPDT, ON-OFF-MOM; Switch function type:On-Off-Mom; Material, contact:Copper Alloy; Temp, op. max:85(degree C); Temp, op. min:-30(degree C); Length / Height, external:8.64mm; Width, external:8.13mm; Depth, RoHS Compliant: Yes
SK-9S21 10/100/1000BASE-T SERVER ADAPTER, ROHS COMPLIANT
Rocker Switch,STRAIGHT,SPDT,ON-ON-ON,SOLDER Terminal,ROCKER
Pushbutton Switch; Actuator Diameter:0.13"; Circuitry:DPDT; Switch Operation:On-(On); Contact Current Max:500mA; Features:Illuminated; Leaded Process Compatible:Yes; Mounting Type:Panel; Peak Reflow Compatible (260 C):Yes
Toggle Switch,RIGHT ANGLE,SPDT,(ON)-OFF-(ON),PC TAIL Terminal,TOGGLE BAT,PCB Hole Count:5
SWITCH, PCB, DPDT, ON-OFF-MOM; Thread size:1/4 - 40 UNS-2A; Switch function type:On-Off-Mom; Material, contact:Copper Alloy; Temp, op. max:85(degree C); Temp, op. min:-30(degree C); Length, bush thread:6.6mm; Length / Height, RoHS Compliant: Yes
Slide Switch,STRAIGHT,SPDT,ON-ON,Number Of Positions:3,WP STRAIGHT Terminal,PCB Hole Count:3
Switches, Toggle; Circuitry:SPDT; Switch Operation:On-Off-On; Contact Current Max:3A; Actuator Style:Bat; Current Rating:2A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Switch Function:SPDT
Toggle Switch; Circuitry:SPDT; Switch Operation:On-Off-On; Contact Current Max:3A; Actuator Style:Bat; Switch Terminals:Solder Lug; Current Rating:2A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
100V / 1A Peak Half Bridge Gate Driver , SOIC-8, Rail
100V / 1A Peak Half Bridge Gate Driver , LLP-8, Reel of 1000
SWITCH, PCB, SPDT, CTR OFF; Thread size:1/4 x 40UNS-2A; Switch function type:SPDT On-Off-On; Current, contact @ contact voltage AC max:20A; Material, contact:Gold; Resistance, contact:20mR; Temp, op. max:85(degree C); Temp, op. RoHS Compliant: Yes
Pushbutton Switch; Actuator Diameter:0.078"; Circuitry:DPDT; Switch Operation:2 ChangeOver On; Contact Current Max:100mA; Leaded Process Compatible:Yes; Mounting Type:PCB; Switch Function:DPDT
DIP / Rotary DIP
3.3V Self-Calibrating 12-Bit Plus Sign Serial I/O A/D Converters with MUX and Sample/Hold
Slide Switch,STRAIGHT,SPDT,ON-ON,Number Of Positions:3,PC TAIL Terminal,PCB Hole Count:3
Snap Action Basic Switch; Contact Current Max:10A; Circuitry:SPDT; Switch Terminals:Solder Lug; Actuator Style:Straight Lever; Operating Force Max:28gf; Series:LCA RoHS Compliant: Yes
Slide Switch,RIGHT ANGLE,SPDT,ON-ON,Number Of Positions:3,PC TAIL Terminal,PCB Hole Count:5
Snap Action Basic Switch; Contact Current Max:20A; Circuitry:SPDT; Switch Terminals:Screw/Solder Lug; Actuator Style:Pin Plunger; Leaded Process Compatible:No; Operating Force Max:570gf; Over Travel:5.6mm RoHS Compliant: No
Switches, Microswitch; Circuitry:SPDT; Current Rating:11A; Features:High Force Simulated Roller Actuator; Mounting Type:Screw Terminal; Switch Function:SPDT
Detection Switch; Contact Current Max:10mA; Circuitry:SPST-NO; Switch Terminals:SMT Gull Wing; Actuator Style:Push Plunger; Leaded Process Compatible:Yes; Operating Force:1.1N; Operating Force Max:1.1N RoHS Compliant: Yes
Pushbutton Switch; Actuator Diameter:0.1"; Circuitry:DPST; Switch Operation:(On)-Off; Contact Rating:0.4VA at 20VAC/VDC; Features:Plunger Actuator; Leaded Process Compatible:Yes; Mounting Type:PCB; Peak Reflow Compatible (260 C):Yes
Pushbutton Switch; Actuator Diameter:0.1"; Circuitry:SPST; Switch Operation:(On)-Off; Contact Rating:0.4VA at 20VAC/VDC; Features:Plunger Actuator; Leaded Process Compatible:Yes; Mounting Type:PCB; Peak Reflow Compatible (260 C):Yes
DIP Switch; No. of Switch Positions:6; Circuitry:SPST; Contact Current Max:25mA; Switch Terminals:SMT Gull Wing; Overall Length:8.75mm; Pitch Spacing:1.28mm; Series:TDA; Actuator Style:Flush Slide RoHS Compliant: Yes
Tactile Switch; Circuitry:SPST-NO; Switch Operation:On-(On); Contact Current Max:50mA; Leaded Process Compatible:Yes; Mounting Type:PCB; Size/Dimensions:3.5 x 12 mm; Switch Features:Round Actuator; Switch Function:SPST-NO
Rotary Keylock Switch; Contact Current Max:4A; No. of Poles:1; Indexing:90 ; Switch Terminals:Solder Lug; Key Removal Position:1 & 3; Leaded Process Compatible:Yes RoHS Compliant: Yes
SWITCH, PCB, DPDT, ON-MOM; Thread size:1/4 - 40 UNS-2A; Switch function type:On-Mom; Material, contact:Copper Alloy; Temp, op. max:85(degree C); Temp, op. min:-30(degree C); Length, bush thread:6.6mm; Length / Height, RoHS Compliant: Yes
Tactile Switch; Operating Force Max:1.7N; Circuitry:DPDT; Switch Operation:2 ChangeOver Contact On; Actuator Style:Extended Plunger; Contact Current Max:100mA; Contact Rating:100mA at 30VAC/VDC; Leaded Process Compatible:Yes
CA SUN/SGI 13W3 M/ F 4'
CA KVM HD15/(2)MD6 M-F 3'
CA VIDEO EVC M/ VGA HD15 M 15'
CA TWIN BNC M/M 78 OHM 1'
MOD SPLITTER(6X6)M TO 2 (6X6)F
CA VGA BKT DB9 M/5 BNC M 3'
CA VIDEO EVC M/EVC M 3'
DVI CBL DVI-D M/M DUAL LNK 3'
CA RGB 5 COAX BNC M/M 5' GRY
CA SVGA HD15 M/HD15 F 75' BLK
CA VIDEO EVC M/EVC M 10'
CA VIDEO EVC M/ VGA HD15 F 50'
CA VIDEO EVC M/ VGA HD15 M 3'
CABLE, DB25M/M MOLDED 2.5'
CA VGA BKT 13W3 M/4 BNC M 3'
CA F M/BNC M THIN LINE 25'
CA MTRJ-MTRJ 62.5/125 COIL 5M
CA SC-SC 62.5/125 DPX RED 1M
CA SC-SC 62.5/125 DPX RED 3M
CA SC-SC 62.5/125 DPX RED 5M
CA SC-SC 62.5/125 DPX RED 15M
CA SC-SC 62.5/125 DPX YLW 5M
CA SC-SC 62.5/125 DPX YLW 10M
CA ST-ST 62.5/125 DPX RED 1M
CA ST-ST 62.5/125 DPX RED 3M
CA ST-ST 62.5/125 DPX RED 5M
N-channel 1200 V - 30 O - 500 mA - TO-220 - IPAK Zener - protected SuperMESH™ Power MOSFET
CABLE, PREM GPIB NORM 15 METER
N-CHANNEL 850V -1.1 Ohm - 6.7A TO-220/TO-220FP Zener-Protected SuperMESH MOSFET
N-CHANNEL 700 V - 6 Ohm - 1.6 A DPAK/IPAK Zener-Protected SuperMESH Power MOSFET
N-channel 100 V, 0.22 O, 6 A, DPAK, IPAK low gate charge STripFET™ Power MOSFET
BRIDGING ADAPTOR 6 PORT (6X6)
N-channel 525 V, 0.84 O, 6.3 A, D²PAK, DPAK, TO-220FP, TO-220 SuperMESH3™ Power MOSFET
N-channel 150 V, 45 mO, 5 A, SO-8 ultra low gate charge MDmesh™ III Power MOSFET
N-channel 620 V, 2.2 O , 2.7 A SuperMESH3™ Power MOSFET D²PAK, DPAK, TO-220FP, TO-220, IPAK
N-channel 300 V - 0.36 " - 9 A - TO-220 Zener-Protected SuperMESH™ Power MOSFET
N-CHANNEL 1000V - 1.60 Ohm - 6.5A - TO-220 - TO-220FP Zener-Protected SuperMESH Power MOSFET
N-channel 250 V - 0.38 " - 8 A TO-220/TO-220FP MESH OVERLAY" MOSFET
N-CHANNEL 400 V - 0.23 Ohm - 15 A TO-220/TO-220FP ZENER-PROTECTED SUPERMESH POWER MOSFET
N-channel 800 V - 0.35 O - 11 A TO-220/TO-220FP/D2PAK/TO-247 MDmesh™ Power MOSFET
RJ45 COVERS FOR PLUGS 100PK
CA ST-ST 62.5/125 DPX GRN 1M
CA ST-ST 62.5/125 DPX GRN 5M
CA ST-ST 62.5/125 DPX GRN 15M
CA ST-ST 62.5/125 DPX GRN 3M
2-line IPAD", ultra low capacitance protection for high speed USB
N-CHANNEL 650V @Tj max - 1.2 Ohm - 5A TO-220/TO-220FP/DPAK ZENER-PROTECTED SUPERMESH POWER MOSFET
CBL COAX RG174/U COIL 100 FT
CBL COAX RG188A/U SPOOL 500'
CA TYPE F M/F BHD RG59A/U 50'
CA TYPE F M/ F BHD RG59A/U 12'
CA TYPE F M/ F F BHD RG6/U 1'
CBL COAX RG142B/U SPOOL 1000'
CA BNC M/BNC M RG58/U PLEM 5'
CBL COAX RG174/U SPOOL 500 FT
CA BNCM/BNCM RG58/U PLEM 7.5'
SWITCH, PCB, SPDT; Thread size:1/4 - 40; Switch function type:SPDT On-Off-Mom; Material, contact:Gold; Resistance, contact:10mR; Temp, op. max:65(degree C); Temp, op. min:-20(degree C); Length, bush thread:7.11mm; Length / Height, RoHS Compliant: Yes
CBL COAX RG59B/U SPOOL 500'
CBL COAX RG316/U SPOOL 1000'
N-CHANNEL 800V 0.65 Ohm 10.5A TO-220/D2PAK/TO-247 ZENER-PROTECTED SUPERMESH POWER MOSFET
CA TYPE F M/ F F BHD RG6/U 25'
CA KVM HD15,(2)MD6 M/F PLN 50'
CBL COAX RG6/U SPOOL 1000'
CA TYPE F M/ F F BHD RG6/U 6'
N-channel 75 V - 2.3 mO - 240 A - PowerSO-10 STripFET™ Power MOSFET
CA KVM DVI-D,(2)MD6 M/F 2M
N-channel 55 V - 0.005 ² - 80 A D²PAK/TO-220 STripFET™ II Power MOSFET
CA TNC M/M RG213/U 5'
SURFACE MNT BOX 1 KYSTN IV
SRFCE MNT BOX 1 PRT RJ45-I
SRFCE MNT BOX 1 PRT RJ12-I
SRFC MNT BOX 1 C5E RJ45 SHLD
END PLATE, SHLD (2) .375"DHOLE
CA ST-ST 62.5/125 DPX YLW 3M
N-channel 620 V, 1.1 O, 5.5 A, IPAK, DPAK, TO-220,TO-220FP SuperMESH3™ Power MOSFET
N-channel 100 V, 4.0 mO, 120 A STripFETm™ Power MOSFET Dm²PAK, TO-220
Slide Switch,STRAIGHT,SPDT,ON-ON,PC TAIL Terminal,PCB Hole Count:3
CA ST-ST 62.5/125 DPX YLW 15M
CA ST-ST 62.5/125 DPX YLW 1M
CA ST-ST 62.5/125 DPX YLW 5M
Tactile Switch; Operating Force Max:1.7N; Circuitry:DPDT; Switch Operation:2 ChangeOver Contact Push-Push; Actuator Style:Extended Plunger; Contact Current Max:100mA; Leaded Process Compatible:Yes; Mounting Type:PCB
Pushbutton Switch; Illumination:Non-Illuminated; Actuator Style:Round; Actuator Diameter:1.32mm; Circuitry:SPST; Switch Operation:Off-(On); Switch Terminals:Through Hole; Actuator Height:1.98mm; Contact Rating:0.4 VA RoHS Compliant: Yes
N-CHANNEL 500V - 0.15 Ohm - 18A TO-220/FP/D2/I2PAK/TO-247 SECOND GENERATION MDmesh MOSFET
Dual N-channel 450 V - 4.1 " - 0.4 A SO-8 SuperMESH™ Power MOSFET
Rotary Keylock Switch; Contact Current Max:4A; No. of Poles:2; Indexing:40 ; Switch Terminals:Solder Lug; Circuitry:DPST; Key Removal Position:1, 2, 3; Mounting Type:Solder Lug; No. of Switch Positions:3; Series:Y RoHS Compliant: Yes
Rotary Keylock Switch; Contact Current Max:4A; No. of Poles:1; Indexing:90 ; Switch Terminals:Solder Lug; Circuitry:SPST; Key Removal Position:1, 2, 3, 4; No. of Switch Positions:4; Switch Operation:On
SWITCH, DPDT, PCB, ON-OFF-ON; Switch function type:On-Off-On; Material, contact:Copper Alloy; Temp, op. max:85(degree C); Temp, op. min:-30(degree C); Length / Height, external:11.68mm; Width, external:15.75mm; Depth, RoHS Compliant: Yes
N-channel 650 V, 0.33 O, 12 A MDmesh™ II Power MOSFET TO-220, TO-220FP, D²PAK, I²PAK, TO-247
N-CHANNEL CLAMPED - 8m Ohm - 80A TO-220/TO-247 FULLY PROTECTED MESH OVERLAY MOSFET
Rotary Keylock Switch; Contact Current Max:12A; No. of Poles:1; Indexing:45 ; Switch Terminals:Quick Connect; Circuitry:SPST; Leaded Process Compatible:Yes; Mounting Type:Quick Connect; No. of Switch Positions:2 RoHS Compliant: Yes
CA DUAL SVHS M/ M 1' MOLDED
N-CHANNEL 600V - 3.3 Ohm - 2.4A TO-220/TO-220FP/D2PAK/DPAK/IPAK ZENER-PROTECTED SUPERMESH POWER MOSFET
N-channel 68 V, 0.010 O, 80 A, TO-220 STripFET™ II Power MOSFET
450mA Subminiature, Micropower Step-Down DC-DC Converter for Ultra Low-Voltage Circuits, Micro SMD, Reel of 3000
N-channel 600 V, 0.054 O - 50 A - TO-247 second generation MDmesh™ Power MOSFET
N-channel 500V - 0.22 O - 20A TO-247 FDmesh™ Power MOSFET (with fast diode)
N-channel 650 V - 1.5 " - 5 A TO-220 Zener-protected SuperMESH™ Power MOSFET
450mA Subminiature, Micropower Step-Down DC-DC Converter for Ultra Low-Voltage Circuits, Micro SMD, Reel of 250
CA LC-LC 9/125 DPX RED 2M
CA SC-SC 50/125 DPX BLUE 2M
400mA Sub-miniature, High Efficiency, Synchronous PWM & PFM Programmable DC-DC Converter, Micro SMD, Reel of 3000
400mA Sub-miniature, High Efficiency, Synchronous PWM & PFM Programmable DC-DC Converter, Micro SMD, Reel of 250
N-channel 30 V, 0.0045 O, 15 A, PowerFLAT™ (3.3 x 3.3) STripFET™ V Power MOSFET
BLACK CABLE TIE, 8.5" 100/PK
CA LC-LC 62.5/125 DPX UNI 3M
BEND PROTECTOR RG58 BLU 10 PKG
BEND PROTECTOR RG58 WHT 10 PKG
CA VIDEO EVC M/ VGA HD15 M 50'
P-CHANNEL 20V - 0.065 Ohm - 4.2A SOT-223 2.5V-DRIVE STripFET II MOSFET
Rotary Switch; Contact Current Max:250mA; No. of Poles:2; No. of Switch Positions:6; Indexing:30 ; Switch Terminals:Solder Lug; Circuitry:DPST; Leaded Process Compatible:Yes; Mounting Type:Panel; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LMK04033B Evaluation Kit - Precision Clock Conditioner with Dual PLLs VCO Range (1840 to 2160 MHz), 6 Outputs
N-CHANNEL 700 V - 0.75 Ohm - 8.6 A TO-220/TO-220FP ZENER-PROTECTED SUPERMESH POWER MOSFET
N-channel 650 V - 1 O - 6.4 A TO-220 / TO-220FP Zener-protected SuperMESH™ Power MOSFET
Rocker Switch,RIGHT ANGLE,DPDT,ON-ON,PC TAIL Terminal,ROCKER,PCB Hole Count:8
Smartcard Connector; No. of Contacts:8; Terminal Type:PCB Surface Mount
N-channel 650 V@Tjmax, 0.9 O, 8 A MDmesh™ Power MOSFET TO-220, TO-220FP, D²PAK, DPAK, IPAK
Rocker Switch,STRAIGHT,SPDT,ON-ON,PC TAIL Terminal,ROCKER,PCB Hole Count:7
ALASKATM ULTRA GIGABIT PHY WITH DUAL SERDES (I-TEMP)
N-channel 600 V - 1 O - 6 A - TO-220/TO-220FP/D2PAK/I2PAK Zener-Protected SuperMESH™ Power MOSFET
JUMPERS CRIMP&POKE F/F 10PK
JUMPERS CRIMP&POKE F/M/F 10PK
JUMPER WIRES F/F 5PK
MOD SPLITTER(6X6)F TO 2 (6X6)F
Y JUMPERS F/M/F 5PK
Rotary Keylock Switch; Key Removal Position:Center, Right; Circuitry:DPST; Indexing:90 ; Contact Current Max:4A; Leaded Process Compatible:Yes; No. of Switch Positions:2; Switch Function:DPST
SVGA HD15 M/HD15 M 5' BLACK
COMPRESSED AIR 12 OZ CAN
N-CHANNEL 800V - 3.8 Ohm - 2.5A TO-220/FP/DPAK/IPAK ZENER-PROTECTED SUPERMESH POWER MOSFET
JUMPER, CRIMP/POKE M/F 10/PKG
CA SC-SC 9/125 DPX GRN 4M
CA SC-SC 50/125 DPX BLUE 10M
CA SC-SC 9/125 DPX RED 4M
TRACKBALL, 8MM, WHITE, IP54; Voltage, contact DC max:32V; Temp, op. max:85(degree C); Temp, op. min:-30(degree C); Colour:White; Configuration, contact:NO; Connection type:Flexible with 11 terminals; Current, contact @ contact RoHS Compliant: Yes
SCR Gate Driver Board, Dual AC Switch
SCR Converter Assembly, 3 Phase AC Controller , 250A
High Performance Audio Codec Sub-System with a Ground-Referenced Stereo Headphone Amplifier & Ultra Low EMI Class D Loudspeaker Amplifier with Dual I2S/PCM Digital Audio Interfaces, MICRO SMDXT-36, Reel of 250
10-Bit High Speed µP-Compatible A/D Converter with Track/Hold Function, M20B Package, 20 pins
High Performance Audio Codec Sub-System with a Ground-Referenced Stereo Headphone Amplifier & Ultra Low EMI Class D Loudspeaker Amplifier with Dual I2S/PCM Digital Audio Interfaces, MICRO SMDXT-36, Reel of 1000
CBL,ULTRA ATA133 3CONN 24"
N-CHANNEL 24V - 0.0034 Ohm - 120A TO-220 STRIPFET III POWER MOSFET FOR DC-DC CONVERSION
SCR Converter Assembly, 3 Phase AC Controller , 150A
6W dual output supply using VIPer12A
N-channel 600V - 7.2O - 1.4 A TO-220/TO-220FP/TO-92/IPAK Zener-protected SuperMESH™ MOSFET
CA VGA BKT HD15 M/5 BNC F 1.5'
Rotary Keylock Switch; Key Removal Position:1; Circuitry:SPST; Indexing:90; Contact Current Max:4A; Contact Rating:4A; Leaded Process Compatible:Yes; Mounting Type:Solder Lug; No. of Switch Positions:1; Number of Positions:1
Rotary Keylock Switch; Contact Current Max:4A; No. of Poles:1; Indexing:90 ; Switch Terminals:Quick Connect; Circuitry:SPST; Key Removal Position:1, 2; Leaded Process Compatible:Yes; No. of Switch Positions:2 RoHS Compliant: Yes
DIP Switch; Circuitry:SPST; Contact Current Max:100mA; Number of Positions:4; Contact Rating:100mA at 50VDC; Features:Half-Pitch; Mounting Type:PC Board; No. of Switch Positions:4; Pitch Spacing:0.05&quot;; Switch Function:SPST 控制器杂数据表参
MIL-STD-1553/ARINC Bus Controller/RTU MIL-STD-1553/ARINC总线控制 RTU通讯
N-channel 600 V - 0.27 O - 14 A - FDmesh&#153; II Power MOSFET D&#178;PAK - I&#178;PAK - TO-220- TO-220FP - TO-247 MIL-STD-1553/ARINC总线控制 RTU通讯
N-CHANNEL 600V - 0.65 Ohm - 10A TO-220/TO-220FP/D2PAK/I2PAK/TO-247 ZENER-PROTECTED SUPERMESH POWER MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
N-channel 30 V, 0.0038 O, 22 A, TO-220 STripFET&#153; II Power MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
N-CHANNEL 6A - 600V TO-220/TO-220FP/D2PAK / I2PAK Very Fast PowerMESH IGBT MIL-STD-1553/ARINC总线控制 RTU通讯
N-CHANNEL 700V 1 Ohm 7.5A TO-220/TO-220FP/D2PAK/I2PAK/TO-247 ZENER-PROTECTED SUPERMESH POWER MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
N-CHANNEL CLAMPED 10 M Ohm - 60A TO-220 FULLY PROTECTED MESH OVERLAY MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
N-CHANNEL 150V - 0.085 Ohm - 10A TO-220FP MESH OVERLAY POWER MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
SINGLE BIPOLAR OPERATIONAL AMPLIFIERS MIL-STD-1553/ARINC总线控制 RTU通讯
DUAL N-CHANNEL 30V - 0.039 Ohm - 4A SO-8 STRIPFET POWER MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
Low voltage Transil&#153; MIL-STD-1553/ARINC总线控制 RTU通讯
ADPTR,SC-ST DUPLEX CERAMIC 控制器杂数据表参
ATTENUATOR, SC UPC, 10DB 控制器杂数据表参
CA SC-SC 62.5/125 DPX GRN 15M 控制器杂数据表参
N-channel 500 V, 0.48 O, 10 A TO-220, TO-220FP, D&#178;PAK Zener-protected SuperMESH&#153; Power MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
Controller Miscellaneous - Datasheet Reference 控制器杂数据表参
CA LC-LC 9/125 DPX GRN 3M 控制器杂数据表参
CA LC-LC CLIPPED 9/125 5M 控制器杂数据表参
N-channel 3A - 1200V - TO-220FP - fast PowerMESH&#153; IGBT with integral damper diode MIL-STD-1553/ARINC总线控制 RTU通讯
CA BNC M/BNC M THIN LINE 10&apos; 控制器杂数据表参
CA SVGA HD15 M/HD15 F 5&apos; BLK 控制器杂数据表参
CA YCbCr VIDEO 3 RCA M/M 25&apos; 控制器杂数据表参
Toggle 控制器杂数据表参
N-CHANNEL 550V TJMAX - 0.12 Ohm - 21.5 A TO-220/TO-220FP/D2PAK/I2PAK/TO-247 SECOND GENERATION MDmesh POWER MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
N-CHANNEL 60V 0.022 Ohm 38A TO-220/D2PAK STRIPFET MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
CABLE BULK (4) THIN LINE 250&apos; 控制器杂数据表参
N-channel 600V - 0.25 &quot; - 20A - TO-247 - TO-220/FP - D2/I2PAK MDmesh&#153; Power MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
CA DUAL SVHS M/ F 20&apos; MOLDED 控制器杂数据表参
Pushbutton Switch,STRAIGHT,SPDT,ON-(ON),SOLDER Terminal 控制器杂数据表参
Rotary 控制器杂数据表参
DIP Switch; No. of Switch Positions:9; Circuitry:SPST; Contact Current Max:100mA; Switch Terminals:Through Hole; Mounting Type:PC Board; Pitch Spacing:2.54mm; Actuator Style:Side RoHS Compliant: Yes 控制器杂数据表参
N-channel 900V - 0.14 Ohm - 40A ISOTOP SUPERFREDMESH POWER MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
N-channel 650 V - 0.16 O - 19 A - TO-220 - TP-220FP - D&#178;PAK - I&#178;PAK - TO-247 second generation MDmesh&#153; Power MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
ATTENUATOR ST PC 20dB 控制器杂数据表参
N-channel 800V - 0.65 Ohm - 10.5A I2SPAK ZENER-PROTECTED SUPERMESH POWER MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
RF POWER amplifier using 1 x PD54003L-E N-channel enhancement-mode lateral MOSFETs MIL-STD-1553/ARINC总线控制 RTU通讯
Slide Switch; Circuitry:SPDT; Contact Current Max:300mA; Switch Terminals:SMT; Series:JS; Switch Features:Center Actuated; Supply Voltage:6VDC RoHS Compliant: Yes 控制器杂数据表参
N-channel 650 V - 0.25 O - 15.5 A - TO-220/FP-D2/I2PAK-TO-247 second generation MDmesh&#153; Power MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
PLLatinum Dual Frequency Synthesizer System with Integrated VCOs 控制器杂数据表参
N-CHANNEL 200V 0.35 Ohm 9A TO-220/TO-220FP MESH OVERLAY MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
N-CHANNEL CLAMPED 0.0125 Ohm - 62A TO-220 FULLY PROTECTED MESH OVERLAY MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
N-CHANNEL 250V 0.13 Ohm 22A TO-220 / D2PAK ZENER-PROTECTED MESH OVERLAY MOSFET MIL-STD-1553/ARINC总线控制 RTU通讯
CA SC-SC 9/125 DPX GRN 10M 控制器杂数据表参
CA LC-LC 50/125 DUPLEX 10M 控制器杂数据表参
CBL FIBER 10G BKT 50/125 12CN 控制器杂数据表参
FIBER LOOPBACK SC 9/125 控制器杂数据表参
CA ST-SC 9/125 SIMPLEX 2M 控制器杂数据表参
CBL, SCSI-2 HPDB50M/CN50M 1MTR 控制器杂数据表参
Transil&#153; array for data protection MIL-STD-1553/ARINC总线控制 RTU通讯
Rocker 控制器杂数据表参
Proximity Sensor; Sensor Input Type:Magnetic; Leaded Process Compatible:Yes; Output Type:Reed Switch; Sensor Housing:Flange Mount 控制器杂数据表参
ADAPTOR KIT DB25M/DUAL BLANKS
	Molex, Inc.
Data Device, Corp.
Ecliptek, Corp.
Astrodyne, Inc.
APEM SA
MEAN WELL Enterprises Co., Ltd.
Kycon, Inc.
NXP Semiconductors N.V.
Electronic Theatre Controls, Inc.
Glenair, Inc.
Alliance Semiconductor, Corp.
Vectron International, Inc.
STMicroelectronics N.V.
Lamina Lighting, Inc.
Amphenol, Corp.
TE Connectivity, Ltd.
Analog Devices, Inc.
Air Cost Control
OlympicControls, Corp.
Harris, Corp.
Anpec Electronics, Corp.
3M Company
SIEMENS AG
Winson Semiconductor, Corp.
Jameco Electronics
Cypress Semiconductor, Corp.
Cornerstone Sensors, Inc.
EPCOS AG
Bourns, Inc.
Sullins Connector Solutions, Inc.
On-Shore Technology, Inc.
Asahi Kasei Microsystems Co., Ltd.
TriQuint Semiconductor, Inc.
HIROSE ELECTRIC Co., Ltd.
M.S. Kennedy, Corp.
TOKO, Inc.
Infineon Technologies AG
Optoway Technology, Inc.
RECOM Electronic GmbH
Belden, Inc.
New Japan Radio Co., Ltd.
Atmel, Corp.
Coilcraft, Inc.
SCHURTER AG
Xicon Passive Components
ITW Switches
Cypress Semiconductor Corp.
Thomas
Yageo, Corp.
Elpida Memory, Inc.
Harwin PLC
Winbond Electronics, Corp.
Vishay Intertechnology, Inc.
Grayhill, Inc.
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