

	
			
			
				

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						D1170			HU245			BTA412			BYX25			T1008			05100			SZ5591			BFA2120R			

			
	
	Product Description

			
	
	Full Text Search




				


		












			CBL-15FT-SMNM - Test Cable 



		
			
					
						
						



					
				
					 		
	Part No.	CBL-15FT-SMNM   

	Description	Test Cable 
 

	File Size	242.65K  / 
						1 Page	 
	

						Maker	
						


						 Mini-Circuits 
  
						










	
						
						




						

	Homepage	
						http://www.minicircuits.com
	Download	[ 
						CBL-15FT-SMNM  Datasheet PDF Downlaod from IC-ON-LINE.CN ]

                                                 [ 
						CBL-15FT-SMNM  Datasheet PDF Downlaod from Datasheet.HK ]

						[CBL-15FT-SMNM  Datasheet PDF Downlaod from Maxim4U.com ] :-)


						

						[ View it Online ]
					  [ Search more for CBL-15FT-SMNM ] 


					[ Price & Availability of CBL-15FT-SMNM by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Test Cable   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	PE317-72 	3.5mm Male to 3.5mm Female Test Cable 72 Inch Length Using VNA Cable Coax, RoHS
	Pasternack Enterprises, Inc.

	CBL-5FT-NMNM 	Test Cable
	Mini-Circuits

	CBL-1M-SMNM 	Test Cable
	Mini-Circuits

	4777-K-36 	Cable Assembly; Connector Type A:BNC Male; Connector Type B:Test Clips (2); Cable Length:3ft RoHS Compliant: Yes INTERCONNECTION DEVICE
	Pomona Electronics

	KBL-2M-LOW 	Armored Test Cable
	Mini-Circuits

	VA40-TP-W-60 	TEST CABLE SET
	Rosenberger Hochfrequen...

	3365-26 3365-25 3365-15 3365-20 535356 3365-16 336	RIBBON CABLE 26 WAY 30.5M
RIBBON CABLE 15 WAY 30.5M
RIBBON CABLE 20 WAY 30.5M
RIBBON CABLE 10 WAY 30.5M
RIBBON CABLE 16 WAY 30.5M
RIBBON CABLE 14 WAY 30.5M
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µP Reset
RIBBON CABLE 40 WAY 30.5M
RIBBON CABLE 60 WAY 30.5M
Intel&#174; Server Spare APP3STDBEZEL, Bezel with Door. For SC5295DP, SC5295BRP and SC5295WS 带状电缆每平方米25未来
RIBBON CABLE 15 WAY PER M 带状电缆每平方米15未来
RIBBON CABLE 34 WAY 30.5M 带状电缆34未来0.5
RIBBON CABLE 60 WAY PER M 带状电缆每平方米60未来
RIBBON CABLE 25 WAY 30.5M 带状电缆25未来30.5
RIBBON CABLE 50 WAY 30.5M 带状电缆50未来30.5
	Jameco Electronics
Molex, Inc.
KEMET Corporation
Amphenol, Corp.
GE Measurement ?Control Solutions

	110-97-610-41-001 110-97-624-41-001 110-97-628-41-	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Green; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Dual-in-line sockets Open frame Solder tail 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Green; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
MC 1,5/19-ST-3,5
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Shielded Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:5; Features:Aluminium Foil/Tinned Copper Braid; Impedance:70ohm RoHS Compliant: Yes
	Amphenol, Corp.
TE Connectivity, Ltd.
PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	PE319-24 	2.92mm Male to 2.92mm Male Test Cable 24 Inch Length Using VNA Cable Coax, RoHS
	Pasternack Enterprises, Inc.

	PE3VNA1804-48 	VNA Ruggedized Test Cable N Male to N
	Pasternack Enterprises,...

	PE3VNA1804-24 	VNA Ruggedized Test Cable N Male to N
	Pasternack Enterprises,...
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