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			 Related Part Number
	
					PART	Description	Maker
	X28C010FI-20 X28C010FMB-15C7808 X28C010FMB-15C7619	CAP 6.8PF 100V .10 PF NP0(C0G) SMD-0603 TR-7 PLATED-NI/SN
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Controller IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Reel Quantity:2500
5 Volt, Byte Alterable EEPROM 128K X 8 EEPROM 5V, 120 ns, CDIP32
CAP 6.8PF 100V .25 PF NP0(C0G) SMD-0603 TR-13 PLATED-NI/SN 128K X 8 EEPROM 5V, 250 ns, CDFP32
5 Volt, Byte Alterable EEPROM 128K X 8 EEPROM 5V, 250 ns, CPGA36
5 Volt, Byte Alterable EEPROM 128K X 8 EEPROM 5V, 200 ns, CDSO32
	Intersil Corporation
PROM
Intersil, Corp.

	X28C512 X28C512D X28C512D-12 X28C512D-15 X28C512DI	5V, Byte Alterable EEPROM
	INTERSIL[Intersil Corporation]

	X28HC256DMB-12 X28HC256DM-12 X28HC256SM-15 X28HC25	5 Volt, Byte Alterable EEPROM
	INTERSIL[Intersil Corporation]

	EP20K30EFC324-3ES EP20K100TI144-3ES EP20K200FI484-	Monolithic 1A Step-Down Regulator with Low Quiescent Current; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 14-SOIC
White LED Driver with PWM Dimming; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R
High Input Voltage Charger; Temperature Range: -40°C to 85°C; Package: 8-DFN
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-TSSOP
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 14-SOIC
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-TSSOP
4-Channel Integrated LCD Supply with Dual VCOM Amplifiers; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R
Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-FlatPack
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 36-PGA
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP
5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C; Package: 32-CerDIP
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-FlatPack
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-PLCC
RTC Module With CPU Supervisor
Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-PLCC
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 36-PGA
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CLCC
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-CLCC
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-PDIP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
Li-ion Battery Charger; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R 现场可编程门阵列（FPGA
FPGA FPGA
4-Channel Integrated LCD Supply; Temperature Range: -25&deg;C to 85&deg;C; Package: 36-QFN T&amp;R 现场可编程门阵列（FPGA
Dual Voltage Monitor with Intergrated CPU Supervisor 双电压监视器集成CPU监控
Field Programmable Gate Array (FPGA) 现场可编程门阵列（FPGA
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP FPGA
Advanced 140MHz Triple Video Digitizer with Digital PLL; Temperature Range: -40&deg;C to 85&deg;C; Package: 128-MQFP 现场可编程门阵列（FPGA
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA
4-Channel Integrated LCD Supply with Dual VCOM Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-QFN T&amp;R
Digitally Controlled Potentiometer (XDCP&#153;), Terminal Voltage &#177;2.7V to &#177;5V, 128 Taps, Up/Down Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R
	Nihon Dempa Kogyo Co., Ltd.
Nippon Chemi-con, Corp.
Ecliptek, Corp.
Hynix Semiconductor, Inc.
Merrimac Industries, Inc.
Maxwell Technologies, Inc
Altera, Corp.

	X28LC513JI-25 X28LC512 X28LC512J-15 X28LC512J-20 X	Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:16; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:8; Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome RoHS Compliant: Yes
3.3 Volt, Byte Alterable E2PROM
3.3 Volt/ Byte Alterable E2PROM
	XICOR[Xicor Inc.]

	X28C010 X28C010D-12 X28C010D-15 X28C010D-20 X28C01	5 Volt, Byte Alterable E2PROM
5 Volt/ Byte Alterable E2PROM
	XICOR[Xicor Inc.]

	X28HC256S-70 X28HC256DMB-15 X28HC256DM-15 X28HC256	5 Volt/ Byte Alterable E2PROM
5 Volt, Byte Alterable E2PROM
	XICOR[Xicor Inc.]

	X28HT010 	High Temperature, 5 Volt, Byte Alterable E2PROM 128K x 8 Bit
	Xicor

	X28ST010 	High Temperature, 5 Volt, Byte Alterable E2PROM 128K x 8 Bit
	Xicor

	SLE4440 SLE4441M3 SLE4432C SLE4440M3 	Intelligent 64-byte EEPROM With Write Protect Function and PSC(带写保护和程序安全代码智能化64字节EEPROM)
128 X 8 EEPROM 5V, XMA8
256 X 8 I2C/2-WIRE SERIAL EEPROM, UUC
64 X 8 EEPROM 5V, XMA8
	SIEMENS AG
INFINEON TECHNOLOGIES AG
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