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	Part No.	QEB50-48S1P8   

	Description	50 WATTS MAXIMUM OUTPUT POWER 
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			 Related Part Number
	
					PART	Description	Maker
	FEC40-12D12 FEC40-12D15 FEC40-12D3305 FEC40-12S05 	40 WATTS MAXIMUM OUTPUT POWER
	Power Mate Technology Co., LTD

	PDL02-05S05 PDL02-05S09 PDL02-05S12 PDL02-05S15 PD	2 WATTS MAXIMUM OUTPUT POWER
	Power Mate Technology Co., LTD

	LED15-48S12 LED15-48S15 LED15-24S05 LED15-24S3P3 L	15 WATTS MAXIMUM OUTPUT POWER
	Power Mate Technology Co., LTD

	2N5427 2N5428 2N3766 2N3767 2N3738 2N4240 2N4900 2	75 OHM BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 2; FREQUENCY RANGE: 10 - 1,000 MHz; MINIMUM ISOLATION: 20 dB; VSWR: 1.50 MAXIMUM; MAXIMUM
POWER TRANSISTORS
	Central Semiconductor Corp.
CENTRAL[Central Semiconductor Corp]

	2N6230 	N FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 2; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 25 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION LOSS
	TT electronics Semelab Limited

	BUT33 	RP20 (F) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 48V; Output Voltage (Vdc): 3.3V; 2:1 Wide Input Voltage Range; 20 Watts
POWERLINE: RP20-S_DEW - 4:1 Wide Input Voltage Range- 20 Watts Output Power- 1.6kVDC Isolation- Fixed Operating Frequency- Six-Sided Continuous Shield- Ul 1950 Component Recognised- Standard 50.8 x40.6x10.2mm Package- Efficiency to 84%
56 AMPERES NPN SILICON POWER DARLINGTON TRANSISTOR 600 VOLTS 250 WATTS
	Motorola  Inc
Motorola, Inc.
ONSEMI[ON Semiconductor]

	FKC08-12D15 FKC08-12D05 FKC08-12D12 FKC08-12S33 FK	8 WATTS OUTPUT POWER
	Power Mate Technology Co., LTD

	FEC15-24S5P1W FEC15-48S5P1W FEC15-48D12W FEC15-48D	15 WATTS OUTPUT POWER
	Power Mate Technology Co., LTD

	FEC15-12S12 FEC15-12D05 FEC15-12D15 FEC15-12S15 FE	15 WATTS OUTPUT POWER
	Power Mate Technology Co., LTD

	FKC05-12D05 FKC05-12S12 FKC05-12S33 FKC05-24D12 FK	5 WATTS OUTPUT POWER
	Power Mate Technology Co., LTD

	P600M6A10 P600B6A1 P600A6A05 P600G6A4 P600G P600J 	Silicon rectifier.Current 6.0A. Maximum recurrent peak reverse voltage 1000V. Maximum RMS voltage 700V. Maximum DC blocking voltage 1000V
Silicon rectifier.Current 6.0A. Maximum recurrent peak reverse voltage 800V. Maximum RMS voltage 560V. Maximum DC blocking voltage 800V
Silicon rectifier.Current 6.0A. Maximum recurrent peak reverse voltage 600V. Maximum RMS voltage 420V. Maximum DC blocking voltage 600V
Silicon rectifier.Current 6.0A. Maximum recurrent peak reverse voltage 400V. Maximum RMS voltage 280V. Maximum DC blocking voltage 400V
SILICON RECTIFIER(VOLTAGE RANGE - 50 to 1000 Volts CURRENT - 6.0 Amperes) 一般整流（电压范围- 50000伏特，电六点○安培）
	WINGS[Wing Shing Computer Components]
Vishay Intertechnology, Inc.
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