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			 Related Part Number
	
					PART	Description	Maker
	SP6645 SP6645EU SP6644 SP6644EU SP6644EU-L SP6644E	From old datasheet system
Single/Dual Alkaline Cell, High Efficiency Step-Up DC-DC Converter
Single/Dual Alkaline Cell, High Efficiency Boost DC-DC Regulator
	SIPEX[Sipex Corporation]

	HLMP-1600-OPTION-106 HLMP-1620-OPTION-S20 HLMP-160	T-1 SINGLE COLOR LED ARRAY, HIGH EFFICIENCY RED, 3 mm
T-1 SINGLE COLOR LED, YELLOW, 3 mm
T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 3 mm
T-1 3/4 SINGLE COLOR LED, HIGH PERFORMANCE GREEN, 5 mm
	Agilent Technologies, Inc.
Saft Batteries

	BFR92AW 	ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
NPN 5 GHz wideband transistor
	PHILIPS[Philips Semiconductors]

	RPNL-1008-002A RPNL-1008-007A RPNL-1008-006A RPNL-	SINGLE COLOR DISPLAY CLUSTER, HIGH EFFICIENCY RED, 10.16 mm
SINGLE COLOR DISPLAY CLUSTER, DEEP GREEN
SINGLE COLOR DISPLAY CLUSTER, HIGH EFFICIENCY GREEN, 10.16 mm
SINGLE COLOR DISPLAY CLUSTER, ULTRA RED, 10.16 mm
SINGLE COLOR DISPLAY CLUSTER, ORANGE, 10.16 mm
SINGLE COLOR DISPLAY CLUSTER, YELLOW, 10.16 mm
SINGLE COLOR DISPLAY CLUSTER, BLUE, 10.16 mm
SINGLE COLOR DISPLAY CLUSTER, LIME YELLOW, 10.16 mm
SINGLE COLOR DISPLAY CLUSTER, WHITE, 10.16 mm
	LEDtronics, Inc.

	RSBL-12 RSBL-9 RSBL-9-S RSB-12 RSB-12-S RSB-24 RSB	Using Permanent Magnet, High sensitivity Two Poles Signal Relay RSB RELAYS 使用永磁，两极高灵敏度信号继电器RSB继电
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80% 使用永磁，两极高灵敏度信号继电器RSB继电
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
Explosion-Proof Limit Switches Series CX: Standard Housing: Side Rotary, Lever not included
From old datasheet system
	Electronic Theatre Controls, Inc.
ETC[ETC]
N.A.
List of Unclassifed Manufacturers
http://

	MV5360.A2A0 HLMP-1321.D5A2 HLMP-1521.D5A0 HLMP-132	T-1 SINGLE COLOR LED, YELLOW, 3 mm
T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 3 mm
T-1 SINGLE COLOR LED, HIGH EFFICIENCY GREEN, 3 mm
T-1 SINGLE COLOR LED, RED, 3 mm
	QT OPTOELECTRONICS

	BL-C3336M BL-C3436 BL-C1131A BL-C1131A- BL-C1132 B	ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
STANDARD LED LAMPS 标准LED节能
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
	?╁??′唤??????
Yellow Stone, Corp.
早安股份有限公司
YSTONE[Yellow Stone Corp]

	RL290R4-HT 	SINGLE COLOR LED, HIGH EFFICIENCY RED, 5 mm
	LEDTRONICS INC

	CMD81101G-400 	SINGLE COLOR LED, HIGH EFFICIENCY GREEN, 5 mm
	CML INNOVATIVE TECHNOLOGIES

	L-803ID 	SINGLE COLOR LED, HIGH EFFICIENCY RED, 8 mm
	KINGBRIGHT CORP
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