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			 Related Part Number
	
					PART	Description	Maker
	1301.9304 	SWITCH, PCB PUSH 7.3MMSWITCH, PCB PUSH 7.3MM; Switch function type:Momentary; Voltage, contact DC max:12V dc; Temp, op. max:60(degree C); Temp, op. min:-10(degree C); Diameter, panel cut-out:3.3mm; Length / Height, external:3.5mm;
	SCHURTER INC

	1T397 	SWITCH, VANDAL RESISTANT SEALED; Switch function type:SPDT Mom; Voltage, contact AC max:50V; Voltage, contact DC max:50V; Temp, op. max:70(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:19.2mm; Length / Height, RoHS Compliant: Yes
	Sony Corporation

	FGPANEL03 	2400-2500MHz Panel antenna
	List of Unclassifed Manufac...

	WAN-9180 	5GHz 18dBi Directional Dual- Polarization Outdoor Panel Antenna
	Level One

	RAD-ISM-900-ANT-YAGI-3-N 	Panel antenna, IP65 protection, gain 5 dBi, cable length 1.5 m, connection N (female)
	PHOENIX CONTACT

	804018K-2/595 804018K-2/596 802018K-3/595 804018KU	20800 MHz - 23700 MHz PARABOLIC ANTENNA, 25 dBi GAIN
23700 MHz - 26500 MHz PARABOLIC ANTENNA, 25 dBi GAIN
14250 MHz - 16150 MHz PARABOLIC ANTENNA, 25 dBi GAIN
53000 MHz - 60000 MHz PARABOLIC ANTENNA, 25 dBi GAIN
47000 MHz - 53000 MHz PARABOLIC ANTENNA, 25 dBi GAIN
31000 MHz - 35500 MHz PARABOLIC ANTENNA, 25 dBi GAIN
40000 MHz - 47000 MHz PARABOLIC ANTENNA, 25 dBi GAIN
75000 MHz - 87000 MHz PARABOLIC ANTENNA, 25 dBi GAIN
26500 MHz - 31000 MHz PARABOLIC ANTENNA, 25 dBi GAIN
	Bourns, Inc.
Skyworks Solutions, Inc.
TE Connectivity, Ltd.
SKYWORKS SOLUTIONS INC

	2W005M 2W10M 2W06M 2W04M 2W08M 2W01M 2W02M 	FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.6A; Material:Polypropylene; Temp, op. max:100(degree C); Temp, op. min:-20(degree C); Approval Bodies:UL; Colour:Opaque; Diameter, fixing hole:16.5mm; Length /
SINGLE PHASE 2.0 AMPS. SILICON BRIDGE RECTIFIERS
	Surge Components, Inc.
SURGE[Surge Components]

	SPHL22136 SPHL22140 SPHL22144 SPHL22156 SPWH24918 	HELIX ANTENNA
MOBILE STATION ANTENNA
	
RADIALL S A

	HZK2C HZK30 HZK33 HZK36 HZK3A HZK3B HZK3C HZK6B HZ	Diodes>Zener
Silicon Epitaxial Planar Zener Diodes for Stabilized Power Supply
Toggle Switch; Circuitry:DPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Current Rating:3A
SWITCH BLOCK FOR EMERGENCY STOP
SWITCH, DPDT, 12V, GREEN; Switch function type:DPDT; Voltage, contact AC max:250V; Voltage, contact DC max:12V; Temp, op. max:55(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:30mm; Length / Height, external:59mm; RoHS Compliant: Yes
Anti-Rotate Ring; Leaded Process Compatible:Yes RoHS Compliant: Yes 硅外延平面稳压二极管的稳压电
Low Current Operation at 250 锛?ow Reverse Leakage,Low Noise Zener Diode
INDICATOR BODY, ROUND, METAL; Lamp fitting type:T 13/4; Current rating:16A; Approval Bodies:UL, VDE, CSA, BEAB; Depth, behind panel:38mm; Diameter, External:29mm; IP rating:IP65; Length / Height, external:60mm; Temp, op. RoHS Compliant: Yes
INDICATOR BODY, SQUARE; Lamp fitting type:Midget Groove, T1 3/4; Current rating:16A; Approval Bodies:UL, VDE, CSA, BEAB; Depth, behind panel:38mm; Diameter, External:29mm; IP rating:IP65; Length / Height, external:60mm; Temp, op. RoHS Compliant: Yes
	RENESAS[Renesas Electronics Corporation]
Renesas Electronics Corporation.
Renesas Electronics, Corp.

	MDU28C MDU28C-20MD1 MDU28C-20MD4 MDU28C-20A1 MDU28	ACTIVE DELAY LINE, TRUE OUTPUT, DSO14
ACTIVE DELAY LINE, TRUE OUTPUT, DFP14
ACTIVE DELAY LINE, TRUE OUTPUT, DSO8
DUAL, HCMOS-INTERFACED FIXED DELAY LINE 双，HCMOS界面的固定延迟线
CRYSTAL, SM, CX-49G, 20MHZ; Frequency, output:20000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2200pF; Capacitance Tolerance: /- 5%; Series:CM06; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
CRYSTAL, SM, CX-49G, 10MHZ; Frequency, output:10000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
MICA RoHS Compliant: No
CRYSTAL, SM, CX-49G, 16MHZ; Frequency, output:16000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
CRYSTAL, SM, CX-49G, 12MHZ; Frequency, output:12000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
	DATA DELAY DEVICES INC
Electronic Theatre Controls, Inc.

	PPC-154SWINARM PPC-154T-BARE-CE PPC-154T-BARE-SE P	15 Panel PC Panel PC with Intel垄莽 Pentium垄莽 4 Processor
15 Panel PC Panel PC with Intel? Pentium? 4 Processor
	Advantech Co., Ltd.
http://
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