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			 Related Part Number
	
					PART	Description	Maker
	804018K-2/595 804018K-2/596 802018K-3/595 804018KU	20800 MHz - 23700 MHz PARABOLIC ANTENNA, 25 dBi GAIN
23700 MHz - 26500 MHz PARABOLIC ANTENNA, 25 dBi GAIN
14250 MHz - 16150 MHz PARABOLIC ANTENNA, 25 dBi GAIN
53000 MHz - 60000 MHz PARABOLIC ANTENNA, 25 dBi GAIN
47000 MHz - 53000 MHz PARABOLIC ANTENNA, 25 dBi GAIN
31000 MHz - 35500 MHz PARABOLIC ANTENNA, 25 dBi GAIN
40000 MHz - 47000 MHz PARABOLIC ANTENNA, 25 dBi GAIN
75000 MHz - 87000 MHz PARABOLIC ANTENNA, 25 dBi GAIN
26500 MHz - 31000 MHz PARABOLIC ANTENNA, 25 dBi GAIN
	Bourns, Inc.
Skyworks Solutions, Inc.
TE Connectivity, Ltd.
SKYWORKS SOLUTIONS INC

	RF-3080-AT001 	ANTENNA, PORTABLE UHF SATCOM ANTENNA
	Harris Corporation

	55305-5 60112-4 60114-2 60118-1 	2100 MHz - 2300 MHz HELIX ANTENNA, 15 dBi GAIN
700 MHz - 850 MHz HELIX ANTENNA, 12 dBi GAIN
1060 MHz - 1440 MHz HELIX ANTENNA, 12 dBi GAIN
2500 MHz - 3000 MHz HELIX ANTENNA, 14 dBi GAIN
	ANDREW CORP

	ANP-C-115 	   1.9 GHz Patch Antenna for PCN
1850 MHz - 1990 MHz ANTENNA-OTHER, 4 dBi GAIN
JT 79C 79#22D PIN RECP 1.9千兆赫的PCN贴片天线
Frequency 1850-1990 MHz, patch antenna for PCN
	Tyco Electronics
MA-Com

	2450AT42E010B 2450AT42E010BE 	2.4 GHz Surface Mount
2.4 GHz Surface Mount, Above Metal, Low Profile Mini Chip Antenna This antenna must have metal directly underneath on bottom layer in order to function
	Johanson Technology Inc...

	2450AT42E0100 2450AT42E0100E 	2.4 GHz Surface Mount
2.4 GHz Surface Mount, Above Metal, Low Profile Mini Chip Antenna This antenna must have metal directly underneath on bottom layer in order to function
	Johanson Technology Inc...

	KGEA-BFCR KGEA-BFCR-B0240J KGEA-BFCR-B0033J KGEA-B	Keyless go emmitter antenna housing plastic with resing and outside connector
Emitter antenna housing plastic base with resing and outside connector unsealed & sealed
	PREMO CORPORATION S.L

	1SV268 	Transmitting, Receiving Antenna-switch Use PIN Diode Silicon Epitaxial Type
Transmitting/ Receiving Antenna-switch Use PIN Diode
Transmitting, Receiving Antenna-switch Use PIN Diode 发射，接收天线开关利用PIN二极
	Sanyo Semicon Device
Sanyo Electric Co.,Ltd.
Sanyo Electric Co., Ltd.

	835018V-141/599 832018U-188/599 	58000 MHz - 68000 MHz PARABOLIC ANTENNA, 43 dBi GAIN
43000 MHz - 50000 MHz PARABOLIC ANTENNA, 43 dBi GAIN
	Skyworks Solutions, Inc.

	ANP-C-111-2 ANP-C-112-X ANP-C-111-X 	1575 MHz GPS ANTENNA, 4 dBi GAIN
1609 MHz GPS ANTENNA, 4 dBi GAIN
	M/A-COM Technology Solutions, Inc.

	1307036 ANP-C-114-5 ANP-C-114-4 	1573 MHz - 1577 MHz GPS ANTENNA, 3.5 dBi GAIN
The Powerpuck 在Powerpuck
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061, CSA Type AWM; Conductor Material:Copper RoHS Compliant: Yes
The Powerpuck GPS Antenna
	M/A-COM Technology Solutions, Inc.
Tyco Electronics
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