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			 Related Part Number
	
					PART	Description	Maker
	MAX6315US25D1-T MAX6315US25D2-T MAX6315US25D3-T MA	Open-Drain SOT μP Reset Circuit
Open-Drain SOT 渭P Reset Circuit
Open-Drain SOT P Reset Circuit
Cartridge Fuse; Current Rating:20A; Voltage Rating:600V; Fuse Type:Time Delay; Diameter:20.574mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:57.15mm; Peak Reflow Compatible (260 C):No; Series:LPJ RoHS Compliant: No
SOCKET, 28 PIN, MACHINE, 0.6" WIDE, 0.1" L.S. 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Open-Drain SOT レP Reset Circuit 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
ADAPTER SOWIC TO DIP 24 POS 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Open-drain microprocessor reset circuit. Reset threshold(nom) 2.63V. Reset timeout period(min) 1120ms.
	Maxim Integrated Produc...
MAXIM - Dallas Semiconductor
http://
MAXIM[Maxim Integrated Products]
电源管理
Maxim Integrated Products, Inc.

	02S12L-000S3 	Open Circuit
	Rosenberger Hochfrequen...

	PE5500-2 	OPEN CIRCUIT, 3.5mm FEMALE
	Pasternack Enterprises, Inc.

	HI-8197PCI HI-8197PCIF HI-8196PSTF HI-8196PSIF 	28 QUAD SPST ANALOG SWITCH Open Circuit when Power Off
	Holt Integrated Circuits
Holt Integrated Circuit...

	ADM6315 	Open-Drain Microprocessor Supervisory Circuit in 4-Lead SOT-143
	Analog Devices, Inc.
AD[Analog Devices]

	5962R9663401VEC 	Open-Drain SOT &#181;P Reset Circuit 简型锁
	Intersil, Corp.

	TC7SZ07AFE 	CMOS Digital Integrated Circuit Silicon Monolithic NON-Inverter (Open Drain)
	Toshiba Semiconductor

	TC74HC07AP07 TC74HC07AF TC74HC07AP 	CMOS Digital Integrated Circuit Silicon Monolithic Hex Buffer (open drain)
	Toshiba Semiconductor

	TC7WZ38FK TC7WZ38FU 	CMOS Digital Integrated Circuit Silicon Monolithic Dual 2 Input NAND Gate (Open Drain)
	Toshiba Semiconductor

	NTS0101GF NTS0101GW 	Dual supply translating transceiver; open drain; auto direction sensing DATACOM, INTERFACE CIRCUIT, PDSO6
	NXP Semiconductors N.V.

	R3131N26EA5-TR R3131NXXXA R3130NXXXA R3130N36EA-TR	Low Voltage Detector with built-in Delay Circuit
Low Voltage Detector with built in Delay Circuit
Low voltage detector with built-in delay circuit. Detector threshold 3.6V. Standard output delay time 240ms. Output type Nch open drain. Taping type TR.
Low voltage detector with built-in delay circuit. Detector threshold 3.08V. Output delay time 400ms. Output type Nch open drain. Taping type TR.
Low voltage detector with built-in delay circuit. Detector threshold 3.08V. Output delay time 100ms. Output type CMOS. Taping type TR.
Low voltage detector with built-in delay circuit. Detector threshold 3.08V. Output delay time 50ms. Output type CMOS. Taping type TR.
Low voltage detector with built-in delay circuit. Detector threshold 3.08V. Standard output delay time 240ms. Output type CMOS. Taping type TR.
Low voltage detector with built-in delay circuit. Detector threshold 3.08V. Output delay time 50ms. Output type Nch open drain. Taping type TR.
Low voltage detector with built-in delay circuit. Detector threshold 3.08V. Output delay time 100ms. Output type Nch open drain. Taping type TR.
Low voltage detector with built-in delay circuit. Detector threshold 3.08V. Output delay time 200ms. Output type Nch open drain. Taping type TR.
Low voltage detector with built-in delay circuit. Detector threshold 3.08V. Standard output delay time 240ms. Output type Nch open drain. Taping type TR.
	Ricoh
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