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			 Related Part Number
	
					PART	Description	Maker
	SSTU32865EG SSTU32865ET SSTU32865 	1.8 V 28-bit 1:2 registered buffer with parity for DDR2 RDIMM
Linear Voltage Regulator IC; Package/Case:8-MSOP; Current Rating:250mA; Leaded Process Compatible:No; Output Voltage Max:1.5V; Peak Reflow Compatible (260 C):No; Reel Quantity:2500; Voltage Regulator Type:Low Dropout (LDO)
Linear Voltage Regulator IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	NXP Semiconductors
Philips Semiconductors

	HSD879D 	; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):Yes
SILICON NPN EPITAXIAL TYPE TRANSISTOR
	HSMC CORP.
HSMC[Hi-Sincerity Mocroelectronics]
Hi-Sincerity Microelectronics

	TM23P-88P HT601-TM23_TM22P-88P TM23R-TO6 TM23P-88P	EVAL BOARD FOR CS5466
Development kit; Kit Contents:Evaluation Board and software; For Use With:CS5460A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Development kit; Kit Contents:Evaluation Board and software; For Use With:CS5471; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
EVAL BOARD FOR CS5524 ADC
BOARD EVAL FOR CS42448
EVAL BOARD CS4271 STEREO CODEC
EVAL BOARD CS42L51 CODEC
Development kit; Kit Contents:Evaluation Board; For Use With:CS4228A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
EVAL BOARD CS4270 CODEC
Development kit; Kit Contents:Evaluation Board; For Use With:CS43122; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 6类布线系统的数据连接
CAT 6 Data Wiring System Connectors 6类布线系统的数据连接
DSUB RoHS Compliant: Yes 6类布线系统的数据连接
EVAL BOARD CS5451A 6CH ADC 6类布线系统的数据连接
EVAL BOARD CS4272 STEREO CODEC 6类布线系统的数据连接
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	GPPC4IG5B 	Connector assemblies, Network cables; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No INTERCONNECTION DEVICE
	Panduit, Corp.

	S-2402-CCT 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 2 CONTACT(S), FEMALE, MULTIWAY RACK AND PANEL CONN, SOLDER, SOCKET
	Cinch Connectors

	29.401.1253.0 	Terminal Block; No. of Positions:12; Pitch Spacing:0.213"; Wire Size (AWG):22-12; Mounting Type:Panel; Leaded Process Compatible:Yes; No. of Contacts:12; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	WIELAND ELECTRIC INC

	1581-2 	Banana Jack; Current Rating:15A; Body Material:Brass; Color:Red; Contact Plating:Tin Over Nickel; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes INTERCONNECTION DEVICE
	Pomona Electronics

	152B 	Jack Socket; Plug Diameter:0.25; Contact Termination:Solder; Leaded Process Compatible:Yes; No. of Contacts:3; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 6.3 MM AUDIO CONNECTOR, JACK
	Switchcraft, Inc.

	TLP521-2 TLP521-2GB TLP521-2X TLP521-2XGB TLP521-4	Fasteners, Washer Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 高密度安装光电晶体管的光耦合隔离
HIGH DENSITY MOUNTING PHOTOTRANSISTOR OPTICALLY COUPLED ISOLATORS 高密度安装光电晶体管的光耦合隔离
	ISOCOM
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	UM9203 UM9204 	Flash Memory IC; Memory Size:8Mbit; Supply Voltage Max:3V; Package/Case:48-TSOP; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
DTMF Receiver
	Electronic Theatre Controls, Inc.
UMC

	L11 13E 12B 	GENERAL PURPOSE AUDIO CONNECTOR, JACK
Jack Socket; Plug Diameter:0.25; Contact Termination:Solder; Leaded Process Compatible:Yes; Number of Contacts:3; Peak Reflow Compatible (260 C):Yes
	Switchcraft, Inc.
SWITCHCRAFT INC
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