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			 Related Part Number
	
					PART	Description	Maker
	FLT007A0-SR FLT007A0-SRZ FLT007A0 FLT007A0Z 	75Vdc Input Voltage Maximum, 7A Output Current Maximum
	Lineage Power Corporation

	FLTR100V20 FLTR100V206 FLTR100V20Z FLTR100V206Z 	75 Vdc Input Maximum, 20 A Maximum
	Lineage Power Corporation

	FLTR75V05 FLTR75V055Z FLTR75V058Z FLTR75V05Z FLTR7	75 Vdc Input Maximum, 5 A Maximum
	Lineage Power Corporation

	OP07D OP07DN OP07DR-REEL OP07DR-REEL7 OP07DR OP07D	Ultralow Offset Voltage Operational Amplifier; Package: SOIC 150 MIL; No of Pins: 8; Temperature Range: Industrial OP-AMP, 350 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO8
150 μV Maximum Offset Voltage Op Amp
150 渭V Maximum Offset Voltage Op Amp
150 レV Maximum Offset Voltage Op Amp
	Analog Devices, Inc.

	LD7215D LD7215 LD7215C 	6 GHz, 3 kW, HELIX TYPE, PPM FOCUSING, HIGH POWER GAIN, FLAT GAIN VARIATION
	NEC[NEC]

	595D224X-050T2T 595D277X-004C2T 595D277X-004D2T 59	Solid Tantalum Chip Capacitors TANTAMOUNT垄莽 Conformal Coated, Maximum CV
Solid Tantalum Chip Capacitors TANTAMOUNT庐 Conformal Coated, Maximum CV
Solid Tantalum Chip Capacitors TANTAMOUNT? Conformal Coated, Maximum CV
	Vishay Siliconix
http://

	U309 MMBFJ304 MMBFJ305 MMBFJ310 MMBF5484 MMBF5485 	   SFET RF,VHF, UHF, Amplitiers
Patch Cord; Connector Type A:Category 6 Modular Plug; Connector Type B:Category 6 Modular Plug; Cable Length:15ft; Leaded Process Compatible:No; Approval Categories:Exceeds TIA/EIA-568-B.2-1Category 6 and ISO 11801 Class E standards
BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 4; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 22 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION
BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 2; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 25 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION
SFET RF/VHF/ UHF/ Amplitiers
SFET RFVHF UHF Amplitiers
SFET RF /VHF / UHF / Amplitiers
	Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	EL4451 	Wideband Variable-Gain Amplifier/ Gain of 2
	Elantec Semiconductor

	EL4451 EL4451CN EL4451CS 	Wideband Variable-Gain Amplifier, Gain of 2
	Intersil Corporation

	GBL410 GBL408 GBL4005 GBL401 GBL402 GBL404 GBL406 	Maximum Ratings & Thermal Characteristics Ratings at 25??ambient temperature unless otherwise specified.
Maximum Ratings & Thermal Characteristics Ratings at 25 ambient temperature unless otherwise specified.
Maximum Ratings & Thermal Characteristics Ratings at 25∩ ambient temperature unless otherwise specified.
Maximum Ratings & Thermal Characteristics Ratings at 25ambient temperature unless otherwise specified.
	LRC[Leshan Radio Company]
乐山无线电股份有限公

	NTE5313 NTE5314 NTE5315 NTE5316 	Single phase bridge rectifier, 8A. Maximum recurrent peak reverse voltage, Prv = 200V.
Single phase bridge rectifier, 8A. Maximum recurrent peak reverse voltage, Prv = 400V.
Single phase bridge rectifier, 8A. Maximum recurrent peak reverse voltage, Prv = 600V.
Single phase bridge rectifier, 8A. Maximum recurrent peak reverse voltage, Prv = 800V.
	NTE Electronics
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