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			 Related Part Number
	
					PART	Description	Maker
	22-50-3095 22-50-3045 22-50-3055 	WO/B WR PR 9CCT GRN 7720SC09H 9 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC
SOCKET, IDT, 0.1", 24AWG, 4WAY; Gender:Socket; Ways, No. of:4; Termination method:IDT; Material, contact:Brass; Plating, contact:Tin; Series:KK 7720S; Approval category:UL94V-2; Colour:White; Flammability rating:UL94V-2; RoHS Compliant: Yes
SOCKET, IDT, 0.1", 24AWG, 5WAY; Gender:Socket; Ways, No. of:5; Termination method:IDT; Material, contact:Brass; Plating, contact:Tin; Series:KK 7720S; Approval category:UL94V-2; Colour:White; Flammability rating:UL94V-2; RoHS Compliant: Yes
	Molex, Inc.
MOLEX INC

	1N5340B 	5 Watt Zener Diode 5.1 to 51 Volts Epoxy meets UL 94 V-0 flammability rating
	Micro Commercial Components

	22-04-1071 22-04-1111 22-04-1131 22-05-1022 22-04-	Header Connector,PCB Mnt,RECEPT,7 Contacts,PIN,0.098 Pitch,PC TAIL Terminal,POLARIZED LCK 7 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
CONN HEADER 11POS 2.5MM VERT TIN 11 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
KK2.5MM FR.LOCK WAF. ASS 504513A 13 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
Header Connector,PCB Mnt,RECEPT,2 Contacts,PIN,0.098 Pitch,PC TAIL Terminal 2 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SOLDER
Header Connector,PCB Mnt,RECEPT,2 Contacts,PIN,0.098 Pitch,PC TAIL Terminal,POLARIZED LCK 2 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
Header Connector,PCB Mnt,RECEPT,6 Contacts,PIN,0.098 Pitch,PC TAIL Terminal,POLARIZED LCK 6 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
CONN HEADER 9POS 2.5MM R/A TIN 9 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SOLDER
CONN HEADER 14POS 2.5MM R/A TIN 14 CONTACT(S), MALE, RIGHT ANGLE TWO PART BOARD CONNECTOR, SOLDER
KK2.5MM FR.LOCK WAF. ASS 504517A 17 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
KK2.5MM FR.LOCK WAF. ASS 504520A 20 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
CONN HEADER 14POS 2.5MM VERT TIN 14 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
Vertical Header; No. of Contacts:3; Pitch Spacing:0.098"; No. of Rows:1; Gender:Header; Series:5045; Body Material:6/6 Nylon; Current Rating:3A; Voltage Rating:250V
KK2.5MM FL WAF.ASS. GOLD 504510AG
Header Connector,PCB Mnt,RECEPT,8 Contacts,PIN,0.098 Pitch,PC TAIL Terminal,POLARIZED LCK
CONN HEADER 11POS 2.5MM R/A TIN
HEADER, SQ PIN 2.5MM 12WAY ; Ways, No. of:12; Pitch:2.5mm; Approval Bodies:UL, CSA; Colour:White; Current rating:2.5A; Diameter, PCB hole:1.02mm; Flammability rating:UL94V-0; Force, de-mating:0.57N; Housing type:Black Glass Filled
	Molex, Inc.
MOLEX INC

	51110-2450 51110-1250 51110-1050 51110-2651 51110-	Multipole Connector; Gender:Male; Number of Contacts:24; Series:Milli-Grid; Body Material:Glass-filled Polyester; Number of Rows:2; Pitch Spacing:0.079" 24 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
Multipole Connector; Gender:Male; No. of Contacts:12; Series:Milli-Grid; Body Material:Glass-filled Polyester; No. of Rows:2; Pitch Spacing:0.079" RoHS Compliant: Yes 12 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
Multipole Connector; Gender:Male; No. of Contacts:10; Series:Milli-Grid; Body Material:Glass-filled Polyester; No. of Rows:2; Pitch Spacing:0.079" RoHS Compliant: Yes 10 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
Header Connector,Cable Mnt,PLUG,26 Contacts,0.079 Pitch 26 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
Multipole Connector; Gender:Male; No. of Contacts:16; Series:Milli-Grid; Body Material:Glass-filled Polyester; No. of Rows:2; Pitch Spacing:0.079" RoHS Compliant: Yes 16 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
CONN HOUSING 2MM 18POS POLARIZED 18 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
CRIMP HOUSING, M/GRID 16WAY ; Ways, No. of:16; Approval Bodies:UL, CSA; Contacts, No. of:16; Current rating:1A; Dielectric strength, VAC:500V; Flammability rating:UL94V-0; Housing type:Black G.F. Polyester; Pitch:2mm; Resistance,
	Molex, Inc.
MOLEX INC

	ACC-M01-3 ACC-M01-2 ACC-M01-6 ACC-N02-3 ACC-N02-2 	Heavy Duty Rating with UL Approvals, RATING: 24A 125VAC [cULus]
	E-SWITCH

	RT9167 RT9167-33CB RT9176_A-15CB RT9176_A-15CBR RT	1.8V low-noise, fixed output voltage 200mA/500mA LDO regulator
1.7V low-noise, fixed output voltage 200mA/500mA LDO regulator
1.6V low-noise, fixed output voltage 200mA/500mA LDO regulator
1.5V low-noise, fixed output voltage 200mA/500mA LDO regulator
PREMIUM RS232 DATA CBL   DB25 MALE - DB25 FEMALE
PREMIUM RS232 DATA CBL   DB25 MALE - DB25 MALE
CONNECTOR ACCESSORY
D52 - BACKSHELL NON-ENVIRON EMI-RFI STRT
PREMIUM RS232 DATA CBL   DB25 FEMALE - DB25 FEMALE
LOW NOISE FIXED OUTPUT VOLTAGE 200MA/500MA LDO REGULATOR 低噪声固定输出电00MA/500MA LDO稳压
EDQ MOLDED 25C 20FT MF 低噪声固定输出电00MA/500MA LDO稳压
IC ENCODER TRANSMITTER RF 8DIP 低噪声固定输出电00MA/500MA LDO稳压
TRANSFORMER 0.50MH 1:1.3 PULSE 低噪声固定输出电00MA/500MA LDO稳压
INDUCTOR, 470UHINDUCTOR, 470UH; Inductance:470uH; Inductor type:Inductor; Current, DC max:0.64A; Resistance:0.16R; Case style:D; Diameter, PCB hole:0.64mm; Flammability rating:UL94V-0 低噪声固定输出电00MA/500MA LDO稳压
Connector assemblies 低噪声固定输出电00MA/500MA LDO稳压
	RichTek
ETC
Electronic Theatre Controls, Inc.

	Z8681AB1YN 	Leaded Cartridge Fuse; Current Rating:2A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Fast Acting; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	东电?中国)投资有限公司

	TC74HC123AF TC74HC123AFN TC74HC123AP HC123 	Bipolar Transistor; Package/Case:TO-126; Current Rating:500mA; Voltage Rating:300V
DUAL RETRIGGERABLE MONOSTABLE MULTIVIBRATOR
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]
http://

	1.5KE30C 	Plastic package has UL flammability Classification 94V-0
	SEMTECH ELECTRONICS LTD...

	MBR10H50 	Plastic package has Underwriters Laboratory Flammability Classification 94 V-0
	Kersemi Electronic Co., Ltd.

	AD1812JST AD1812JS 	SoundPort Controller
ECONOLINE: RD & RC - Dual Output from a Single Input Rail- 1kVDC & 2kVDC Isolation- Power Sharing on Output- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 86%
Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
	http://
Analog Devices, Inc.
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