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			 Related Part Number
	
					PART	Description	Maker
	M393T5750BY0-CD5/CC M393T2950BZ0-CD5/CC M393T2953B	100 x 64 pixel format, TAB display
SWITCH, DPDT, CTR OFF LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT Centre Off; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, RoHS Compliant: Yes
SWITCH, SPDT, CTR OFF; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; RoHS Compliant: Yes
TVS BIDIRECT 1500W 16V SMC
DDR2 Registered SDRAM MODULE 240pin Registered Module based on 512Mb B-die 72-bit ECC
	SAMSUNG SEMICONDUCTOR CO. LTD.

	M28C64-A25NS1T M28C64-A20MS1T M28C64-A20MS3T M28C6	64 Kbit 8K x 8 Parallel EEPROM With Software Data Protection 64千位8K的8并行EEPROM，带有软件数据保
SWITCH, DPDT; Thread size:1/4 x 40UNS; Switch function type:DPDT On-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, op. RoHS Compliant: Yes
SWITCH, DPDT, LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT On-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, RoHS Compliant: Yes
SWITCH, DPDT, BIASED; Thread size:1/4 x 40UNS; Switch function type:DPDT On-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, RoHS Compliant: Yes
Toggle Switch; Circuitry:SPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Leaded Process Compatible:Yes; Mounting Type:Solder Lug RoHS Compliant: Yes
   64 Kbit 8K x 8 Parallel EEPROM With Software Data Protection
	STMicroelectronics N.V.
意法半导

	P-MUSB-A211-XX 	CONTACT RESISTANCE
	Amphenol Corporation

	N800001 	CONTACT RESISTANCE; 50 m2 MAX INITIAL.
	E-SWITCH

	BM10B-50DP-0.4V BM10B0.8-50DP-0.4V51 	CONTACT RESISTANCE: 20mV AC OR LESS 1khz, 1m A.
	Hirose Electric

	K100209 K100209-15 	Contact Resistance : 10m-OHMS
All DIMENSION IN MM[INCH]
	E-SWITCH

	KO103D-701 K100205 K100205-15 	KEYLOCK SWITCHES
Contact Resistance : 10m-OHMS
All DIMENSION IN MM[INCH]
	E-SWITCH

	SKPL-15 	6.45mm Diameter Low Contact Resistance with Round Terminals (Radial Type)
	ALPS ELECTRIC CO.,LTD.

	SMZG3805 SMZG3805A SMZG3805B SMZJ3805 SMZJ3805A SM	Surface Mount Zener Diodes(琛ㄨ创???绾充????)
Low Current Operation at 250?录A茂录?Low Reverse Leakage,Low Noise Zener Diode(250?录A氓路楼盲陆?莽?碌忙碌?茫??氓掳?氓??氓??忙录?莽?碌忙碌?茫??盲陆?氓?陋氓拢掳茫??茅陆?莽潞鲁盲潞?忙??莽庐隆)
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
表面贴装稳压二极
Plug-In Relay; Contacts:6PDT; Coil Voltage DC Max:12V; Contact Carry Current:120A; Coil Resistance:90ohm; Relay Terminals:Solder Lug; Relay Mounting:Plug-In; Contact Carrying Power:1.5W; Contact Rating:5A; Mounting Type:Plug In
Current Sense Resistor; Series:10; Resistance:0.04ohm; Resistance Tolerance: /- 1%; Power Rating:2W; Operating Temperature Range:-55 C to  200 C; Resistor Element Material:Wirewound; Temperature Coefficient: /-50 ppm RoHS Compliant: Yes
   SURFACE MOUNT ZENER DIODE
	GE Security, Inc.
GE[General Semiconductor]

	1301.9222 1301.9211 1301.9213 1301.9212 1301.9201 	Switch, ON/OFF Rocker; DPST; Lifetime: 50000 Operations; Current Rating: 16A; Voltage Rating: 250V; Initial Contact Resistance: 250 mOhms ROCKER SWITCH, DPST, LATCHED, PANEL MOUNT
Switch, ON/OFF Rocker; DPST; Lifetime: 50000 Operations; Current Rating: 10A; Voltage Rating: 250V; Initial Contact Resistance: 250 mOhms ROCKER SWITCH, DPST, LATCHED, PANEL MOUNT
	SCHURTER AG
SCHURTER INC
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