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			C927U222MYWDBA7317 - Ceramic, Safety, C900_Y, 2200 pF, 20%, Y5U, Lead Spacing = 7.5mm 
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			 Related Part Number
	
					PART	Description	Maker
	C0805C222J5GACTU 	Ceramic, Commercial-(CxxxxC), 2200 pF, 5%, 50 V, 0805, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Class I
	Kemet Corporation

	C981U103MYVDAAWL45 	Ceramic, Safety, C900_Y, 0.01 uF, 20%, Y5V, Lead Spacing = 10mm
	Kemet Corporation

	C0603X222K5RACTU 	Capacitor, Ceramic, SMD, MLCC, FT-CAP, Temp Stable, 2200 pF,  /-10% Tol, 50V, X7R, 0603 (1608 metric)
	Kemet Corporation

	C0805C222K2RACTU 	Capacitor, Ceramic, SMD, MLCC, Temperature Stable, Class II, 2200 pF,  /-10% Tol, 200 V, X7R, 0805 (2012 metric)
	Kemet Corporation

	C907U102MYWDBA7317 	Ceramic, Safety, C900_Y, 1000 pF, 20%, Y5U, Lead Spacing = 7.5mm
	Kemet Corporation

	C967U472MYWDBA7317 	Ceramic, Safety, C900_Y, 4700 pF, 20%, Y5U, Lead Spacing = 7.5mm
	Kemet Corporation

	S103Z63Y5VS83K7. S682M69Z5US83K0. S103M84Z5US83K0.	Ceramic Disc Capacitors Safety, Class X1/Y2 400/250 V (AC) Series DN
	Vishay Siliconix

	CS65-B2GA221KAGKA CS70-B2GA331KAGKA CS85-B2GA681KA	High Voltage Ceramic Capacitors Automotive Grade, Safety Standard Approved
	TDK Electronics

	C0805C222J2GACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 2200 pF, 5%, 200 V, 0805, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Automotive Grade
	Kemet Corporation

	C0603X222K5RACTU-17 	   Ceramic, FlexTerm-(CxxxxX), 2200 pF, 10%, 50 V, 0603, X7R, SMD, MLCC, FT-CAP, Temperature Stable
	Kemet Corporation
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