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			C967U472MYWDBA7317 - Ceramic, Safety, C900_Y, 4700 pF, 20%, Y5U, Lead Spacing = 7.5mm 
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			 Related Part Number
	
					PART	Description	Maker
	C961U472MYWDBA7317 	Ceramic, Safety, C900_Y, 4700 pF, 20%, Y5U, Lead Spacing = 10mm
	Kemet Corporation

	R413I14700000M 	   Film, Metallized Polypropylene, Safety, R41, 4700 pF, 20%, 1,000 V, 300 V, 110C, Lead Spacing = 15mm
	Kemet Corporation

	C0805C472K1RACTU 	Ceramic, Commercial-(CxxxxC), 4700 pF, 10%, 100 V, 0805, X7R, SMD, MLCC, Temperature Stable, Class II
	Kemet Corporation

	C0805C472J1RACTU 	Capacitor, Ceramic, SMD, MLCC, Temperature Stable, Class II, 4700 pF,  /-5% Tol, 100 V, X7R, 0805 (2012 metric)
	Kemet Corporation

	C0805C472KARACTU 	Capacitor, Ceramic, SMD, MLCC, Tip & Ring, Temperature Stable, 4700 pF,  /-10% Tol, 250 V, X7R, 0805 (2012 metric)
	Kemet Corporation

	C0402C472J3RACTU 	   Ceramic, Commercial-(CxxxxC), 4700 pF, 5%, 25 V, 0402, X7R, SMD, MLCC, Temperature Stable, Class II
	Kemet Corporation

	ECCTFC100DG ECKTHC101KB ECKTHC101MB ECKTHC221KB EC	Ceramic Capacitors (Safety Regulations) For Surface Mounting Types
	Panasonic Semiconductor

	C947U332MYWDBA7317 	Ceramic, Safety, C900_Y, 3300 pF, 20%, Y5U, Lead Spacing = 7.5mm
	Kemet Corporation

	C927U222MYWDAA7317 	Ceramic, Safety, C900_Y, 2200 pF, 20%, Y5U, Lead Spacing = 7.5mm
	Kemet Corporation

	S222M43Z5US6.K7. S102M33Z5US6.K7. S681K39Y5PS6.K7.	Ceramic Disc Capacitors Safety, Class X1/Y2 400/250 V (AC) Series DN
	Vishay Siliconix

	C0805C472KARACAUTO 	SMD Auto X7R, Ceramic, 4700 pF, 10%, 250 V, X7R, SMD, MLCC, Temperature Stable, Automotive Grade, 0805
	Kemet Corporation
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