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			 Related Part Number
	
					PART	Description	Maker
	HDB-C50 	Plug case for D-sub connectors, Accessory; HRS No: 211-0011-7 50; No. of Positions: 25; Operating Temperature Range (degrees C): -25 to 70; Generic Name: D-SUB; General Description: Clamp bracket
	Hirose Electric

	BC213A BC214B BC214A BC213C BC158B BC158A BC147B B	Programmable Logic IC; Logic Type:Programmable; No. of Macrocells:102; Package/Case:144-TQFP; Number of Circuits:1728; Mounting Type:surface mount
Programmable Logic IC; Logic Type:Programmable; No. of Macrocells:147; Package/Case:208-PQFP; Leaded Process Compatible:No; Number of Circuits:1728
Programmable Logic IC; Logic Type:Programmable; No. of Macrocells:176; Package/Case:256-FBGA; Leaded Process Compatible:No; Number of Circuits:1728
Programmable Logic IC; Logic Type:Programmable; No. of Macrocells:102; Package/Case:144-TQFP; Leaded Process Compatible:No; Number of Circuits:576
; Temperature, operating range:-40(degree C) to (degree C); Base number:16; IC Generic RoHS Compliant: Yes
; Temperature, operating range:-40(degree C) to (degree C); Base number:1; IC Generic RoHS Compliant: Yes
FPGA, FLEX 10K, 10K GATES, PQFP208; Logic IC family:FPGA; Logic IC Base Number:10; Logic IC function:EPF10K10; Voltage, supply:5.0V; Case style:PQFP
MAX 3000A CPLD 128 MC 100-TQFP
MAX 7000 CPLD 128 MC 100-PQFP
Stratix II GX FPGA 60K FPGA-780 晶体管|晶体管|进步党| 20V的五（巴西）总裁| 100mA的我（丙
Stratix II FPGA 60K FBGA-672 晶体管|晶体管|叩| 45V的五（巴西）总裁| 100mA的我（丙
SERIAL CONFIG MEMORY, 16M, SOIC16; Memory type:FLASH; Memory size:16MB; Temp, op. min:-40(degree C); Temp, op. max:85(degree C); Case style:SOIC; Temperature, operating range:-40(degree C) to (degree C); Base number:16; IC Generic RoHS Compliant: Yes
	Golledge Electronics, Ltd.
STMicroelectronics N.V.

	NJM41030 	Operating Voltage Operating temperature range Small Package
	New Japan Radio

	AO4435 	): 250 (@8MHz); Operating Frequency / Supply Voltage: 1.8 to 5.5V; Operating Ambient Temperature (°C): -20 to 85; Package Code: PLSP0020JB-A
	Alpha

	PS2561BL2-1-A PS2561BL2-1-E3 PS2561BL2-1-E3-A PS25	DIP PHOTOCOUPLER OPERATING AMBIENT TEMPERATURE 110隆?C
DIP PHOTOCOUPLER OPERATING AMBIENT TEMPERATURE 110°C
1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
	NEC

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]

	DN6848TE DN6848SE DN6848S DN6848 	Hall IC(Operating Temperature Range Topr = - 40 to -100°C, Operating in Alternative Magnetic Field)
Hall IC(Operating Temperature Range Topr = - 40 to -100C Operating in Alternative Magnetic Field)
Hall IC(Operating Temperature Range Topr = - 40 to -100∑C, Operating in Alternative Magnetic Field)
	http://
PANASONIC[Panasonic Semiconductor]

	PS2761B-1Y-F3-A PS2761B-1-F3-A PS2761B-1-A PS2761B	1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
4-PIN SOP PHOTOCOUPLER OPERATING AMBIENT TEMPERATURE 110°C
4-PIN SOP PHOTOCOUPLER OPERATING AMBIENT TEMPERATURE 110隆?C
	NEC

	NV23K07 NV23KQASDC10V NV23KASDC10V NV23KASDC12V NV	Withstands high temperature, operating under 105 ambient temperature
	DB Lectro Inc

	C-561E A-561G A-561E A-561SR A-561Y C-561Y A-551E 	SINGLE DIGIT DISPLAY
for 250VAC; UL-60950-1 / CSA C22.2 certified; 5.2kVDC Isolation for 1 Minute; Optional Continuous Short Circuit Protected; Wide Operating Temperature
C to  85C, Low Ripple & Noise, High Efficiency up to 80%, Low Profile Plastic Case, Single, Dual & Dual Separated Outputs
	PARA Light
ETC[ETC]
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers

	MHV2812S MHV2812D MHV2815D MHV2805D MHV2805S MHV28	Operating temperature -55掳 to  125掳C Input voltage range 16 to 50 VDC
Operating temperature -55° to  125°C Input voltage range 16 to 50 VDC
	Interpoint Corporation Company
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