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	Part No.	STR1-SASU0AC8   

	Description	NON-CONTACT SAFETY SWITCHES 
 

	File Size	460.90K  / 
						9 Page	 
	

						Maker	
						

						 SICK AG 
  
						










	
						
						




						

	Homepage	
						
	Download	[ 
						STR1-SASU0AC8  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						STR1-SASU0AC8  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[STR1-SASU0AC8  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for STR1-SASU0AC8 ] 


					[ Price & Availability of STR1-SASU0AC8 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : NON-CONTACT SAFETY SWITCHES   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	TR4-SDM01C 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	STR1-SASU03P5 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	RE23-SA03 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	TR4-SDM10P 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	TR4-SFM02C 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	STR1-SAMU10P5 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	RE23-SA84 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	IN40-D0101K 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	IN40-D0303K 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	RE27-SA68L 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	STR1-SASU0AC8 	NON-CONTACT SAFETY SWITCHES
	SICK AG

	802-Z1-016-20-001 800-10-016-20-001 800-90-016-20-	Safety Control Relay; Contacts:4NO; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:Din Rail; Contact Rating:6A 电路板连接器2.54毫米单列/双列焊尾
Safety Control Relay; Contacts:SPST-NO; Coil Voltage DC Max:24V; Contact Carry Current:4A; Relay Mounting:DIN Rail; Contact Rating:250VAC/VDC, 4 AAC/ADC; Height:110mm; Leaded Process Compatible:No; Mounting Type:DIN Rail 电路板连接器2.54毫米单列/双列焊尾
PROFET™: Smart High Side Switches; Package: PG-SOT223-4; Channels: 1.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 12.0 - 45.0 V; IL(SC): 3.0 A; Diagnostic: n.a.
PROFET™: Smart High Side Switches; Package: PG-SOT223-4; Channels: 1.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 12.0 - 45.0 V; IL(SC): 3.0 A; Diagnostic: n.a.
HITFET™, TEMPFET™ - Smart Low-Side Switches; Package: PG-SOT223-4; Channels: 1.0; VDS (max): 60.0 V; ID(nom): 0.7 A; RDS (on) (max): 550.0 mOhm; ID(lim) (min): 1.0 A
PCB connectors 2.54 mm Single row / double row Solder tail
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]



				
	 
	 Related keyword From Full Text Search System
	

					
						STR1-SASU0AC8 electronics	
						STR1-SASU0AC8 serial	
						STR1-SASU0AC8 siemens	
						STR1-SASU0AC8 standard	
						STR1-SASU0AC8 Bipolar
	
						STR1-SASU0AC8 electric	
						STR1-SASU0AC8 Analog	
						STR1-SASU0AC8 ascel	
						STR1-SASU0AC8 usb charger circuit	
						STR1-SASU0AC8 filetype:pdf


				
	 



		 


	
		
Price & Availability of STR1-SASU0AC8 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.14555501937866















