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			 Related Part Number
	
					PART	Description	Maker
	SFCJ-8-LP32 	WINNER OUTER LIGHT PIPE PORTS
	Adam Technologies, Inc.

	SFCJ-12-LP1-1 	WINNER OUTER LIGHT PIPE PORTS
	Adam Technologies, Inc.

	SFCJ-4-LP3-EMI4 	WI INNER OUTER LIGHT PIPE
	Adam Technologies, Inc.

	SFCJ-4-LP3-EMI2 	WI INNER OUTER LIGHT PIPE
	Adam Technologies, Inc.

	CAT25C65SA-1.8TE13 CAT25C65SA-TE13 CAT25C65SE-1.8T	32K/64K-Bit SPI Serial CMOS EEPROM 32K/64K-Bit SPI串行EEPROM中的CMOS
Light Pipe; Mounting Hole Dia:3.5mm; Material:Polycarbonate; Length:10.2mm; Color:Clear; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LIGHT PIPE VERTICAL .350 ROUND
Light Pipe; Mounting Hole Dia:3.5mm; Material:Polycarbonate; Length:7.6mm; Color:Clear; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	MITSUMI ELECTRIC CO., LTD.
Panasonic Industrial Solutions
CATALYST[Catalyst Semiconductor]

	0760485003 	Small Form-factor Pluggable Plus (SFP ) Stacked 2-by-6 Multi-Port Connector with 2 Outer Lightpipe Ports
	Molex Electronics Ltd.

	515-1071 597-3111-4XX 597-3201-4XX 597-3401-4XX 59	Optical Light Pipe, 2 Array
	DIALIGHT[Dialight Corporation]

	LPF-C031303S 	TRIPLE UNIT, STACKABLE RIGHT ANGLE SMT LIGHT PIPE
	LUMEX INC.
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