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			 Related Part Number
	
					PART	Description	Maker
	RP10-4815SEW RP10-2415SEW RP10-2412SEW RP10-2405SE	POWERLINE - DC/DC - CONVERTER
	RECOM[Recom International Power]

	RP1P5-0505DA RP1P5-4805SA RP1P5-4815SA RP1P5-0505S	POWERLINE - DC/DC - CONVERTER
	RECOM[Recom International Power]

	RP03-2405SC RP03-1205DC RP03-4805DC RP03-4805SC RP	POWERLINE - DC/DC - CONVERTER
	RECOM[Recom International Power]

	AC-PLM-1 	Powerline Modem
	Ariane

	PAC-9507 PAC-95 PAC-130 PAC-240 	AC POWERLINE TVS COMPONENT
	PROTEC[Protek Devices]

	CS1100 	Powerline Networking Chipset
	List of Unclassifed Manufacturers
ETC[ETC]

	7G-0020A 7G-0026A 7G-0011A RECOMPOWERINC.-7G-0026A	Powerline Heat-Sinks
	RECOM Power Inc.
RECOM[Recom International Power]

	BUT33 	RP20 (F) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 48V; Output Voltage (Vdc): 3.3V; 2:1 Wide Input Voltage Range; 20 Watts
POWERLINE: RP20-S_DEW - 4:1 Wide Input Voltage Range- 20 Watts Output Power- 1.6kVDC Isolation- Fixed Operating Frequency- Six-Sided Continuous Shield- Ul 1950 Component Recognised- Standard 50.8 x40.6x10.2mm Package- Efficiency to 84%
56 AMPERES NPN SILICON POWER DARLINGTON TRANSISTOR 600 VOLTS 250 WATTS
	Motorola  Inc
Motorola, Inc.
ONSEMI[ON Semiconductor]

	MAX2986CXV 	Integrated Powerline Digital Transceiver
	MAXIM - Dallas Semiconductor

	MAX2986 MAX2986CXV 	Integrated Powerline Digital Transceiver
	Maxim Integrated Products
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