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			 Related Part Number
	
					PART	Description	Maker
	53K17R-005N3 	TERMINATION JACK 5 WATT
	Rosenberger Hochfrequen...

	152B 	Jack Socket; Plug Diameter:0.25; Contact Termination:Solder; Leaded Process Compatible:Yes; No. of Contacts:3; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 6.3 MM AUDIO CONNECTOR, JACK
	Switchcraft, Inc.

	APH-HDBNCJ-T1010 	HD-BNC, JACK TERMINATION
	Amphenol Corporation

	IPP-TB203C-50 	TERMINATION, 50 WATT, FLANGE
	Innovative Power Produc...

	IPP-TB307-50 	TERMINATION, 800 WATT, CONNECTORIZED
	Innovative Power Produc...

	RP40-1212SG RP40-121.8SG RP40-122.5SG RP40-121.5SG	40 Watt Single, Dual, Positive Dual & Triple Output 40瓦单，双，正
D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Wire Size (AWG):26 RoHS Compliant: No
D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Mounting Type:Jackscrew; Wire Size (AWG):26
40 Watt Single, Dual, Positive Dual & Triple Output
40 Watt Single Dual Positive Dual & Triple Output DC/DC-Converter
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	RP20-483.3SE RP20 RP20-120512TE RP20-120515TE RP20	OSC 5V 8PIN CMOS 20瓦单，双
20 Watt Single, Dual & Triple Output 20瓦单，双
D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Mounting Type:Float Mount; Peak Reflow Compatible (260 C):No RoHS Compliant: No
20 Watt Single, Dual & Triple Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	RZ-1205S RZ-XX05S RZ-0505 RZ-0505S RZ-0512S RZ-051	0.5 Watt SMD Isolated Single Output 0.5瓦单输出隔离贴片
ZV Series, Subminiature Basic Switch, SPDT, 125/250 Vac, 0.1 A, Pin Plunger Actuator, Quick Connect Termination
5015 RR 14#16 PIN RECP
ZV Series, Subminiature Basic Switch, SPDT, 6(2)A 250 Vac, 6 A, Straight Lever Actuator, Quick Connect Termination
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	NTE5061A NTE5062A NTE5063A NTE5064A NTE5065A NTE50	Zener diode, 1 watt,  -5% tolerance. Nominal zener voltage Vz = 68V. Zener test current Izt = 3.7mA.
Zener Diode, 1 Watt ±5% Tolerance
Zener Diode, 1 Watt 【5% Tolerance
Zener Diode 1 Watt 5% Tolerance
Zener Diode, 1 Watt 5% Tolerance
Zener Diode / 1 Watt 5% Tolerance
surface mount silicon Zener diodes 硅表面贴装齐纳二极管
Zener Diode, 1 Watt % Tolerance
10 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
	NTE[NTE Electronics]
Mitsubishi Electric, Corp.
NTE Electronics, Inc.

	IPP-TB214-50 	   TERMINATION, 400 WATT, FLANGE
	Innovative Power Produc...

	R124464000 R124426123 R124553120 R124553123 	PANEL MOUNT, FEMALE, SMA CONNECTOR, RECEPTACLE
JACK, SMA, PCB, STRAIGHT; Connector type:SMA, Coaxial; Impedance:50R; Material, contact:Brass; Plating, contact:Gold over Nickel; Body style:Straight Jack; Termination method:Solder; Mounting type:PC Board; Insulation RoHS Compliant: Yes
PANEL MOUNT, BOARD TERMINATED, FEMALE, SMA CONNECTOR, SOLDER, RECEPTACLE
	RADIALL S A

	RD-123.3D RD-243.3D RC-0505D RC-0509D RC-0512D RC-	Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVS06; Number of Contacts:128; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 2瓦特SIP7
2 Watt SIP7 & DIP14 Dual Output 2瓦特SIP7
2 Watt SIP7 & DIP14 Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]
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