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			 Related Part Number
	
					PART	Description	Maker
	MBRS1100T3 SK18 10BQ100 10MQ100N HSM1100J HSM190J 	Brilliance Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material
1 Amp Schottky Rectifier
	MICROSEMI CORP-SCOTTSDALE
MICROSEMI[Microsemi Corporation]

	KFW2G16D2M-DED5 KFW4G16Q2M-DEB5 KFW4G16Q2M-DED5 KF	RES, 15 OHM, 1%, 1/16W, 0402   PKG
CONN RCPT .100 100POS DL R/A AU
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:223; Impedance:50ohm; Conductor Size AWG:19; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:223; Impedance:50ohm; Conductor Size AWG:19; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Approval Categories:UL AWM Style 1354; Cable/Wire MIL SPEC:MIL-C-17G RoHS Compliant: Yes
FLASH MEMORY(54MHz) 闪存4MHz之间
   FLASH MEMORY(54MHz)
	SAMSUNG SEMICONDUCTOR CO. LTD.
Samsung Semiconductor Co., Ltd.

	GNR10D391K GNR10D182K GNR10D180K GNR10D431K GNR10D	   VARISTOR
Coaxial Cable; Coaxial RG/U Type:213; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes
PAIRED OVERALL SHIELDED PLENUM CABLE FOR AUDIO, INSTRUMENT, CONTR...,FIBER OPTICS,PLENUM COMPUTER CABLE, 24 AMERICAN WIRE GAUGE, BLACK, REDALL SHIELDED PLENUM CABLE F RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:214; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:59B; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
Programmable Logic Controller; For Use With:I/O Bricks; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
2 PR #22 FEP FS FLRST RoHS Compliant: Yes
Varistor.
VARISTOR 压敏电阻
Connectors, Accessories; For Use With:G4 I/O Module Mounting Racks; Accessory Type:Jumper Strap; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	CERAMATE[Ceramate Technical]
CERAMATE TECHNOLOGY CO., Ltd.

	BYX82 BYX83 BYX84 BYX85 BYX86 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black RoHS Compliant: Yes
Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Siliconix

	A29512L-90 A29512L-70 A29512L-55 A29512V-55 A29512	Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
64K X 8 Bit CMOS 5.0 Volt-only, Uniform Sector Flash Memory 64K的8位CMOS 5.0伏只，统一部门快闪记忆
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 64K的8位CMOS 5.0伏只，统一部门快闪记忆
	AMIC Technology Corporation
AMIC Technology, Corp.

	WGA-3686-3M-W75-79 WGA-3645-NF-W90-79 WGA-3625-SM-	CABLE AND WAVEGUIDE TERMINATED, FEMALE, WAVEGUIDE TO COAXIAL ADAPTER
CABLE AND WAVEGUIDE TERMINATED, MALE, WAVEGUIDE TO COAXIAL ADAPTER
	

	10A02 10A06 10A07 10A05 10A04 10A03 	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:80ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
10A RECTIFIER
	Diodes Inc.
DIODES[Diodes Incorporated]

	086-11SMRSM 	Coaxial Cable
	Mini-Circuits

	086-10SBSM 	Coaxial Cable
	Mini-Circuits

	047-6SMPR 	Coaxial Cable
	Mini-Circuits
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