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			 Related Part Number
	
					PART	Description	Maker
	CMPZ4615 CMPZ4616 CMPZ4614 CMPZ4617 CMPZ4618 	350mW LOW NOISE ZENER DIODE 5% TOLERANCE
VARISTOR, 1206 18VDC 0.4JVARISTOR, 1206 18VDC 0.4J; Voltage, varistor at 1mA:25.5V; Voltage, clamping max:42V; Voltage, clamping 8/20us max:40V; Energy, transient 10/1000us max:0.4J; Current, peak 8/20us max:150A; Voltage rating,
	Central Semiconductor Corp.

	EL2150 EL2150CS-T13 EL2150CS-T7 EL2150CW-T7 EL2150	Op Amp, Video, 125MHz, SR=275V/s, Low Power, Low Voltage, Single Supply, Clamping, 100mA Output, with High Speed Disable and Power-Down
125MHz Single Supply/ Clamping Op Amps
125MHz Single Supply, Clamping Op Amps 1 CHANNEL, VIDEO AMPLIFIER, PDSO5
125MHz Single Supply, Clamping Op Amps 1 CHANNEL, VIDEO AMPLIFIER, PDSO8
	INTERSIL[Intersil Corporation]
Intersil, Corp.

	SMS05 	Low clamping voltage
	Shanghai Leiditech Elec...

	BV03CL 	Low clamping voltage
	Shenzhen Bencent Electr...

	EL2250 EL2450 	Op Amp, Video, Dual 125MHz, SR=275V/s, Low Power, Low Voltage, Single Supply, Clamping, 100mA Output
Op Amp, Video, Quad 125MHz, SR=275V/s, Low Power, Low Voltage, Single Supply, Clamping, 100mA Output
	Intersil

	MPTE-36C 1N6381 1N6382 1N6380 MPTE-10 MPTE-10C MPT	1500 WATT LOW CLAMPING FACTOF TRANSIENT VOLTAGE SUPPRESSO
	New Jersey Semi-Conductor Products, Inc.
New Jersey Semi-Conduct...

	ZB4BA131 ZB4BC2 ZB4BK1213 ZB4BK1253 ZB4BP5 ZB4BT4 	DIODE TVS 8.0V 1500W UNI 5% SMC
LED SCHALTER HARMON PILZTASTE 40MM
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:320Vrms; Peak Surge Current @ 8/20uS:10000A; Clamping Voltage 8/20us Max  :840V; Capacitance, Cd:750pF; Package/Case:20mm Disc; Capacitance:750pF; Clamping Voltage Max, Vc:840V RoHS Compliant: No
VARISTOR MULTI ESD 42V MHS 0402
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:275Vrms; Voltage Rating DC, Vdc:350VDC; Peak Surge Current @ 8/20uS:1750A; Clamping Voltage 8/20
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:1000Vrms; Voltage Rating DC, Vdc:1200VDC; Peak Surge Current (8/20uS), Itm:4500A; Clamping
SUPPRESSOR SMT 0402 160V 12PF
LED SCHALTER HARMON BESCHRIFTET SCHWARZ
AVALANCHE DIODE ARRAY SP0503BAHT
Transient Surge Protection Thyristor; Current, It av:30A; Leaded Process Compatible:No; Package/Case:DO-2144AA; Peak Reflow Compatible (260 C):No; Repetitive Reverse Voltage Max, Vrrm:50V; Current Rating:30A RoHS Compliant: No
DIODE TVS 90V 1500W UNI 5% SMC
DIODE TVS 9.0V 1500W BI 5% SMC
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:130Vrms; Voltage Rating DC, Vdc:175VDC; Peak Surge Current (8/20uS), Itm:50000A; Clamping Voltage 8/20us Max  :340V; Capacitance, Cd:20000pF; Package/Case:60mm Disc
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:60Vrms; Voltage Rating DC, Vdc:81VDC; Peak Surge Current (8/20uS), Itm:4500A; Clamping Voltage 8/20us Max  :175V; Peak Energy (10/1000uS):20J; Capacitance, Cd:2000pF
Varistor; Voltage Rating AC, Vrms:60Vrms; Voltage Rating DC, Vdc:81VDC; Peak Surge Current (8/20uS), Itm:2500A; Clamping Voltage 8/20us Max  :165V; Peak Energy (10/1000uS):10J; Capacitance, Cd:900pF; Package/Case:10mm Disc
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:140Vrms; Voltage Rating DC, Vdc:180VDC; Peak Surge Current (8/20uS), Itm:10000A; Clamping Voltage 8/20us Max  :360V; Capacitance, Cd:1750pF; Package/Case:20mm Disc
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:10Vrms; Voltage Rating DC, Vdc:14VDC; Peak Surge Current (8/20uS), Itm:1000A; Clamping Voltage 8/20us Max  :36V; Peak Energy (10/1000uS):3.5J; Capacitance, Cd:11000pF
Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:10Vrms; Voltage Rating DC, Vdc:14VDC; Peak Surge Current @ 8/20uS:250A; Clamping Voltage 8/20us Max  :36V; Peak Energy (10/1000uS):0.8J; Capacitance, Cd:2000pF RoHS Compliant: Yes
LED SCHALTER HARMONY BUENDIG GELB
LED SCHALTER HARMONY BUENDIG BLAU
LED SCHALTER HARMONY 22MM 6 DIVER FARBEN
	

	HGTP14N40F3VL FN3407 	14A/ 400V N-Channel/ Logic Level Voltage Clamping IGBT
14A, 400V N-Channel, Logic Level Voltage Clamping IGBT
From old datasheet system
	INTERSIL[Intersil Corporation]

	BAS125-04 BAS125-05 BAS125-06 Q62702-D1316 BAS125 	Silicon Schottky Diodes (For low-loss, fast-recovery, meter protection, bias isolation and clamping applications) 2 ELEMENT, SILICON, SIGNAL DIODE
Circular Connector; Series:MS3106R; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Silicon Schottky Diodes (For low-loss fast-recovery meter protection bias isolation and clamping applications)
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	SDA4AK SDA2AK 	Bidirectional Clamping Diode Bidirektionale Begrenzer-Diode
Surface mount bidirectional Clamping Diodes
	Diotec Elektronische
DIOTEC[Diotec Semiconductor]

	BAS125-07 BAS125-07W BAS1257W Q62702-D1347 	Silicon Schottky Diode (For low-loss, fast-recovery, meter protection, bias isolation and clamping applications) 2 ELEMENT, SILICON, SIGNAL DIODE
Silicon Schottky Diode (For low-loss fast-recovery meter protection bias isolation and clamping applications)
From old datasheet system
	SIEMENS A G
SIEMENS AG
SIEMENS[Siemens Semiconductor Group]
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