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			G4P209NSS-L-LF - Supports 16 pairs of category 5 UTP cable 
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			 Related Part Number
	
					PART	Description	Maker
	GP5409S-1-LF 	Supports 16 pairs of category 5 UTP cable
	Bothhand USA, LP.

	G4P209NSS-L-LF 	Supports 16 pairs of category 5 UTP cable
	Bothhand USA, LP.

	GH5209-1-LF 	Supports 16 pairs of category 5 UTP cable
	Bothhand USA, LP.

	G4P109N-C-LF 	   Supports 16 pairs of category 5 UTP cable
	Bothhand USA, LP.

	MIC2211-WSBML MIC2211-1.8_3.3BML MIC2211-JYBML MIC	Dual UCap LDO in 3mm ??3mm MLF??/span>
Dual UCap LDO in 3mm 3mm MLF 双开普LDO稳压器采3mm】3mm的MLF
Dual UCap LDO in 3mm 3mm MLF DUAL OUTPUT, FIXED POSITIVE LDO REGULATOR, DSO10
CAP 220PF 50V 5% C0G SMD-0805 BULK SN100
CONNECTOR ACCESSORY
115 VAC, 8 CHANNEL CON IN TRAN
DIODE SWITCHING DUAL COMMON-ANODE 70V 250mA-Io 150mW 4ns-trr SOT-523 3K/REEL
Multiconductor UTP Data Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:Meets ANSI/TIA/EIA-568-B.2 Standards RoHS Compliant: Yes
Multiconductor UTP Data Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Approval Categories:Meets ANSI/TIA/EIA-568-B.2 Standards RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:CMP (Plenum) Rated; Features:Augmented Category 6; CMP (Plenum) Rated; Jacket Color:Yellow RoHS Compliant: Yes
Multiconductor Paired UTP Data Cable; Number of Conductors:8; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Number of Pairs:4 RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:CMP (Plenum) Rated; Features:Augmented Category 6; CMP (Plenum) Rated; Jacket Color:White RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:48; Conductor Size AWG:24; No. Strands x Strand Size:41 x 40; Jacket Material:Polyolefin; Shielding Material:Bare Copper Braid; Shielding Coverage:95%; Number of Pairs:24 RoHS Compliant: Yes
Dual UCap LDO in 3mm × 3mm MLF?/a>
Dual UCap LDO in 3mm  3mm MLF
Dual UCap LDO in 3mm 】 3mm MLF⑩
	MICREL INC
Micrel Semiconductor, Inc.
Micrel Semiconductor,Inc.
MICREL[Micrel Semiconductor]

	9741666643 9741686025 9741681004 	Supports Standard 2.5 Hard Disk Drive
Supports SATA Interface Hard Disk (Without DVD Driver)
Provides 10°C~20°C Extra Cooling For Any AEC-6811/ 6821/6831/ 6841 BOXER Series System
	AAEON Technology

	TCZT8020 	Matchable Pairs - Emitter and Detector
From old datasheet system
Matchable Pairs ? Emitter and Detector
	Vishay Telefunken
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	1-221265-0 1-221265-1 1-221265-2 1-221265-3 1-2212	PLUG, CATEGORY A, SERIES BNC
	Tyco Electronics

	VOL-5EFL-L-L0.5 VOL-5EFL-L-L1 VOL-5EFL-L-L10 VOL-5	Category 5e RJ45 Patch Cables
	3M Electronics

	CAT1321ZD2I-45TSSOP CAT1320 CAT1320JI-25SOIC CAT13	   Supervisory Circuits with I2C Serial 32K CMOS EEPROM
Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Features:Unshielded; Impedance:100ohm; Leaded Process Compatible:Yes; Outer Diameter:0.195" RoHS Compliant: Yes
THERMAL TRANSFER PRINTER LABELS 监控电路，带有I2C串行EEPROM中的CMOS 32K
640 x 480 pixel format, CCFL Backlight 监控电路，带有I2C串行EEPROM中的CMOS 32K
SCREWDRIVER, SLOT TRITON ESD 100SCREWDRIVER, SLOT TRITON ESD 100; Tip Size A x B:3 x 0.5mm; Tip size:3mm; Length, blade:100mm; Length, Inches:4"; Handle type:Static diss.; Tip Size:3 mm; Tip type:Parallel Slot 监控电路，带有I2C串行EEPROM中的CMOS 32K
Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Outer Diameter:0.195"; Temperature Max:75 C; Voltage Nom.:600V 监控电路，带有I2C串行EEPROM中的CMOS 32K
SCREWDRIVER, TRITON ESD PH NO.2SCREWDRIVER, TRITON ESD PH NO.2; Tip type:Phillips; Length, blade:100mm; Driver type:Phillips No 2; Handle type:Static diss.; Tip Size:No.2 监控电路，带有I2C串行EEPROM中的CMOS 32K
Supervisory Circuits with I2C Serial 32K CMOS EEPROM 监控电路，带有I2C串行EEPROM中的CMOS 32K
Miniature, 1W Isolated Regulated DC/DC Converters 12-SOP
CAP 0.01UF 50V 1% NP0(C0G) SMD-1812 TR-7 PLATED-NI/SN
4 PR #24 PP FR PVC
LED INGAN RA U-BLU CLR 470NM SMD
LED DOMED 5MM 590NM YEL 4LD SMD
SCREWDRIVER, POZI TRITON ESD NO.1SCREWDRIVER, POZI TRITON ESD NO.1; Tip type:Pozidriv; Length, blade:80mm; Driver type:Posidriv No1; Handle type:Static diss.; Tip Size:No.1
surface mount silicon Zener diodes
Belden Enhanced Category 5 Cable, AWG: 24, Length: 1000 feet, Features: Unshielded, four pair, solid bare copper conductor, blue flamarrest and PVC jacket with nylon ripcord
Xfmr Module 10/100 Mbps
Filter Module with Resistor Network
640 x 480 pixel format, CFL Backlight with power harness
Miniature, 1W Isolated Regulated DC/DC Converters 10-PDIP
2 PR #24 FEP FLMRST RoHS Compliant: Yes
Paired cable, 4 pairs, 24AWG, solid bare copper conductor, unshielded, FEP insulation material, Flamarrest jacket material, category 5E
	Air Cost Control
TE Connectivity, Ltd.
Advanced Analog Technology, Inc.
Newhaven Display International, Inc.
Bourns, Inc.
Ohmite Mfg. Co.
Altech, Corp.
Advanced Analogic Technologies, Inc.
Electronic Theatre Controls, Inc.
Analog Devices, Inc.
CATALYST[Catalyst Semiconductor]

	1590AD151000 1590A8771000 1590A 	Paired - Category 5e Unbonded-Pair Cable
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
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