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			 Related Part Number
	
					PART	Description	Maker
	SP6853S26RGB 	High-Voltage BiCMOS Process
	Stanson Technology

	2SC3645 	High-Voltage Switching Applications
Adoption of FBET Process High Breakdown Voltage (VCEO = 160V)
	TY Semicondutor
TY Semiconductor Co., Ltd

	UPD68000 UPD68000GA-XXX-9EU UPD68000GC-XXX-3BE UPD	0.6umBiCMOS Process Digital/Analog Mixed ASIC
0.35um BiCMOS cell-based ASIC
	NEC

	SR10100 SR1060 	10 Amp High Voltage SCHOTTKY BARRIER RECTIFIERS SUPERIOR METAL PROCESS
	First Components International
First Components Intern...

	EC2-6 EC2 EC2-12ND EC2-12NP EC2-12NU EC2-12NJ EC2-	High Insulation, High breakdown voltage, compact and lightweight, Surface mounting type
COMPACT AND LIGHTWEIGHT/ SMALL MOUNTING SIZE/ HIGH BREAKDOWN VOLTAGE
High Insulation/ High breakdown voltage/ compact and lightweight/ Surface mounting type
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:8; Input Channel Type:Differential; Data Interface:Serial; Package/Case:48-LQFP RoHS Compliant: Yes
CONNECTOR ACCESSORY
Film Capacitor; Capacitor Type:Suppression; Voltage Rating:100VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.022uF; Capacitance Tolerance: 10%; Lead Pitch:5.00mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
COMPACT AND LIGHTWEIGHT, SMALL MOUNTING SIZE, HIGH BREAKDOWN VOLTAGE 小巧轻盈，小安装尺寸，高击穿电压
	NEC Corp.
NEC, Corp.

	KM68B261A KM68B261A-6 KM68B261A-7 KM68B261A-8 	32K x 8 Bit High-Speed BiCMOS Static RAM
	Samsung semiconductor

	MB8299 	CMOS 288K-Bit High Speed BiCMOS SRAM
	Fujitsu

	EC2-12ND EC2-12SND EC2-24ND EC2-24SND EC2-3ND EC2-	High Insulation, High breakdown voltage, compact and lightweight, Surface mounting type 高绝缘，高击穿电压，结构紧凑，重量轻，表面安装型
Driver IC; Package/Case:24-SSOP; Supply Voltage Max:5.25V; Leaded Process Compatible:No; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No; Frequency:20GHz; Interface Type:Serial
	TE Connectivity, Ltd.
NEC, Corp.
NEC Corp.

	AM1S-0505S AM1S AM1S-1209S AM1S-0503S AM1S-1224S A	From old datasheet system
Voltage Regulator IC; Output Current:300mA; Output Voltage:1.8V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:1.8V
Voltage Regulator IC; Output Current:300mA; Output Voltage:3.3V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:3.3V
1 watt dc-dc converters 1瓦的DC - DC转换
Linear Voltage Regulator IC; Output Current Max:300mA; Supply Voltage Max:6V; Package/Case:8-MSOP; Current Rating:300mA; Leaded Process Compatible:No; Output Voltage Max:2.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Package/Case:8-MSOP; Output Current:300mA; Output Voltage:2.5V; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:2.5V RoHS Compliant: No
	Aimtec
ETC
Electronic Theatre Controls, Inc.

	ML4861CS-3 ML4861CS-6 ML4861CS-5 	SMPS CONTROLLER,VOLTAGE-MODE,BICMOS,SOP,8PIN,PLASTIC
From old datasheet system
	Micro Linear

	LD39080PT33-R LD39080PT25-R LD39080PU18R LD39080PU	Ultra low drop BICMOS voltage regulator
   Ultra low drop BICMOS voltage regulator
	STMicroelectronics
http://

	NCP700CMT45TBG 	200 mA, Ultra Low Noise, High PSRR, BiCMOS RF LDO Regulator
	ON Semiconductor
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