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			 Related Part Number
	
					PART	Description	Maker
	ATA6832 	High Temperature Triple Half-bridge Driver with SPI and PWM
	ATMEL Corporation

	AM2168-35DC AM2168-35PC AM2168-35LC AM2169-70/BRA 	Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C
Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
Single Cell High Current Micropower 600kHz Boost DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual High Efficiency, Low Noise, Synchronous Step-Down Switching Regulators
Single Cell Micropower 600kHz PWM DC/DC Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
x4 SRAM x4的SRAM
Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
Micropower High Efficiency 5V/12V Step-Up DC/DC Converter for Flash Memory; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	API Delevan

	TLE6208-3G TLE6208-3-G Q67006-A9334 	Smart Motorbridges   Driver ICs - Triple Half-Bridge
Triple-Half-Bridge
	INFINEON[Infineon Technologies AG]

	MM908E62108 	Integrated Quad Half-bridge and Triple High Side with Embedded MCU and LIN for High End Mirror
	Freescale Semiconductor, Inc

	MM908E622ACDWBR2 MM908E62208 	Integrated Quad Half-bridge, Triple High Side and EC Glass Driver with Embedded MCU and LIN for High End Mirror
	Freescale Semiconductor, Inc

	IS0-2100ARH-Q 	High Frequency Half Bridge Driver; Temperature Range: -55&deg;C to 125&deg;C; Package: Die (Military Visual) 1.5 A HALF BRDG BASED MOSFET DRIVER, UUC16
	Intersil, Corp.

	HF9313 	HALF-SIZE CRYSYAL CAN HIGH TEMPERATURE HERMETICALLY SEALED RELAY
	Hongfa Technology

	EMC1023 EMC1023-2-ACZL-TR EMC1023-1-ACZL-TR EMC102	DIGITAL TEMP SENSOR-SERIAL, 11BIT(s), 3Cel, SQUARE, SURFACE MOUNT 3 X 3 MM, 0.65 MM PITCH, MSOP-8
1°C Triple Temperature Sensor with Resistance Error Correction
1∑C Triple Temperature Sensor with Resistance Error Correction
1?? Triple Temperature Sensor with Resistance Error Correction
	SMSC, Corp.
SMSC[SMSC Corporation]

	ADV7123KSTZ140 ADV7123JSTZ240 ADV7123KSTZ50 ADV712	330 MHz Triple 10-Bit High Speed Video DAC; Package: LQFP; No of Pins: 48; Temperature Range: Commercial PARALLEL, WORD INPUT LOADING, 10-BIT DAC, PQFP48
CMOS, 330 MHz Triple 10-Bit High Speed Video DAC
   CMOS, 330 MHz Triple 10-Bit High Speed Video DAC
	Analog Devices, Inc.

	ISL89400ABZ ISL89401ABZ ISL89401AR3Z-T 	   100V, 1.25A Peak, High Frequency Half-Bridge Drivers
100V, 1.25A Peak, High Frequency Half-Bridge Drivers; Temperature Range: Full-Range Ind; Package: 9-DFN T&amp;R
	Intersil Corporation

	EFXLDM-TTL-300J EFXLDM-TTL-24J EFXLDM-TTL-24T EFXL	Low Power RTC with Battery Backed SRAM and Event Detection; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
Low Power RTC with 8 Bytes of Battery Backed SRAM and Separate FOUT; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-MSOP
Dual Channel Central Office ADSL2  Line Driver; Temperature Range: -40°C to 85°C; Package: 28-HTSSOP T&R
Real Time Clock/Calendar with EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
xDSL Differential Line Driver; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
Real Time Clock/Calendar with EEPROM; Temperature Range: -40°C to 85°C; Package: 8-TSSOP T&R
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-TSSOP
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
100V, 3A/4A Peak, High Frequency Half-Bridge Drivers; Temperature Range: Full-Range Ind; Package: 12-DFN
High Voltage Input Precision, Low Noise FGA™ Voltage References; Temperature Range: Full-Range Ind; Package: 8-SOIC T&R
Dual Channel Central Office ADSL2  Line Driver; Temperature Range: -40°C to 85°C; Package: 24-QFN T&R
Precision, Low Noise FGA™ Voltage References; Temperature Range: Full-Range Ind; Package: 6-SOT-23 T&R
100V, 3A/4A Peak, High Frequency Half-Bridge Drivers; Temperature Range: Full-Range Ind; Package: 8-SOIC
Precision 0.600V Low Voltage FGA™ References; Temperature Range: Power Supply; Package: 3-SOT-23 T&R
100V, 2A Peak, High Frequency Half-Bridge Drivers; Temperature Range: -40°C to 85°C; Package: 9-DFN
xDSL Differential Line Driver; Temperature Range: -40°C to 85°C; Package: 10-HMSOP T&R
Delay Line 延迟
	L-com, Inc.

	ATA6831C ATA6831C-PIQW 	Triple Half-bridge Driver with SPI and PWM
	ATMEL Corporation
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