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			 Related Part Number
	
					PART	Description	Maker
	EFLH20 EFFH16 EFTH16 EFTH20 EFLH16 	Center Tap
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-TSSOP
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
1µA,  3V to  5.5V, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40°C to 85°C; Package: 20-SSOP
8-Digit LED Microprocessor-Compatible Multiplexed Display Decoder Driver; Temperature Range: -40°C to 85°C; Package: 28-CerDIP
	Microsemi

	EF6805R2PTD EF6805R2PVD EF6805R3PVD 	57MHz, Wideband, Four Quadrant, Voltage Output Analog Multiplier; Temperature Range: -40°C to 85°C; Package: 16-SOIC
Precision Quad Comparators; Temperature Range: 0&degC to 70°C; Package: 16-SOIC
20MHz, High Slew Rate, Uncompensated, High Input Impedance, Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
100MHz, High Input Impedance, Very Wideband, Uncompensated Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
1 Microsecond Precision Sample and Hold Amplifier; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 8位微控制
	KEMET Corporation

	AM21L49-70LC AM21L49-70DC AM2149-70DC AM2149-70PC 	1.5A, 500kHz Step-Down Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
1.5A, 500kHz Step-Down Switching Regulators; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 100MHz Current Feedback Amplifiers; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
150MHz Video Multiplexers; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
150MHz, 250V/µs, AV>/=4 Operational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
4.5A, 500kHz Step-Down Switching Regulator; Package: DD PAK; No of Pins: 7; Temperature Range: -40°C to  85°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Supply RS232C Line Driver/Receiver(?????μ?o?RS232C ?o?????????¨???2???2??????)
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: -40°C to  85°C
250kHz Low Supply Current High Efficiency 1.5A Switching Regulator; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
17µA Max, Dual and Quad, Single Supply, Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
17µA Max, Dual and Quad, Single Supply, Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: -40°C to  85°C
1.1A, 35MHz Current Feedback Amplifier (CFA); Package: TO-220; No of Pins: 7; Temperature Range: 0°C to  70°C
Dual and Quad 45MHz, 400V/µs Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
28MHz, 12V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
Low Dropout Regulator; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  85°C
Precision Rail-to-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
250mA/60MHz Current Feedback Amplifier; Package: TO-220; No of Pins: 7; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大
Precision Reference; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x4的SRAM
x4 SRAM x4的SRAM
150MHz Video Multiplexers; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x4的SRAM
23MHz, 50V/&#181;s, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
250kHz Low Supply Current High Efficiency 1.5A Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C
	Advanced Micro Devices, Inc.
Rochester Electronics, LLC
TT electronics Semelab, Ltd.
Glenair, Inc.

	PIC18F452-E/L PIC18F442-E/L PIC18F452-I/L PIC18F44	High Performance, Enhanced FLASH Microcontrollers with 10-Bit A/D
3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
Micropower, Over-The-Top SOT-23, Rail-to-Rail Input and Output Op Amp; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
	Microchip Technology Inc.

	AM27512-3DC AM27512-3DCB AM27512-3DIB AM27512-4LEB	±250V Input Range G = 1, 10, Micropower, Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower, Dual and Quad, Single Supply, Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
	Hammond Manufacturing Co., Ltd.
Electronic Theatre Controls, Inc.

	EP20K30EFC324-3ES EP20K100TI144-3ES EP20K200FI484-	Monolithic 1A Step-Down Regulator with Low Quiescent Current; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 14-SOIC
White LED Driver with PWM Dimming; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R
High Input Voltage Charger; Temperature Range: -40°C to 85°C; Package: 8-DFN
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-TSSOP
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 14-SOIC
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-TSSOP
4-Channel Integrated LCD Supply with Dual VCOM Amplifiers; Temperature Range: -40°C to 85°C; Package: 48-QFN T&R
Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-FlatPack
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 36-PGA
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP
5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C; Package: 32-CerDIP
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-FlatPack
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-PLCC
RTC Module With CPU Supervisor
Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-PLCC
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 36-PGA
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CLCC
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-CLCC
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-PDIP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
Li-ion Battery Charger; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R 现场可编程门阵列（FPGA
FPGA FPGA
4-Channel Integrated LCD Supply; Temperature Range: -25&deg;C to 85&deg;C; Package: 36-QFN T&amp;R 现场可编程门阵列（FPGA
Dual Voltage Monitor with Intergrated CPU Supervisor 双电压监视器集成CPU监控
Field Programmable Gate Array (FPGA) 现场可编程门阵列（FPGA
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-TSSOP FPGA
Advanced 140MHz Triple Video Digitizer with Digital PLL; Temperature Range: -40&deg;C to 85&deg;C; Package: 128-MQFP 现场可编程门阵列（FPGA
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA
4-Channel Integrated LCD Supply with Dual VCOM Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 48-QFN T&amp;R
Digitally Controlled Potentiometer (XDCP&#153;), Terminal Voltage &#177;2.7V to &#177;5V, 128 Taps, Up/Down Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R
	Nihon Dempa Kogyo Co., Ltd.
Nippon Chemi-con, Corp.
Ecliptek, Corp.
Hynix Semiconductor, Inc.
Merrimac Industries, Inc.
Maxwell Technologies, Inc
Altera, Corp.

	AM27C020 AM27C020-255DCB AM27C020-255DI AM27C020-1	Dual/Quad Precision Zero-Drift Operational Amplifiers With Internal Capacitors; Package: SO; No of Pins: 18; Temperature Range: 0&deg;C to  70&deg;C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C
Ultralow Power Single/Dual Comparator with Reference; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
Single-Ended 8-Channel/ Differential 4-Channel Analog Multiplexer with SMBus Interface; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
8-Channel Analog Multiplexer with Cascadable Serial Interface; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
3.3V Low Power EIA/TIA-562 Transceiver; Package: PDIP; No of Pins: 18; Temperature Range: -40°C to  85°C
3.3V Low Power EIA/TIA-562 Transceiver; Package: PDIP; No of Pins: 18; Temperature Range: 0°C to  70°C
Single Chip 10-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: 0°C to  70°C
Rail-to-Rail, Very Low Noise Universal Dual Filter Building Block; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
12-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C
14-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
1, 2, 6 and 8 Channel, 10-Bit Serial I/O Data Acquisition Systems; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 300ksps Sampling A/D Converters with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Dual/Quad Precision Zero-Drift Operational Amplifiers With Internal Capacitors; Package: SO; No of Pins: 18; Temperature Range: 0°C to  70°C
High Performance Switched Capacitor Universal Filter; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition Systems; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
IC,EPROM,256KX8,CMOS,DIP,32PIN,CERAMIC
	amd

	EDI88128LP100ZI EDI88130LP100ZI EDI88130C/LP-C EDI	400MHz Slew Enhanced VFA; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
30MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
Single 300MHz Current Feedback Amplifier with Enable; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
700MHz Slew Enhanced VFA; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
400MHz Slew Enhanced VFA; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
700MHz Slew Enhanced VFA; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
60MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40°C to 85°C; Package: 8-HMSOP T&R
30MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Single 200MHz Fixed Gain Amplifier with Enable; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
400MHz Slew Enhanced VFA; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC x8的SRAM
Single 200MHz Fixed Gain Amplifier with Enable; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R x8的SRAM
Single 200MHz Fixed Gain Amplifier with Enable; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R x8的SRAM
128Kx8 Monolithic SRAM(CMOS28Kx8单片静态RAM（存取时5ns 128Kx8单片的SRAM（的CMOS 128Kx8单片静态随机存储器（存取时5ns））
700MHz Slew Enhanced VFA; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R x8的SRAM
128K X 8 STANDARD SRAM, 85 ns, CDSO32
128Kx8 Monolithic SRAM(CMOS锛?28Kx8??????RAM锛???????5ns锛?
	Bourns, Inc.
Cypress Semiconductor, Corp.
Electronic Theatre Controls, Inc.
Sanyo Electric Co., Ltd.

	EL515-3-1 EL515-3-15 EL515-3-10 EL515-3-0.5 EL515-	Logic IC
1.2A Low Quiescent Current 1.6MHz High Efficiency Synchronous Buck Regulator; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
Li-ion/Li Polymer Battery Charger; Temperature Range: See Datasheet; Package: 10-DFN T&R
Multiphase PWM Regulator for IMVP-6.5™ Mobile CPUs; Temperature Range: Hi-Temp Comm; Package: 40-TQFN
Li-ion/Li Polymer Linear Battery Charger; Temperature Range: 0&degC to 70°C; Package: 16-QFN T&R
Li-ion/Li Polymer Battery Charger; Temperature Range: See Datasheet; Package: 16-QFN T&R
Multiphase PWM Regulator for IMVP-6.5™ Mobile CPUs; Temperature Range: Hi-Temp Comm; Package: 48-TQFN
Multiphase PWM Regulator for IMVP-6.5&#153; Mobile CPUs; Temperature Range: Hi-Temp Comm; Package: 40-TQFN 逻辑IC
	Semtech, Corp.

	AM27C800-120DC AM27C800-120DCB AM27C800-120DE AM27	Hot Swappable 2-Wire Bus Buffers; Package: MSOP; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8/x16存储
x8/x16 EPROM x8/x16存储
Dual Hot Swap Controller/Power Sequencer with Dual Speed, Dual Level Fault Protection; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C x8/x16存储
-48V Hot Swap Controller with Sequencer; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C x8/x16存储
Power over Ethernet IEEE 802.3af PD Interface with Integrated Switching Regulator; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C x8/x16存储
Negative Voltage Hot Swap Controllers; Package: MSOP; No of Pins: 10; Temperature Range: 0&deg;C to  70&deg;C x8/x16存储
x8/x16EPROM			

	Advanced Micro Devices, Inc.
Molex, Inc.
Rochester Electronics, LLC
3M Company
Macronix International Co., Ltd.
Analog Integrations, Corp.
Analog Devices, Inc.

	AM27C080-150/BXA AM27C080-200JI AM27C080-150JI AM2	16-Bit, 100ksps, Sampling ADC; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Dual-Channel Hot Swap Controller/Power Sequencer; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
16-Bit Parallel Low Glitch Multiplying DAC with 4-Quadrant Resistors; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
16-Bit Parallel Low Glitch Multiplying DAC with 4-Quadrant Resistors; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
Dual-Channel Hot Swap Controller/Power Sequencer; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
16-Bit Parallel Low Glitch Multiplying DAC with 4-Quadrant Resistors; Package: PDIP; No of Pins: 28; Temperature Range: -40°C to  85°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
16-Bit Byte Wide, Low Glitch Multiplying DAC with 4-Quadrant Resistors; Package: SSOP; No of Pins: 24; Temperature Range: -40°C to  85°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
8-Channel, Micropower Sampling 12-Bit Serial I/O A/D Converter; Package: SSOP; No of Pins: 24; Temperature Range: -40°C to  85°C
Parallel 16-Bit Rail-to-Rail Micropower DAC; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Low Glitch 16-Bit Voltage Output DAC; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
16-Bit, 100ksps, Sampling ADC; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
Low Glitch 16-Bit Voltage Output DAC; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Ultralow Power, Dual 10-Bit DAC in MSOP; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
16-Bit, 100ksps, Sampling ADC; Package: SO; No of Pins: 28; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
16-Bit Parallel Low Glitch Multiplying DAC with 4-Quadrant Resistors; Package: SSOP; No of Pins: 28; Temperature Range: -40&deg;C to  85&deg;C x8存储
Monolithic Synchronous Step-Down Switching Regulator; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
16-Bit, 100ksps, Sampling ADC; Package: SSOP; No of Pins: 28; Temperature Range: -40&deg;C to  85&deg;C x8存储
	Analog Devices, Inc.
Advanced Micro Devices, Inc.
Coilcraft, Inc.
Magnecraft
Atmel, Corp.
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