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	DFE201208S-2R2M-18 	Rated current (Isat) is specified when the decrease of the initial inductance value at 30%
	Murata Manufacturing Co...

	DFE201208S-R47M 	Rated current (Isat) is specified when the decrease of the initial inductance value at 30%
	Murata Manufacturing Co...

	DFE201208S-R47M-18 	Rated current (Isat) is specified when the decrease of the initial inductance value at 30%
	Murata Manufacturing Co...

	DFE201610P-R47M-18 	Rated current (Isat) is specified when the decrease of the initial inductance value at 30%
	Murata Manufacturing Co...

	1239AS-H-3R3M-18 	Rated current (Isat) is specified when the decrease of the initial inductance value at 30%
	Murata Manufacturing Co...

	B82500-C-A10 B82500-C-A2 B82500-C-A8 B82500-C-A5 	VHF chokes with ferrite core Rated voltage 250 V dc/ac Rated current 0,2 to 2 A Rated inductance 120 to 3900 mH
	EPCOS AG

	B82500-C-A8 B82500 B82500-C-A10 B82500-C-A2 B82500	VHF chokes with ferrite core Rated voltage 250 V dc/ac Rated current 0,2 to 2 A Rated inductance 120 to 3900 mH
	EPCOS[EPCOS]

	C62122-A132-B91 B84111-A-A10 B84111-A-A110 B84111-	SIFI-A for normal insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 1 A to 20 A
	EPCOS[EPCOS]

	C62122-A132-B94 B84114-D-A10 B84114-D-A110 B84114-	SIFI-D for high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 1 A to 10 A
	EPCOS[EPCOS]

	B84142-B8-R B84142-B12-R B84142-B16-R 	Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 8 A to 25 A
	EPCOS[EPCOS]
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