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			 Related Part Number
	
					PART	Description	Maker
	5PNR-3538Z 332PN-3489Z 332PN-3490Z 332PN-3491Z 332	Variable Coils
Inductance Range(uH) = 56.0
Inductance Range(uH) = 82.0
Inductance Range(uH) = 120.0
Inductance Range(uH) = 470.0
	http://
TOKO Inc.
TOKO[TOKO, Inc]
TOKO, Inc.

	PM105SB-470L-RC 	Power Inductor; Series:PM105SB; Inductance:47uH; Inductance Tolerance: /- 15 %; Self Resonant Frequency:11MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:1A; DC Resistance Max:0.14ohm
	BOURNS INC

	PM54-330L-RC BOURNSINC-PM54-470L-RC 	Power Inductor; Series:PM54; Inductance:33uH; Inductance Tolerance: /- 15 %; Self Resonant Frequency:16MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:880mA; Leaded Process Compatible:Yes
	BOURNS INC

	BOURNSINC-PM40-390K PM40-1R8K PM40-120K PM40-271K 	Ferrite Bead Inductor; Series:PM40; Inductance:1.8uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:60MHz; Terminal Type:PCB Surface Mount; Core Material:Powdered Iron; Current Rating:390mA
Ferrite Bead Inductor; Series:PM40; Inductance:12uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:18MHz; Terminal Type:PCB Surface Mount; Core Material:Powdered Iron; Current Rating:225mA
Ferrite Bead Inductor; Series:PM40; Inductance:270uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:3MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:92mA
Ferrite Bead Inductor; Series:PM40; Inductance:120uH; Inductance Tolerance: /- 10 %; Q Factor:40; Self Resonant Frequency:6MHz; Terminal Type:PCB Surface Mount; Core Material:Powdered Iron; Current Rating:110mA
Ferrite Bead Inductor; Series:PM40; Inductance:1.5uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:70MHz; Terminal Type:PCB Surface Mount; Core Material:Powdered Iron; Current Rating:410mA
Ferrite Bead Inductor; Series:PM40; Inductance:680nH; Inductance Tolerance: /- 20 %; Q Factor:30; Self Resonant Frequency:160MHz; Terminal Type:PCB Surface Mount; Current Rating:450mA; Leaded Process Compatible:No
1 ELEMENT, 0.27 uH, GENERAL PURPOSE INDUCTOR, SMD
	BOURNS INC

	VN2210 VN2210N2 VN2210N3 	INDUCTOR, 1812 CASE, 1000UH; Inductor type:Wirewound; Inductance:1000uH; Tolerance, inductance: /-10%; Resistance:30R; Current, DC max:70mA
N-Channel Enhancement-Mode Vertical DMOS FETs
	Supertex, Inc.
SUTEX[Supertex, Inc]

	PM3316-150M 	Inductor; Series:PM3316; Inductance:15uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:3.1A; Leaded Process Compatible:No; Mounting Type:Surface Mount; Packaging:Tape And Reel
	BOURNS INC

	5800-123-RC 5800-102-RC 5800-152-RC 5800-121-RC 58	High I , Axial Choke 1 ELEMENT, 12000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
RF Choke; Series:5800; Inductance:1mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.2A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:2.3ohm
RF Choke; Series:5800; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.158A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:3.45ohm
RF Choke; Series:5800; Inductance:120uH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.508A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:0.283ohm
VW-1 rated shrink tubing to cover winding
	Bourns, Inc.
BOURNS INC
Bourns Electronic Solutions
Bourns Electronic Solut...

	BU-65178P3 BU-65XXX BU-61588G3 BU-61588P0 BU-61588	TRI N PLUG F 4-28
Multipole Connector
Inductor; Series:PM105SB; Inductance:330uH; Inductance Tolerance: /- 10 %; Self Resonant Frequency:4MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:0.37A; DC Resistance Max:1.2ohm
MINIATURE ADVANCED COMMUNICATION ENGINE (MINI-ACE) AND MINI-ACE PLUS
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]

	PM0805-2N2M PM0805-R39K 	SMD Inductor; Series:PM0805; Inductance:2.2nH; Inductance Tolerance: /- 20 %; Q Factor:15; Self Resonant Frequency:6GHz; Package/Case:0805; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:600mA
SMD Inductor; Series:PM0805; Inductance:390nH; Inductance Tolerance: /- 10 %; Q Factor:40; Self Resonant Frequency:700MHz; Package/Case:0805; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:200mA
	BOURNS INC

	1130-6R8M 1130-560K 1130-1R0M 	Leaded Choke; Series:1130; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.004ohm; Leaded Process Compatible:No
1 ELEMENT, 56 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Leaded Choke; Series:1130; Inductance:1uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:No
	BOURNS INC

	2316-H 2305-H 	INDUCTOR TORD HI AMP 220UH HORZ 1 ELEMENT, 220 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:22uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:16.4A; DC Resistance Max:0.007ohm; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	3M Company
BOURNS INC
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