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			 Related Part Number
	
					PART	Description	Maker
	HM1-65789F-5 HM1-65789H-5 HM1-65789K-5 HM1-65789K-	HID head lamp valve socket; HRS No: 765-0023-9 00; Operating Temperature Range (degrees C): -55 to 140; Generic Name: HID Lamp; General Description: Accessory; Shield clamp
ECU interface connectors; HRS No: 757-0016-9 00; Operating Temperature Range (degrees C): -30 to 105; General Description: Accessory; Retainer
ECU interface connectors; HRS No: 757-0011-5 00; Operating Temperature Range (degrees C): -30 to 105; General Description: Accessory; Retainer
JIS C 5432 standard connectors, Small and lightweight interface; HRS No: 114-0053-8 71; Shell Size (dia): 13; Operating Temperature Range (degrees C): -25 to 85; General Description: Accessory; Receptacle cap; Screw lock
x4 SRAM x4的SRAM
	Electronic Theatre Controls, Inc.

	DN6848TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100C, Operating in Alternative Magnetic Field)
	Panasonic

	GRM0335C1H101JA01 GRM0335C1H101GA01 	Operating temperature range
	Murata Manufacturing Co...

	HMA72-12R50LF HMA72-12R56LF HM72A-064R7LFTR13 HM72	Operating Temperature Range
	List of Unclassifed Manufacturers
List of Unclassifed Manufac...
List of Unclassifed Man...

	AS4C128M32MD2-18BCN AS4C128M32MD2-18BIN 	Operating case temperature range
	Alliance Semiconductor ...

	BCC BCC400PS03 BCC200PS12 BCC400PS07 BCC400PS12 BC	Wide Operating Temperature Range
	XP Power Limited

	AA-0720-10T 	This filter is the same as the AA-0720 10 except that it has a wider operating temperature range.
	JMK Inc.

	OCO-M36AH OCO-M36AH12 OCO-M36AH5 	Through hole OCXO HCMOS Wide operating temperature range: -40 up to  85 °C
	QUARTZCOM the communications company

	HKE65SC13D-3 HKE65SC03D-3 HKE65SC03C-4 HKE65SC103C	Right angle, Two-piece for fine coaxial cable, Discrete wire connectors; HRS No: 687-1700-0 00; No. of Positions: 20; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Pull tab
Internal power supply connectors (C-UL, TUV), Discrete wire connectors; HRS No: 680-1212-1 00; No. of Positions: 5; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Retainer 8位微处理
8-Bit Microprocessor 8位微处理
Board-to-board stacking height of 1.5mm, Board-to-FPC, Two-piece connector; HRS No: 688-0809-0 92; Contact Mating Area Plating: Gold 8位微处理
Internal power supply connectors (C-UL, TUV), Discrete wire connectors; HRS No: 680-1209-7 00; No. of Positions: 2; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Retainer 8位微处理
Internal power supply connectors (C-UL, TUV), Discrete wire connectors; HRS No: 680-1211-9 00; No. of Positions: 4; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Retainer 8位微处理
Board-to-board stacking height of 1.5mm, Board-to-FPC, Two-piece connector; HRS No: 688-0507-0 61; Contact Mating Area Plating: Gold 8位微处理
Internal power supply connectors (C-UL, TUV), Discrete wire connectors; HRS No: 680-1203-0 00; No. of Positions: 5; Current Rating(Amps)(Max.): 15; Operating Temperature Range (degrees C): -35 to 85; General Description: Accessory; Retainer 8位微处理
	TE Connectivity, Ltd.
RECOM Electronic GmbH
Bourns, Inc.
Molex, Inc.
HIROSE ELECTRIC Co., Ltd.
Vishay Semiconductors
Microsemi, Corp.
Sullins Connector Solutions, Inc.
Glenair, Inc.
Amphenol, Corp.

	GRM0222C1E180GA02 GRM0225C1H170GA02 	   Temperature characteristics (complied standard)
Operating temperature range
	Murata Manufacturing Co...

	LTC1778EGN-1PBF LTC1778EGNPBF 	Wide Operating Range, No RSENSE Step-Down Controller; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C 2 A SWITCHING CONTROLLER, PDSO16
	Linear Technology, Corp.
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