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			G2RV-SR500-APDC12 - Global standard size, low profile slim (6.2 mm width) I/O relays 



		
			
					
						
						



					
				
					 		
	Part No.	G2RV-SR500-APDC12 G2RV-SR700-APDC12 G2RV-SR700/500-APDC12V G3RV-202SLDC48 G3RV-D03SLDC48 G3RV-SR700/500-DAC230V P2RVC-8-O-7-1   

	Description	Global standard size, low profile slim (6.2 mm width) I/O relays 
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			 Related Part Number
	
					PART	Description	Maker
	85513-5011 85513-5012 	VERT. LOW PROF TRUE SMT JACK 6/4 22 RE 4 CONTACT(S), FEMALE, STRAIGHT TELECOM AND DATACOM CONNECTOR, SURFACE MOUNT, JACK
VERT. LOW PROF TRUE SMT JACK 4/4 22 INCH
	Molex, Inc.
MOLEX INC

	XE5692H 	Half-Size, Low-Cost Global Embedded Modem
	ETC[ETC]

	TDA8296 TDA8296HN 	Digital global standard low IF demodulator for analog TV and FM radio MODEM-DEMODULATOR, PQCC40
	NXP Semiconductors N.V.

	HM3-65787M-2 HM3-65787M-5 HM3-65787M-8 HM3-65787 H	HIGH SPEED CMOS SRAM 高速CMOS的SRAM
Global Limit Switches Series GLS: Side Rotary With Roller - Standard, 1NC 1NO SPDT Snap Action, PG13.5
Global Limit Switches Series GLS: Top Plunger, 1NC 1NO SPDT Snap Action, PG13.5
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
http://

	S-GOLD3H 	Presentation of Prof. Dr. Hermann Eul on the occation of a press briefing on February 10 in Munich
	Infineon

	EC75X 	Standard size
	EPCOS

	97C08SRT 	Half the Size of Standard DIP Switches
	Grayhill, Inc

	AIA-50L1-12-05-1-ZB AIA-50L1-24-16-1-ZB AIA-50L1-2	BACKSHELL 5015 SIZE 12
BACKSHELL 5015 SIZE 24
BACKSHELL 62GB SIZE 8
Low-Voltage, SOT23, µP Supervisors with Power-Fail In/Out, Manual Reset, and Watchdog Timer
PLUG GROMMET 5 WAY 62GB
BACKSHELL 5015 SIZE 28
BACKSHELL 5015 SIZE 14
BACKSHELL 5015 SIZE 18
PLUG GROMMET 6 WAY 62GB
PLUG GROMMET 32 WAY 62GB
PLUG GROMMET 10 WAY 62GB
PLUG GROMMET 3 WAY 62GB
PLUG GROMMET 08 WAY 62GB
PLUG GROMMET 26 WAY 62GB
DUST CAP SIZE 16 62GB
DUST CAP SIZE 08 62GB
PLUG GROMMET 19 WAY 62GB
Low-Voltage, SOT23, &#181;P Supervisors with Power-Fail In/Out, Manual Reset, and Watchdog Timer 防尘盖尺10 62GB
BACKSHELL 5015 SIZE 22 后壳5015尺寸22
BACKSHELL 62GB SIZE 10 后壳62GB尺寸10
BACKSHELL 62GB SIZE 12 后壳62GB尺寸12
BACKSHELL 62GB SIZE 14 后壳62GB尺寸14
BACKSHELL 62GB SIZE 16 后壳62GB尺寸16
BACKSHELL 62GB SIZE 18 后壳62GB尺寸18
Low-Voltage, SOT23, &#181;P Supervisors with Power-Fail In/Out, Manual Reset, and Watchdog Timer 插座垫圈5未来2GB
	Grayhill, Inc.
Cinch Connectors
TE Connectivity, Ltd.
Amphenol, Corp.

	S303 S49 S425 S335 S308 S331 S305 S302 S333 S429 S	Medium/High Capacity Standard Size Toggles
	Nihon Kaiheiki Industry...
Nihon Kaiheiki Industry Co. Ltd.

	MSM8V512CB-020/48D 	512K X 8 STANDARD SRAM, 20 ns, PBGA48 10 X 8 X 1.4 MM, CHIP SIZE, BGA-48
	Lattice Semiconductor, Corp.

	SFA801G SFA807G SFA806G SFA804G SFA803G SFA808G SF	JIS C 5432 standard waterproof connectors; HRS No: 114-2059-5 71; Shell Size (dia): 21; Applicable Cable: Cable outer dia.f10; Operating Temperature Range (degrees C): -25 to 85; General Description: Standard cable clamp 8.0安培。玻璃钝化超快速整流器
8.0 AMPS. Glass Passivated Super Fast Rectifiers
	Taiwan Semiconductor Co., Ltd.
TSC[Taiwan Semiconductor Company, Ltd]
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