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			 Related Part Number
	
					PART	Description	Maker
	T530D337M006ATE010 	   Tantalum, Polymer Tantalum, Multi-Anode, T530, 330 uF, 20%, 6.3 V, 7343, SMD, Polymer, Molded, Multiple Anodes, Low ESR, 10mOhms, Height Max = 3.1mm
	Kemet Corporation

	T530D227M006ATE006 	   Tantalum, Polymer Tantalum, Multi-Anode, T530, 220 uF, 20%, 6.3 V, 7343, SMD, Polymer, Molded, Multiple Anodes, Low ESR, 6mOhms, Height Max = 3.1mm
	Kemet Corporation

	T543B107M010ATE150 	   Tantalum, Polymer Tantalum, COTS, T543_COTS, 100 uF, 20%, 10 V, 3528, SMD, Polymer, Molded, COTS, Up Screening, N/A, 150 mOhms, Height Max = 2.1mm
	Kemet Corporation

	T543B227K006ATE035 	   Tantalum, Polymer Tantalum, COTS, T543_COTS, 220 uF, 10%, 6.3 V, 3528, SMD, Polymer, Molded, COTS, Up Screening, N/A, 35mOhms, Height Max = 2.1mm
	Kemet Corporation

	T541X227M016AH6710 	Tantalum, Polymer Tantalum, COTS Multi-Anode, T541_COTS, 220 uF, 20%, 16 V, 7343, SMD, Polymer, Molded, COTS, Multi-Anode, Low ESR, N/A, 40 mOhms, Height Max = 4.3mm
	Kemet Corporation

	T541X477M006AH6710 T541X477M006AH6710-17 	Tantalum, Polymer Tantalum, COTS Multi-Anode, T541_COTS, 470 uF, 20%, 6.3 V, 7343, SMD, Polymer, Molded, COTS, Multi-Anode, Low ESR, N/A, 10 mOhms, Height Max = 4.3mm
	Kemet Corporation

	NTP107M2.5TRA100F NTP108M2.5TRD12F NTP687M2.5TRD12	CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 100 uF, SURFACE MOUNT, 1206 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 1000 uF, SURFACE MOUNT, 2917 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 680 uF, SURFACE MOUNT, 2916 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 1000 uF, SURFACE MOUNT, 2916 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 330 uF, SURFACE MOUNT, 2916 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 330 uF, SURFACE MOUNT, 1411 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 330 uF, SURFACE MOUNT, 2412 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 2.5 V, 33 uF, SURFACE MOUNT, 1206 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 6.3 V, 33 uF, SURFACE MOUNT, 1411 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 6.3 V, 4.7 uF, SURFACE MOUNT, 0805 CHIP, ROHS COMPLIANT
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 6.3 V, 3.3 uF, SURFACE MOUNT, 0603 CHIP, ROHS COMPLIANT
	NIC Components, Corp.

	T356E106K025AT7301 	Tantalum, MnO2 Tantalum, Commercial Grade, T356, 10 uF, 10%, 25 V, Radial, Solid Tantalum, Conformal, Dipped, Lead Spacing = 5.08mm
	Kemet Corporation

	135D306X0006C2 135D206X0010C2 135D476X0010C2 135D1	Wet Tantalum Capacitors, Axial, Tantalum-Case with Glass-to-Tantalum Hermetic Seal, for - 55°C to   200°C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55?? to   200?? Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55∑C to   200∑C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55隆?C to   200隆?C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55掳C to   200掳C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55°C to   200°C Operation
	VISAY[Vishay Siliconix]

	T350A105K035AT 	   Tantalum, MnO2 Tantalum, Commercial Grade, T350, 1 uF, 10%, 35 V, Radial, Solid Tantalum, Conformal, Dipped, Lead Spacing =2.54mm
	Kemet Corporation
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