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			1344199 - Tinned copper conductor, semi-rigid PVC insulation 



		
			
					
						
						[image: 1344199_9072891.PDF Datasheet]



					
				
					 		
	Part No.	1344199   

	Description	Tinned copper conductor, semi-rigid PVC insulation 
 

	File Size	85.01K  / 
						2 Page	 
	

						Maker	
						

						 List of Unclassifed Man... 
  
						










	
						
						




						

	Homepage	
						
	Download	[ 
						1344199  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						1344199  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[1344199  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for 1344199 ] 


					[ Price & Availability of 1344199 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Tinned copper conductor, semi-rigid PVC insulation   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	9985010100 99850101000 99850131000 	Tinned copper conductor, semi-rigid PVC insulation
	List of Unclassifed Man...

	1344194 	Tinned copper conductor, PVC insulation.
	List of Unclassifed Man...

	1346228 	Tinned copper conductor, PVC insulation
	List of Unclassifed Man...

	85000011000 85000041000 85000061000 85000081000 85	Tinned copper conductor, PVC insulation
	List of Unclassifed Man...

	1344169 8899009100 88990021000 8899002U1000 889900	Tinned copper conductor, rubber insulated.
	List of Unclassifed Man...

	PE-SR402TN-STRAIGHT 	   RG402 Tinned Coax Cable with Tinned Copper Outer Conductor
	Pasternack Enterprises,...

	11825-808 11825-818 FS6322-05 	Paired Cable; Number of Conductors:8; Conductor Size AWG:20; No. Strands x Strand Size:26 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:52ohm; Temperature Max:90 C; Voltage Nom.:300V RoHS Compliant: Yes
Multiconductor Dual-Channel Audio Cable; Number of Conductors:2; Conductor Size AWG:25; No. Strands x Strand Size:7 x 38; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90% RoHS Compliant: Yes
Three-PLL Clock Generator IC
	AMI Semiconductor
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	1346742 	20 AWG stranded (19x32) .037 tinned copper conductor, foam FEP insulation
	List of Unclassifed Man...

	9221010100 9221010U500 9221010500 	30 AWG stranded (7x38) .012 tinned copper conductor, foam HDPE insulation
	List of Unclassifed Man...

	1344176 	Tinned copper conductor, PVC insulation. Covers insulated wire for internal wiring of meters
	List of Unclassifed Man...

	C8102 	Tinned Copper conductor, FEP Insulation, conductors cabled and Plenum-PVC Jacketed Plenum Cable
	General Cable Technologies Corporation

	M48T212Y-85MH6 M48T212Y-85MH1TR M48T212Y-70MH1 M48	Shielded Multiconductor Cable; Number of Conductors:7; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:7; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Temperature Max:80 C RoHS Compliant: Yes
5V/3.3V TIMEKEEPER[ CONTROLLER 5V/3.3V计时[控制
	意法半导
STMicroelectronics N.V.
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