

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						PUMB1			2K151512			ANS1N45			HCF4075B			DMC162			SHF1406			PN3055			04598			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			C1812X104KCRACAUTO - SMD Auto X7R HV Flex, Ceramic, 0.1 uF, 10%, 500 V, X7R, SMD, MLCC, FT-CAP, Automotive Grade, 1812 
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			 Related Part Number
	
					PART	Description	Maker
	C1206X104K1RACAUTO 	SMD Auto X7R Flex, Ceramic, 0.1 uF, 10%, 100 VDC, X7R, SMD, MLCC, FT-CAP, Automotive Grade, 1206
	Kemet Corporation

	C1206X102K5RACAUTO 	SMD Auto X7R Flex, Ceramic, 1000 pF, 10%, 50 VDC, X7R, SMD, MLCC, FT-CAP, Automotive Grade, 1206
	Kemet Corporation

	C1812X334KCRACAUTO 	   SMD Auto X7R HV Flex, Ceramic, 0.33 uF, 10%, 500 V, X7R, SMD, MLCC, FT-CAP, Automotive Grade, 1812
	Kemet Corporation

	C0603C822K5RACAUTO 	SMD Auto X7R, Ceramic, 8200 pF, 10%, 50 VDC, X7R, SMD, MLCC, Temperature Stable, Automotive Grade, 0603
	Kemet Corporation

	C1206C102KARACAUTO 	SMD Auto X7R, Ceramic, 1000 pF, 10%, 250 V, X7R, SMD, MLCC, Temperature Stable, Automotive Grade, 1206
	Kemet Corporation

	C0805C475J8RACAUTO 	Ceramic, SMD Auto X7R, 4.7 uF, 5%, 10 V, 0805, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0805C475K9RACAUTO 	Ceramic, SMD Auto X7R, 4.7 uF, 10%, 6.3 V, 0805, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C0805X474K5RACAUTO-17 	Ceramic, AUTO-FlexTerm-(CxxxxX-AUTO), 0.47 uF, 10%, 50 V, 0805, X7R, SMD, MLCC, FT-CAP, Automotive Grade
	Kemet Corporation

	C1206C224K5RACAUTO 	Ceramic, AUTO-(CxxxxC-AUTO), 0.22 uF, 10%, 50 V, 1206, X7R, SMD, MLCC, Temperature Stable, Automotive Grade
	Kemet Corporation

	C1210X475M5RACAUTO-17 	Ceramic, AUTO-FlexTerm-(CxxxxX-AUTO), 4.7 uF, 20%, 50 V, 1210, X7R, SMD, MLCC, FT-CAP, Automotive Grade
	Kemet Corporation
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