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	Part: ES8380
	Maker: ESS
	Pack: QFP
	Stock: Reserved
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			 Related Part Number
	
					PART	Description	Maker
	MAX98091 	Ultra-Low Power Stereo Audio Codec
	Maxim Integrated Products

	UDA1340 UDA1340M 	Low-voltage low-power stereo audio CODEC with DSP features
	PHILIPS[Philips Semiconductors]

	UDA1340 UDA1340M 	Low-voltage low-power stereo audio CODEC with DSP features
	NXP Semiconductors

	ADAU1361BCPZ 	Stereo, Low Power, 96 kHz, 24-Bit Audio Codec with Integrated PLL
	Analog Devices

	MAX9880AETMT MAX9880ETM MAX9880ETMT MAX9880EVKIT 	High-Performance, Low-Power, Dual I2S, Stereo Audio Codec
	MAXIM - Dallas Semiconductor

	STW5095T STW5095 	Low Power Asynchronous Stereo Audio Codec with Integrated Power Amplifiers
	STMICROELECTRONICS[STMicroelectronics]

	ADAU1461 ADAU1461WBCPZ ADAU1461WBCPZ-RL ADAU1461WB	SigmaDSP Stereo, Low Power, 96 kHz, 24-Bit Audio Codec with Integrated PLL
	Analog Devices

	STW5094ADLF STW5094ADTLF STW5094A STW5094AD STW509	18-bit Low Power Asynchronous Stereo Audio DAC with Integrated Power Amplifiers and Voice Codec
	STMicroelectronics

	STW5095 	   Low Power Asynchronous Stereo Audio Codec with Integrated Power Amplifiers
	STMicroelectronics

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]

	WM8960GEFL/RV WM8960GEFL/V 	Stereo CODEC with 1W Stereo Class D Speaker Drivers and Headphone Drivers for Portable Audio Applications
	Wolfson Microelectronics plc

	WM8960 	Stereo CODEC with 1W Stereo Class D Speaker Drivers and Headphone Drivers for Portable Audio Applications
	Wolfson Microelectronics plc
Wolfson Microelectronic...
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