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			 Related Part Number
	
					PART	Description	Maker
	1030A 1030A0061000 	16 AWG pairs stranded (7x24) bare copper conductors, twisted pairs, overall Beldfoil shield
	List of Unclassifed Man...

	1189A0101000 1189A0105000 1189A0091000 1189A290100	18 AWG solid .040 bare copper-covered steel conductor, gas-injected foam polyethylene insulation
	List of Unclassifed Man...

	MIC2211-WSBML MIC2211-1.8_3.3BML MIC2211-JYBML MIC	Dual UCap LDO in 3mm ??3mm MLF??/span>
Dual UCap LDO in 3mm 3mm MLF 双开普LDO稳压器采3mm】3mm的MLF
Dual UCap LDO in 3mm 3mm MLF DUAL OUTPUT, FIXED POSITIVE LDO REGULATOR, DSO10
CAP 220PF 50V 5% C0G SMD-0805 BULK SN100
CONNECTOR ACCESSORY
115 VAC, 8 CHANNEL CON IN TRAN
DIODE SWITCHING DUAL COMMON-ANODE 70V 250mA-Io 150mW 4ns-trr SOT-523 3K/REEL
Multiconductor UTP Data Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:Meets ANSI/TIA/EIA-568-B.2 Standards RoHS Compliant: Yes
Multiconductor UTP Data Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Approval Categories:Meets ANSI/TIA/EIA-568-B.2 Standards RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:CMP (Plenum) Rated; Features:Augmented Category 6; CMP (Plenum) Rated; Jacket Color:Yellow RoHS Compliant: Yes
Multiconductor Paired UTP Data Cable; Number of Conductors:8; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Number of Pairs:4 RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:CMP (Plenum) Rated; Features:Augmented Category 6; CMP (Plenum) Rated; Jacket Color:White RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:48; Conductor Size AWG:24; No. Strands x Strand Size:41 x 40; Jacket Material:Polyolefin; Shielding Material:Bare Copper Braid; Shielding Coverage:95%; Number of Pairs:24 RoHS Compliant: Yes
Dual UCap LDO in 3mm × 3mm MLF?/a>
Dual UCap LDO in 3mm  3mm MLF
Dual UCap LDO in 3mm 】 3mm MLF⑩
	MICREL INC
Micrel Semiconductor, Inc.
Micrel Semiconductor,Inc.
MICREL[Micrel Semiconductor]

	9116009500 9116010500 9116009U1000 91160091000 	Series 6, 18 AWG solid .040 bare copper-covered steel conductor, gas-injected foam polyethylene insulation
	List of Unclassifed Man...

	1694A0085000 	   RG-6/U Type, 18 AWG solid .040 bare copper conductor, gas-injected foam HDPE insulation
	List of Unclassifed Man...

	CAT1321ZD2I-45TSSOP CAT1320 CAT1320JI-25SOIC CAT13	   Supervisory Circuits with I2C Serial 32K CMOS EEPROM
Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Features:Unshielded; Impedance:100ohm; Leaded Process Compatible:Yes; Outer Diameter:0.195" RoHS Compliant: Yes
THERMAL TRANSFER PRINTER LABELS 监控电路，带有I2C串行EEPROM中的CMOS 32K
640 x 480 pixel format, CCFL Backlight 监控电路，带有I2C串行EEPROM中的CMOS 32K
SCREWDRIVER, SLOT TRITON ESD 100SCREWDRIVER, SLOT TRITON ESD 100; Tip Size A x B:3 x 0.5mm; Tip size:3mm; Length, blade:100mm; Length, Inches:4"; Handle type:Static diss.; Tip Size:3 mm; Tip type:Parallel Slot 监控电路，带有I2C串行EEPROM中的CMOS 32K
Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:FEP; Number of Pairs:4; Outer Diameter:0.195"; Temperature Max:75 C; Voltage Nom.:600V 监控电路，带有I2C串行EEPROM中的CMOS 32K
SCREWDRIVER, TRITON ESD PH NO.2SCREWDRIVER, TRITON ESD PH NO.2; Tip type:Phillips; Length, blade:100mm; Driver type:Phillips No 2; Handle type:Static diss.; Tip Size:No.2 监控电路，带有I2C串行EEPROM中的CMOS 32K
Supervisory Circuits with I2C Serial 32K CMOS EEPROM 监控电路，带有I2C串行EEPROM中的CMOS 32K
Miniature, 1W Isolated Regulated DC/DC Converters 12-SOP
CAP 0.01UF 50V 1% NP0(C0G) SMD-1812 TR-7 PLATED-NI/SN
4 PR #24 PP FR PVC
LED INGAN RA U-BLU CLR 470NM SMD
LED DOMED 5MM 590NM YEL 4LD SMD
SCREWDRIVER, POZI TRITON ESD NO.1SCREWDRIVER, POZI TRITON ESD NO.1; Tip type:Pozidriv; Length, blade:80mm; Driver type:Posidriv No1; Handle type:Static diss.; Tip Size:No.1
surface mount silicon Zener diodes
Belden Enhanced Category 5 Cable, AWG: 24, Length: 1000 feet, Features: Unshielded, four pair, solid bare copper conductor, blue flamarrest and PVC jacket with nylon ripcord
Xfmr Module 10/100 Mbps
Filter Module with Resistor Network
640 x 480 pixel format, CFL Backlight with power harness
Miniature, 1W Isolated Regulated DC/DC Converters 10-PDIP
2 PR #24 FEP FLMRST RoHS Compliant: Yes
Paired cable, 4 pairs, 24AWG, solid bare copper conductor, unshielded, FEP insulation material, Flamarrest jacket material, category 5E
	Air Cost Control
TE Connectivity, Ltd.
Advanced Analog Technology, Inc.
Newhaven Display International, Inc.
Bourns, Inc.
Ohmite Mfg. Co.
Altech, Corp.
Advanced Analogic Technologies, Inc.
Electronic Theatre Controls, Inc.
Analog Devices, Inc.
CATALYST[Catalyst Semiconductor]

	163.7010.0352 163.7010.0452 163.7010.0152 163.7010	Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:3 RoHS Compliant: Yes
FKS-Coding plugs
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:2 RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:38; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/14; MW 35C (Heavy); Jacket Material:Polythermaleze; Leaded Process Compatible:Yes; Number of Conductors:1; Voltage Nom.:600V RoHS Compliant: Yes
	Littelfuse, Inc.

	SI9910 SI9910DJ SI9910DJ-T1 SI9910DY SI9910DY-T1 	Adaptive Power MOSFET Driver1 自适应功率MOSFET Driver1
Paired Cable; Number of Conductors:24; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:12; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	124-93-964-41-002 121-93-210-41-001 121-93-304-41-	Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Features:Unshielded; Outer Diameter:0.389"; Temperature Max:80 C RoHS Compliant: Yes
Shielded Paired Cable; Jacket Material:Polyethylene; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Shielded Paired Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Features:Aluminium Foil/Polyester Tape; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Dual-in-line sockets Open frame Wire-wrap 1 / 2 / 3 / 4 level 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Shielded Paired Cable; Number of Conductors:2; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Hook-Up Wire Dispenser Kit For Use With:Electrical and electronic equipment RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
Multiconductor Audio, Communication & Instrumentation Cable; Number of Conductors:8; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:6; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes
Paired Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Features:Unshielded; Temperature Max:80 C; Voltage Nom.:30V RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyethylene; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Features:Aluminium Foil/Polyester Tape; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Multiconductor Audio, Control and Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:3; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:6 RoHS Compliant: Yes
Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
CABLE, 8775, 11PAIR,  PER M; Cores, No. of:22; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:11.8mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6016C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Foil; Number of Pairs:3; Leaded Process Compatible:Yes RoHS Compliant: Yes
CABLE, 8777, 3PAIR,  PER M; Cores, No. of:6; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:7.65mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6010C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Number of Pairs:3; Capacitance:30pF; Conductor Material:Copper; Impedance:50ohm RoHS Compliant: Yes
Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:9; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Number of Pairs:9; Leaded Process Compatible:No; Approval Bodies:UL; Capacitance:30pF/ft RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:19; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Conductor Material:Copper; Conductor Plating:Tin; Features:Unshielded RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes
Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Features:Aluminium Foil/Polyester Tape; Impedance:69ohm; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:19; Features:Unshielded; Impedance:50ohm; Temperature Max:80 C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:19 RoHS Compliant: Yes
CABLE, 8762, 1PAIR,  PER M; Cores, No. of:2; Conductor make-up:7/28AWG; Area, conductor CSA:0.519mm2; Diameter, External:5.18mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:2411C RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:12; No. Strands x Strand Size:19 x 25; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:55ohm RoHS Compliant: Yes
Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Coaxial Cable; Impedance:32ohm; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Features:Unshielded; Temperature Max:80 C; Voltage Nom.:30V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:56ohm RoHS Compliant: Yes
Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:1 RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Conductor Material:Copper; Features:Unshielded; Leaded Process Compatible:No RoHS Compliant: Yes
Multiconductor Audio, Control & Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper RoHS Compliant: Yes
Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Jacket Material:Polyethylene; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:64ohm RoHS Compliant: Yes
Belden Sound and Control Cable, Wire Size: 18 AWG, Number of Pairs: 1, Length: 1000 feet, Conductor Material: Tinned Copper, Jacket: Chrome PVC, Features: 8760 features overall beldfoil shield with 20 AWG drain wire
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:60ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:2; Leaded Process Compatible:Yes; Capacitance:35pF/ft RoHS Compliant: Yes
CABLE, 8723, 2PAIR, 30.5M; Cores, No. of:4; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:4.27mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Grey; RoHS Compliant: Yes
Shielded Paired Cable; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Number of Pairs:2; Capacitance:35pF; Conductor Material:Copper; Impedance:45ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Number of Pairs:2; Leaded Process Compatible:Yes; Capacitance:35pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CABLE, 8723, 2PAIR,  PER M; Cores, No. of:4; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:4.06mm; Material, secondary insulation:PVC; Colour, secondary insulation:Grey; Alpha type number:2466C RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Features:Unshielded; Leaded Process Compatible:Yes RoHS Compliant: Yes
Audio control and Instrumentation Cable Shielded; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Conductor Material:Copper RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:14; No. Strands x Strand Size:19 x 27; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:65ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:9; Conductor Material:Copper RoHS Compliant: Yes
CABLE, 8774, 9PAIR,  PER M; Cores, No. of:18; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:10.6mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6014C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Multiconductor Audio, Control and Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Audio control and Instrumentation Cable Shielded; Number of Conductors:54; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:27 RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Temperature Max:60 C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	E601001 	1 meter (3.3 ft.), unshielded with solid conductors (ref: Belden Bonded-Pair Cable 7940A).
	List of Unclassifed Man...

	93180605000 	18 AWG pairs stranded (19x30) tinned copper conductors,
	List of Unclassifed Man...

	1346614 	RG-174/U type 26 AWG stranded (7x34) .019 bare copper-covered steel conductor
	List of Unclassifed Man...
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