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	Part: ADL5304ACPZ-R7
	Maker: Analog Devices Inc
	Pack: ETC
	Stock: Reserved
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			 Related Part Number
	
					PART	Description	Maker
	AS6VA25616-BC AS6VA25616-TC 	High Speed, Low Cost, Op Amp; Package: SOT-23; No of Pins: 6; Temperature Range: Automotive 256K X 16 STANDARD SRAM, 55 ns, PBGA48
High Speed, Low Cost, Triple Op-Amp; Package: SOIC; No of Pins: 14; Temperature Range: Automotive
	Alliance Semiconductor, Corp.
ALLIANCE SEMICONDUCTOR CORP

	KM68257C-12 KM68257CJ-12 KM68257CJ-20 KM68257CL-12	32Kx8 bit high speed static RAM (5V operating), 20ns
32Kx8 bit high speed static RAM (5V operating), 15ns
32Kx8 bit high speed static RAM (5V operating), 12ns
32Kx8 Bit High Speed Static RAM(5V Operating(, Evolutionary Pin out. Operated at Commercial Temperature Range. 32Kx8位高速静态RAM5V的工作（，进化引脚了。在商业温度范围工作
	Samsung Electronic
SAMSUNG[Samsung semiconductor]
Samsung Semiconductor Co., Ltd.

	EDI8F32259V20MZC EDI8F32259V20MNC EDI8F32259V12MNC	High Speed, Monolithic Pin Driver; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
High Speed, Single Channel, Power MOSFET Driver; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
200MHz Rail-to-Rail Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R X32号的SRAM模块
	Air Cost Control

	802-10-016 802-Z1-016-10-002 800-10-016-10-001 800	PCB connectors 2.54 mm Single row / double row Solder tail 电路板连接器2.54毫米单列/双列焊尾
PROFET™: Smart High Side Switches; Package: PG-SOT223-4; Channels: 1.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 12.0 - 45.0 V; IL(SC): 2.1 A; Diagnostic: n.a.
Safety Control Relay; Contacts:SPST-NO; Contact Carry Current:4A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 4 AAC/ADC; Height:110mm; Leaded Process Compatible:No; Mounting Type:DIN Rail; Peak Reflow Compatible (260 C):No
45LM58D TIMING BOARD Q45
PROFET™: Smart High Side Switches; Package: PG-SOT223-4; Channels: 1.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 12.0 - 45.0 V; IL(SC): 2.1 A; Diagnostic: n.a.
PROFET™: Smart High Side Switches; Package: PG-DSO-8; Channels: 1.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 6.0 - 52.0 V; IL(SC): 6.5 A; Diagnostic: n.a.
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	ADL5201ACPZ-R7 ADL5201-EVALZ 	Wide Dynamic Range, High Speed
	Analog Devices

	ADL5202 ADL5202-EVALZ ADL5202ACPZ-R7 	Wide Dynamic Range, High Speed
	Analog Devices

	NOP04811CLTAG 	400/300/200/100 DPI High-Speed Photodiode Array
	ON Semiconductor

	AD817AN AD817 AD817AR 	High Speed, Low Power Wide Supply Range Amplifier
	AD[Analog Devices]

	BAT68-03W 	For mixer applications in the VHF/UHF range For high speed switching
	TY Semiconductor Co., Ltd

	2SK3467 2SK3467-ZK 2SK3467-ZK-AZ 	80 A, 20 V, 0.0095 ohm, N-CHANNEL, Si, POWER, MOSFET, TO-263AB MP-25ZK, 3 PIN
PROFET™: Smart High Side Switches; Package: PG-DSO-36; Channels: 8.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 11.0 - 45.0 V; IL(SC): 3.0 A; Diagnostic: n.a.
PROFET™: Smart High Side Switches; Package: PG-DSO-36; Channels: 8.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 11.0 - 45.0 V; IL(SC): 3.0 A; Diagnostic: n.a.
SWITCHING N-CHANNEL POWER MOSFET INDUSTRIAL USE
Nch power MOS FET (Switching)
	NEC Corp.
NEC[NEC]
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