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			MX7821KRT - µP-Compatible, 660ns, 8-Bit ADC with Track/Hold 
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			 Related Part Number
	
					PART	Description	Maker
	SNAP-IT-RM-UADS 	Controllers; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	Opto 22

	CY7C245A CY7C245A-15JC CY7C245A-15JI CY7C245A-18QM	Linear Power Supply; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
2K x 8 Reprogrammable Registered PROM
	Cypress Semiconductor Corp.
CYPRESS[Cypress Semiconductor]

	F6S2-2M2 	Fiber Optic Cable Assembly; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	PANDUIT CORP

	SSTU32865EG SSTU32865ET SSTU32865 	1.8 V 28-bit 1:2 registered buffer with parity for DDR2 RDIMM
Linear Voltage Regulator IC; Package/Case:8-MSOP; Current Rating:250mA; Leaded Process Compatible:No; Output Voltage Max:1.5V; Peak Reflow Compatible (260 C):No; Reel Quantity:2500; Voltage Regulator Type:Low Dropout (LDO)
Linear Voltage Regulator IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	NXP Semiconductors
Philips Semiconductors

	MB89P985-PFM-101 MB89P985-PFM-201 MB89P985PFV-101 	8-bit Proprietary Microcontroller 8位微控制器专
Inductor; Inductance:33uH; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No
	Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Component Limited.

	GPPC4IG5B 	Connector assemblies, Network cables; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No INTERCONNECTION DEVICE
	Panduit, Corp.

	3DFO 2DFO 1DFO 3DF0D27 2DF0D27 1DF0D27 3DF0T82 2DF	128 x 128 pixel format, LED or EL Backlight available 低电容损耗角正切光盘
Low Dissipation Factor Disc Capacitors 低电容损耗角正切光盘
CAP 47UF 4V 16V TANT SMD-6032-15 TR-7
Pushbutton Switch; Leaded Process Compatible:Yes RoHS Compliant: Yes
Telephone equipment, Telephones; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
From old datasheet system
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	MAX3311E MAX3311ECUB MAX3311EEUB MAX3311E-MAX3313E	Quad LVDS Receiver with -4 to 5V Common-mode Range 16-SOIC -40 to 85 &plusmn;15kV ESD保护60kbps&micro;A、RS-232兼容收发器，&micro;MAX封装
±.15kV ESD-Protected.460kbps.1µ.A.RS-232-Compatible Transceivers in µ.MAX
±15kV ESD-Protected, 460kbps, 1μA, RS-232-Compatible Transceivers in μMAX
15kV ESD-Protected, 460kbps, 1A, RS-232-Compatible Transceivers in MAX
" ?à15kV ESD-Protected, 460kbps, 1?A, RS-232-Compatible Transceivers in ?MAX"
15kV ESD-Protected 460kbps 1A RS-232-Compatible Transceivers in MAX
【15kV ESD-Protected, 460kbps, 1レA, RS-232-Compatible Transceivers in レMAX
15kV ESD-Protected / 460kbps / 1A / RS-232-Compatible Transceivers in MAX
±15kV ESD-Protected, 460kbps, 1µA, RS-232-Compatible Transceivers in µMAX
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	7MBP50NA060-01 	NTC Thermistor; Resistance:15000ohm; Thermistor Tolerance: /- 5%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
IGBT-IPM
	FUJI ELECTRIC HOLDINGS CO., LTD.
FUJI[Fuji Electric]

	0033.4501 	Rotary Cam Switch; No. of Switch Positions:2; Contact Current Max:6.3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
	SCHURTER INC
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