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			 Related Part Number
	
					PART	Description	Maker
	UUG1HXXXX UUG0JXXXX UUG1AXXXX UUG1EXXXX 	(UG Series) Higher Capacitance Range
	Nichicon

	TCTP1C106M8R TCTP1E225M8R TCTP0G686M8R TCTP0J686M8	Chip tantalum capacitors(Bottom surface electrode type : Large capacitance)
	http://
Rohm

	HE83R125 	This chip is suitable for the applications that require higher performance
	King Billion Electronics Co., Ltd.

	HE83R123 	oscillator clocks. This chip is suitable for the applications that require higher performance
	King Billion Electronics Co., Ltd.

	1008HQ-10NXL 1008HQ-68NXL 1008HQ-56NXGLB 1008HQ-56	Highest Q factors of any Coilcraft chip this body size, roughly 20% higher than our popular 1008CS and HS parts.
	Coilcraft lnc.

	MAX6607 MAX6607IXK-T MAX6607-MAX6608 MAX6608 MAX66	Solid Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:20VDC; Capacitor Dielectric Material:Tantalum; Capacitance:18uF; Capacitance Tolerance: 10%; Lead Pitch:3.17mm; Leaded Process Compatible:No RoHS Compliant: No 低电压、模拟温度传感器，SC70及SOT23封装
Solid Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:6VDC; Capacitor Dielectric Material:Tantalum; Capacitance:180uF; Capacitance Tolerance: 10%; Lead Pitch:6.35mm; Leaded Process Compatible:No RoHS Compliant: No
Low-Voltage Analog Temperature Sensors in SC70 and SOT23 Packages
	温度/湿度传感
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	SA48 SA75 SA78 SA9.0 SA8.5 SA110 SA7.0A SA6.0A SA5	Transient Voltage Suppressor Diodes 瞬态电压抑制二极管
Enclosed Switches Series LS: Side Plunger; 1NC 1NO DPDT Snap Action, Double Break; 0.5 in - 14NPT conduit; Compact/Non Plug-in
/Case:1206; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
Ceramic Multilayer Capacitor; Capacitance:270000pF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:25V; Dielectric Characteristic:X7R; Package
Ceramic Multilayer Capacitor; Capacitance:22000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:100V; Dielectric Characteristic:X7R; Package/Case:0805; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
	Taiwan Semiconductor Compan...
Taiwan Semiconductor Co., Ltd.
Taiwan Semiconductor Company, Ltd
Taiwan Semiconductor Co...

	LQG15HN10NJ02D LQG15HN18NJ02D LQG15HN15NJ02J LQG15	Chip Inductor (Chip Coil) for High Frequency Multilayer Type
1 ELEMENT, 0.027 uH, AIR-CORE, GENERAL PURPOSE INDUCTOR, SMD
CHIP COILS, 82NH / 150MA
   Chip Inductor (Chip Coil) for High Frequency Multilayer Type
	Murata Manufacturing Co., Ltd.
MURATA MANUFACTURING CO LTD
Murata Manufacturing Co...

	STD30NF03L 	Niobium Oxide Capacitor; Capacitor Type:Low ESR; Voltage Rating:6.3VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:100uF; Capacitance
N - CHANNEL 30V - 0.020 ohm - 30A DPAK STripFET POWER MOSFET
	意法半导
STMICROELECTRONICS[STMicroelectronics]

	1SV231 	FILTER, INLET, IEC, 6A, SPST; Voltage rating, AC:250V; Current rating:6A; Phases, No. of:1; Length / Height, external:24mm; Width, external:48.5mm; Depth, external:65.7mm; Approval Bodies:VDE, CSA, UL; Capacitance, X type RoHS Compliant: Yes
VARIABLE CAPACITANCE DIODE (CATV TUNING)
	Toshiba Corporation
Toshiba Semiconductor
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