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			9913 - RG-8/U type, 10 AWG solid .108 bare copper conductor, semi-solid polyethylene insulation 
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			 Related Part Number
	
					PART	Description	Maker
	C5775.18.01 C57751801 	C5775, Coaxial Cable, RG6/U Type, 18 AWG Solid Copper Clad Steel
	General Cable Technologies Corporation

	C50434101 C5043.41.01 	C5043, Coaxial Cable, RG11/U Type, 14 AWG Solid Copper Clad Steel
	General Cable Technologies Corporation

	1694A0064500 	RG-6/U Type, 18 AWG solid .040 bare copper conductor, gas-injected foam HDPE insulation
	List of Unclassifed Man...

	KFW2G16D2M-DED5 KFW4G16Q2M-DEB5 KFW4G16Q2M-DED5 KF	RES, 15 OHM, 1%, 1/16W, 0402   PKG
CONN RCPT .100 100POS DL R/A AU
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:223; Impedance:50ohm; Conductor Size AWG:19; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:223; Impedance:50ohm; Conductor Size AWG:19; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Approval Categories:UL AWM Style 1354; Cable/Wire MIL SPEC:MIL-C-17G RoHS Compliant: Yes
FLASH MEMORY(54MHz) 闪存4MHz之间
   FLASH MEMORY(54MHz)
	SAMSUNG SEMICONDUCTOR CO. LTD.
Samsung Semiconductor Co., Ltd.

	10ELS6 	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 0.77 A, 600 V, SILICON, SIGNAL DIODE
HIGH SURGE CAPABILITY 100VOLTS TROUGH 600VOLTS TYPE AVAILABLE
	Nihon Inter Electronics, Corp.
ETC

	EMK13H2H-108.000M 	OSCILLATORS 50PPM -40 85 3.3V 4 108.000MHZ TS HCMOS 5X7 4PAD SMD CRYSTAL OSCILLATOR, CLOCK, 108 MHz, LVCMOS OUTPUT
	Ecliptek, Corp.

	EH3925ETTS-108.000M 	OSCILLATORS 25PPM -40 85 1.8V 4 108.000MHZ TS CMOS 5.0X3.2 4PAD SMD CRYSTAL OSCILLATOR, CLOCK, 108 MHz, LVCMOS OUTPUT
	Ecliptek, Corp.

	EH3545TTS-108.000M 	OSCILLATORS 50PPM 0 70 5.0V 4 108.000MHZ TS CMOS 5.0X3.2MM 4PAD SMD CRYSTAL OSCILLATOR, CLOCK, 108 MHz, HCMOS/TTL OUTPUT
	Ecliptek, Corp.

	JQX-116F-1_ACAF1H JQX-116F-1_ACAF2H JQX-116F-1_DCD	MINIATURE HIGH POWER RELAY
From old datasheet system
CABLE, SEC, BLACK, 6.75X12.7MM, 152.4M; Cores, No. of:3; Conductor make-up:7/26; Area, conductor CSA:0.891mm2; Material, secondary insulation:PVC; Length, Reel (Imperial):500ft; Attenuation, 1 GHz:7.1dB; Attenuation, 1 MHz:0.20dB; RoHS Compliant: Yes
Belden Coaxial Cable, Wire Size: 2/18 AWG, Type: RG-59/U, Color: Black, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: Bare Copper, Jacket: PVC
CCTV Control Composite Cable; Composite Conductor Types:1 Coaxial  1 Pair; Number of Conductors:3; Conductor Size AWG:18 Coax/18 Pr; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1 RoHS Compliant: Yes
Belden Coaxial Cable, Wire Size: 2/18 AWG, Type: RG-6/U, Color: Black, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: Bare Copper, Jacket: PVC
Access Control Composite Cable; Composite Conductor Types:10 Conductors   3 Pairs; Number of Conductors:16; Conductor Size AWG:18-16; No. Strands x Strand Size:7 x 26, 19 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Belden Coaxial Cable, Wire Size: 2/18 AWG, Type: RG-59/U, Color: Black, Length: 500 feet, Conductor Material: Bare Copper, Shielding: Bare Copper, Jacket: PVC
Shielded Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
CCTV Control Composite Cable; Composite Conductor Types:1 Coaxial   1 Pair; Number of Conductors:3; Conductor Size AWG:20 Coax/18 Pr; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Leaded Process Compatible:Yes RoHS Compliant: Yes
Security Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Jacket Color:Black RoHS Compliant: Yes
2 PR #20 PVC FS FRPVC
CCTV Control Composite Cable; Composite Conductor Types:1 Coaxial   1 Pair; Number of Conductors:3; Conductor Size AWG:18 Coax/18 Pr; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1 RoHS Compliant: Yes
CABLE, SEC, COAX, 5.89MM, 152.4M; Cores, No. of:1; Conductor make-up:1.0.80 mm; Area, conductor CSA:0.519mm2; Material, secondary insulation:PVC; Attenuation, 1 GHz:8.50dB; Attenuation, 1 MHz:0.30dB; Attenuation, 10 MHz:0.90dB; RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Jacket Color:White RoHS Compliant: Yes 微型大功率继电器
CCTV Control Composite Cable; Composite Conductor Types:1 Coaxial   1 Pair; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1 RoHS Compliant: Yes 微型大功率继电器
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Jacket Color:Black RoHS Compliant: Yes 微型大功率继电器
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:56pF/ft RoHS Compliant: Yes 微型大功率继电器
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	88240010500 	   RG-58A/U type, 20 AWG solid .033 bare copper conductor, plenum, FEP teflon insulation
	List of Unclassifed Man...

	BYX82 BYX83 BYX84 BYX85 BYX86 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black RoHS Compliant: Yes
Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Siliconix

	MBRS1100T3 SK18 10BQ100 10MQ100N HSM1100J HSM190J 	Brilliance Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material
1 Amp Schottky Rectifier
	MICROSEMI CORP-SCOTTSDALE
MICROSEMI[Microsemi Corporation]
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