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			 Related Part Number
	
					PART	Description	Maker
	TCR-4-48G 	Compatible with all TCP3500 PSU models
	Bel Fuse Inc.

	H7422 H7422-01 H7422P-50 H7422-02 H7422-20 H7422-4	Jack Screw; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
OSC 5V SMT PLAS 14X9 CMOS
Slidelock; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Photosensor Modules
	Hamamatsu Photonics
HAMAMATSU[Hamamatsu Corporation]

	MAX3311 MAX3311CUB MAX3311EUB MAX3311-MAX3313 MAX3	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
460kbps, 1&#181;A Supply Current, RS-232-Compatible Transceivers in &#181;MAX LINE TRANSCEIVER, PDSO10
Quad LVDS Receiver with -4 to 5V Common-mode Range 16-TSSOP -40 to 85
Dual LVDS Receiver with -4 to 5V Common-mode Range 8-SOIC -40 to 85
460kbps, 1μA Supply Current, RS-232-Compatible Transceivers in μMAX
460kbps, 1A Supply Current, RS-232-Compatible Transceivers in MAX
" 460kbps, 1?A Supply Current, RS-232-Compatible Transceivers in ?MAX"
460kbps 1A Supply Current RS-232-Compatible Transceivers in MAX
460KBPS, 1ヌA SUPPLY CURRENT, RS-232-COMPATIBLE TRANSCEIVERS IN ヌMAX
460kbps, 1レA Supply Current, RS-232-Compatible Transceivers in レMAX
460kbps, 1µA Supply Current, RS-232-Compatible Transceivers in µMAX
460kbps / 1A Supply Current / RS-232-Compatible Transceivers in MAX
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	CY7C245A CY7C245A-15JC CY7C245A-15JI CY7C245A-18QM	Linear Power Supply; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
2K x 8 Reprogrammable Registered PROM
	Cypress Semiconductor Corp.
CYPRESS[Cypress Semiconductor]

	MAX153 MAX153CAP MAX153CPP MAX153CWP MAX153EAP MAX	1Msps, μP-Compatible, 8-Bit ADC with 1μA Power-Down
From old datasheet system
1Msps, uP-Compatible, 8-Bit ADC with 1uA Power-Down
1Msps, P-Compatible, 8-Bit ADC with 1A Power-Down
1Msps.µ.P Compatible.8-Bit ADC with 1µ.A Power Down
1Msps, レP-Compatible, 8-Bit ADC with 1レA Power-Down 2-CH 8-BIT FLASH METHOD ADC, PARALLEL ACCESS, PDSO20
1Msps.&#181.P Compatible.8-Bit ADC with 1&#181.A Power Down
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	507-4538-1431-630 249-7866-0937-514 249-7866-0935-	Indicator Lamp; Supply Voltage:125VAC; Color:Red; Current Rating:0.7mA; Mounting Hole Dia:9.5mm; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Indicator Lamp; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No SINGLE COLOR LED
NEON PANEL MOUNT INDICATORS, Cylindrical Red
	Dialight PLC
Dialight Corporation
Dialight Corp.

	S-2402-CCT 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 2 CONTACT(S), FEMALE, MULTIWAY RACK AND PANEL CONN, SOLDER, SOCKET
	Cinch Connectors

	50-25SN-12 	Card Edge Connector; No. of Contacts:50; Pitch Spacing:0.1"; Contact Termination:Solder; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	CINCH CONNECTORS

	7MBP50NA060-01 	NTC Thermistor; Resistance:15000ohm; Thermistor Tolerance: /- 5%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
IGBT-IPM
	FUJI ELECTRIC HOLDINGS CO., LTD.
FUJI[Fuji Electric]

	43650-0715 	3.00mm (.118) Pitch Micro-Fit 3.0?/a> Header, Surface Mount Compatible, Single Row,Vertical, with PCB Polarizing Peg, 7 Circuits, Tin (Sn) Plating, Glow Wire Compatible
	Molex Electronics Ltd.

	P50E-100S-TG 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 100 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC, SOCKET
	Integrated Device Technology, Inc.
ROBINSON NUGENT INC
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