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		  Datasheet File OCR Text:


		 NTE1198 Integrated Circuit CMOS Frequency Divider
Absolute Maximum Ratings: (TA = +25C unless otherwise specified) Supply Voltage, VCC . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -0.3V to +6.0V Input Voltage, Vi . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -0.3V to +6.0V Output Voltage, VO . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -0.3V to +6.0V Output Current, IO . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10mA Operating Temperature Range, Topr . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -30 to +75C Storage Temperature Range, Tstg . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -55 to +125C Electrical Characteristics: (TA = -30 to +60C unless otherwise specified)
Parameter High Level Input Voltage Low Level Input Voltage High Level Output Voltage Low Level Output Voltage Low Level Outpu Current Symbol VIH VIL VOH VOL IOL IOH II IDD fmax Test Conditions Total Input, VDD = 5V Total Input, VDD = 5V Total Input, VDD = 5V Total Input, VDD = 5V IS, VDD = 4.5V, VO = 2V CO, DSH, VDD = 4.5V, VO = 0.5V High Level Output Current IS, VDD = 4.5V, VO = 2.5V CO, DSH, VDD = 4.5V, VO = 4.0V Input Current Supply Current Maximum Operating Frequency TA = +25C, VDD = 5.5V, VI(AI) = 2.5V f = 0, VDD = 5.5V PD, VDD = 4.5V PD, TA = -30 to +75C DIVIDER, VDD = 4.5V, VIL = 0.5V, VIH = 4V O/D, VDD = 4.5V Min 3.5 - 4.6 - 0.1 0.5 - - - - 3 2 11 3 Typ - - - - - - - - 1.0 10 - - - - Max - 1.0 - 0.4 - - -0.1 -0.5 - - - - - - Unit V V V V mA mA mA mA mA A MHz MHz MHz MHz
Pin Connection Diagram IS 1 CO 2 AI 3 AO 4 OD DOUT M D5M 5 6 7 8 24 OP 23 GND 22 P10 21 P9 20 P8 19 P7 18 P6 17 P5 16 P4 15 P3 14 P2 13 P1
OSC1 9 OSC2 10 PI 11 VDD 12
24
13
1
12
1.300 (33.02) Max .225 (5.73) Max
.520 (13.2)
.100 (2.54) 1.100 (27.94) .126 (3.22) Min .600 (15.24)
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