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		 Features
Regulated Converters
      
Compact AC-DC Power Supply 10 Watt PCB Mount Package Universal Input Voltage Range 3000VAC Isolation Low Output Ripple and Noise Short Circuit Protected UL Approved
POWERLINE
AC/DC-Converter
RAC10S_DA Series
Efficiency (%) 65 71 74 71 74 71 75 72
Selection Guide
Part Number RAC10-3.3SA RAC10-05SA RAC10-12SA RAC10-15SA RAC10-24SA RAC10-05DA RAC10-12DA RAC10-15DA Input Range (VAC) 90-264 90-264 90-264 90-264 90-264 90-264 90-264 90-264 Output Voltage (VDC) 3.3 5 12 15 24 5 12 15 Output Current (mA) 3000 2000 833 666 426 800 380 300
10 Watt Single & Dual Output
* add suffix "-DIN for DIN Rail mounting module (see seperate datasheet)
Description
Compact switching power module for PCB or DIN-rail mounting with cUL, UL Safety Approvals.
Specifications
( typical at 25C, nominal input voltage and after warm up time unless otherwise specified )
Input Voltage Range Rated Power Input Frequency Range (for AC Input) Input Current (full load) Inrush Current (UL-60950 Certified
Derating Graph
(Ambient Temperature)
125 100 Output Power (%) 75 50 25 0 -25 -10 0 60 70 80 90 100
Natural Convection
50
Ambient Temperature Range (C)
12-February-2007
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POWERLINE
AC/DC-Converter
Typical Application
RAC10-S_DA Series
+Vout DC
C1 0.1uF 50V C2 47uF 50V
N
1.5A Slo Blo
RAC10-12SA
Load
L
-Vout DC
Simplified Schematics
L Filter Rectifier +Vout L Filter Rectifier +Vout
Com
N
-Vout
N
-Vout
FG Overcurrent Protection PWM Controller Isolation Reference & Error AMP
FG Overcurrent Protection PWM Controller Isolation Reference & Error AMP
Package Style and Pinning
3rd angle projection
64.00 21.50 10.00 54.00 1.0
45.00
Pin ConnectionsPin # 1 Single Out FG VAC in (N) VAC in (L) -VDC out No Pin Dual Out FG VAC in (N) VAC in (L) -VDC out Com +VDC out
4.0 22.50 17.5 17.5
1 3
6.0
2 3
6 2 Bottom View 5 4
4
10.0 10.0
5
6 +VDC out XX.X  0.5 mm XX.XX  0.25 mm
See DIN Rail Modules for DIN rail mounting option
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