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		  Datasheet File OCR Text:


		 DC-DC CONVERTER SMD
CEI120
14.5MAX. 11.0
DIMENSIONS(mm)
LAND PATTERNS(mm)
CONSTRUCTION
8.0
6.0MAX.
12.2 4-2.0
1.0 9.6 13.0MAX. 0.6 13.1
2.0
K Specifications
Max. Operating frequency
500kHz
Max. Operating Power
1.2W @ 100kHz 3.8W @ 300kHz 6.3W @ 500kHz 500kHz 1.2W @ 100kHz 3.8W @ 300kHz 6.3W @ 500kHz
APPLICATION
1. Flyback type fluorescent display tube
CEEH126
13.7MAX. 12.0
DIMENSIONS(mm)
LAND PATTERNS(mm)
2.0
CONSTRUCTION
9.5
12.0MAX.
0.5
1.27
6.5MAX.
9.8
10.0
1.27
6.35
1.27
2.0
K Specifications
Max. Operating frequency
500kHz
Max. Operating Power
1.0W @ 100kHz 2.3W @ 300kHz 3.4W @ 500kHz 500kHz 1.0W @ 100kHz 2.3W @ 300kHz 3.4W @ 500kHz
APPLICATION
1. Video camera 2. LCD TV
20
0.8
5.60
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